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Autoclave

Autoclaves are equipment for sterilizing widely used in microbiology, medicine, podiatry, tattooing, body piercing,
veterinary science, mycology, dentistry, and prosthetics fabrication. They vary in size and function depending on
the media to be sterilized.

Table Top Autoclave Class N Series

Features:

1.Adopting European N standard, with thermal vacuum and drying functions, it can be used for A-type hollow
instruments and solid instruments. Thermodynamic vacuum guarantees elimination of cold air from the cavity and
makes sure that reaches the optimal effect of sterilization.

2.Specially design for dental clinic field, it could sterilize 12 pieces hand piece at same time, simply and efficiently.
3.5liding door design for easy secure operating—for BKM-Z2N,

4.Microprocessor control, LCD or LED display and modularized panel for easy operation.

5.Automatic malfunction detection system makes easy maintaining.

BRM-Z2N

BKM-Z7NAODN
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Technical Parameters:

» Biobase Meihua Trading Co.,Ltd. ———

Model BKM-Z2N BKM-Z7TN BKM-Z10N BKM-Z12N BKM-Z18N  BKM-Z24N
Capacity oL n 0L i‘IEL 8L | 4L
Sterilization Class Class N
Sterilization Temp. 121C, 134T
|Dry1ng Procedure Heating dry
| Display High-light LED tube display
Testing Syst Bowie&Dick, Steam penetration test
Temperature: 1T
Control Precision
Pressure: 0.1bar
Sterilization Data Optional Mini printer
Relief valve
.H_and lock door_
I Safety System Pressure lock system
Pressure or temperature over load protection
| Alarm system
\Water Supply System | Buiid-in water tank, easy to clean
Tray Holder SS basket, SS shelf
Medical stainless steel 304
B b Max working pressure:2.3bar
Min working pressure: -0.8bar
Max temperature: 145C
| Ambiant Temp. 5~40T
Noise <50db
Ig:a'e&?:e’s”mpm" N o1z-046L  |046L-0.18L
; Power Supply 110/220V = 10%,. 50/60Hz
i Power Consumption 1200W 1400W 1400W 1400W 1500W I 1700W
: Chamber Size{mm) $ 88175 $170*320 $192*320 $192*340 $245*360 $245*470
iExharnai Size{mm) | 350*284*378 ‘5-40*3?0“360 -540‘3?0*360 560*450*400 h560*43)*400 B70*450*400
|Packing Size(mm) !415'345*441 Iﬁ15*44n-425 '515*44n'425 BA0*525%495 I B60°525%495 | T70"525%495
Net Weighi 26 a7k 40kg 43g 47k 5%
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Table Top Autoclave Class B Series

[
BKM-Z16B

BK-Z12B/Z188/224B

Technical Parameters:

« Biobase Meihua Trading Co.,Ltd. ———

BKM-Z2B
ot ) TR
= \ -
o
BKM-ZTB/Z10B

Features:

The newly—-designed model with opening water tank on the top, strictly meets the standard of EN13060, which
makes wash and cleaning much more convenient.

It adopts Eurcpean B standard with 3—times pre-vacuum preceding vacuum drying. Residual humidity is less
than 0.2%.

Vacuum measurement reaches-0.8bar.It sterillzes and sanitizes miscellaneous packed or unpacked medical
instruments, Whether solid or A-type hollow, whether with multi-apertures or inset pipes. It efficiently tides air
from every hollow area of any hollow instrument, such as hand-piece, making sure that water steam reaches
every cormer.

Fuzzily computer controlled, digital bright show. The interface is modularized panel for easy operation.

It is installed with BOWIE&DICK which measures the penetration of water steam.

Mini printer can be attached to record the process of sterilization.
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Model BKM-Z2B BKM-Z7B BKM=-Z10B BKM-Z12B BKM-Z16B BKM-Z18B BKM-Z24B
. Capacity 2L .?L i1UL ‘12L %161. ‘ 18L !24L
Sterilization Class | Class B
?:;mm 121 134T
Special Program HIV, HBV long-sterilization program
Dry System Vacuum drying system
. Display High-light LED tube display
Bowia &Dick Test
Testing System Wacuum Test
Helix Test
:rerrpelatn.lre: G
SR Pressure: 0.1bar
: Sterilization Data | Optional Mini printer
Relief valve
Hand lock door
| Safety Systern Pressure lock system
Pressure or temperature over load protection i
Alarm system
I \Water Supply System | Build—in water tank, easy to clean
[ Tray Holder SS basket, SS shelf
' Medical stainiess steel 304
Max warkin: ure:2.3bar
SRTRoy Min mrkh"l:up:;:m: —0.9par
Max temperature: 145C
Tomparsia |8~ 40T
[Noke S
;‘:ﬂ:’;gﬁ:m"m 042L-046L |016L~0.18L
Power Supply 110/220V £10%, 60/50Hz
\PowerConsumption [1200W  1400W 1400w |1400W  |1800W  |1s00w 1700w
Chamber Size{mm) | ¢ 88*175 $170*320 $192*320 §192*340 ¢ 240*360 245360 $245*470
| External Size(mm) | 350*284*376 540*370*360 | 540*370*360 560450400  445*550*395 | 560*450*400 |670*460*400
Packing Size(mm) |415*345%441 6154407425 |B15°440*425 |BB0Y525*405 | G70*S50*500 | 6B0*525%405 | 770525405
et Weight 26kg \37kg 40kg 43kg 47kg a7kg 53kg '
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Table Top Autoclave Class B Series

European EN 13060 standard with 3-times pre-vacuum preceding vacuum drying

R T

Other features

1. Standard built in printer

2. 0.22um high-efficiency sterilizing filter. It guarantees the air is sterile and prevents repeated contamination.
3. Electronic storage: USB flash disk

Multiple security protective devices
Overhead auto protective device, multiple control and protection for steam generator safe door interlock, double
overpressure protection, electronic circuit safety device.

Technical Parameters:

Features

Build-in open type water tank

The sterilizer adopts easy-clean open type water tank that equipped with water quality monitor to ensure the
reliability of steam quality and sterilizer operation. A fully injected water tank can support repeated program
running.

High-efficiency and accuracy ultimate vacuum
The sterilizer adopts high-efficiency low noise vacuum system which has excellent effects. The ultimate vacuum
value can reach -90KPa or above.

New operation interface and Multiple program types

he LCD screen can display temperature, pressure, time, operating status, failure warning and other information.
The system has various programs that include; packed items, unpacked items, customn program, rapid program,
BD testing program, vacuum testing program, preheat program and drying program.

Model BKM-Z18BI| BKM-Z24Bl|
Capacity 18L 241
Sterilization Class CLASS B
Sterilization Temperature 121 134
Special Program HIV, HBV long-sterilization program
Dry System Vacuum drying system
Display High-light LED tube display
Bowie &Dick Test
Testing System Vacuum Test
Helix Test
Control Precision Temperature: 1
Pressure: 0.1bar
Relief valve
Hand lock door
Safety System Pressure lock system

Pressure or temperature over load protection

Alarm system

Water Supply System Build-in water tank easy to clean
Tray Holder SS basket, SS shelf

Medical stainless steel 304
Chamber Max working pressure:2.3bar

Min working pressure: -0.9bar

Max temperature: 145
Operation Temperature 540
Water consumption in one cycle 0.16L~0.18L
Power supply 220V+10%, 50/60Hz
Power consumption 1500W 1700W
Chamber Size(mm) (245% 360 9245470
External Size{mm) 5607450*400 67074507400
Packing Size(mm) B60*5257495 770*525*495
Net Weight 47kg 53kg
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Automatic High Temperature and Pressure Rapid Sterilizer

BKM-BIII series sterilizer is an automatic high temperature and pressure rapid sterilizer which works with steam
as medium. It can be widely used In department of stomatology and ophthalmology, operating room, supply
room, dialysis room and other medical institutions. It is unpacked items, solid instruments, dental hand pieces,
endoscopes, implantable instruments, dressing fabric and rubber tubes, etc.

- 4

Features:

Bulid-In open type water tank

The sterilizer adopts easy-clean open type water tank that equipped with water quality monitor to ensurs the
reliability of steam quality and sterilizer operation .A fully injected water tank can support repeated program
funning.

Brand-new operation Interface
The LCD screen can display temperature, pressure, time, operating status, fallure waming and other information.
It is convenient for customers to observe the sterilizer running status.

Multiple security protective device
Overhead auto protective device, multiple control and protection for steam generator safe door interlock, double
overpressure protection, electronic circuit safety device.

Automatic door

BKM-Z18/24/45BllIseries adopt auto door structure that can effectively prevent scald. BKM-Z60/80BII| serles
door structure adopt multipaint stitching technology to ensure seal reliability . The door equipped with conveniant
one—button switch,

06

High—sfficiency ultimate vacuum
The sterilizer adopts high—efficiency low noise vacuum system which has excellent effects. The ultimate vacuum
value can reach —~S0KPa or above.

Mulitiple program types
The system has various programs that include: packed items, unpacked items, custom program, rapid program,
BD testing program, vacuum testing program, preheat program and drying program.

High—efficlency steam generator
BKM-Z18/Z24/Z45BI1| equipment with build-in instant steam generator. BKM-Z60/Z80BIIl equipped with build—in
energy-storing steam generator.

Other features
0.22um high=efficiency sterilizing filter that guarantees the air is sterile and prevents repeated contamination. All
the processes of water injection, pulse vacuum, heating up, sterllization, exhausting and drying are automatic.

Optional configuration

Operatlon type: push-button operation or inductive operation or inductive operation
Record type: printer

Electronic storage: USB flash disk

Remote monitoring: computer or pad

Technical Parameters:

BKM-Z18BIll BKM-Z24BIll BKM-Z45Bill BKM-ZBOBIl  BKM-ZBOBII

Design Pressure -0.1/0.3MPa

Dasign Temp. 144°C

Temp.Range 105-136°C

Chamber Material 06Cr8Ni10 Stainless steel

Power Supply 110220V £10%, 50/60Hz

Consumption 2KW 2KwW 3.8KW TEW TEW
Chamber Size(mm) @250*350 8250450 e316*618 8385*585 385" 7
External Size{mm) 585515450 685*515%450 8307640550 1002*730*560 1002*730*560
Net Weight 55Kg 65Kg 15Ky 160Kg 180Kg
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Hand Wheel Type Vertical Autoclave

Application range:

Vertical Autoclave is mainly used in hospitals, laboratories,
universities and other institutes where users need to
sterilize temperature-resistance solid and liquid.

For BIOBASE hand wheel type vertical autoclave,

there are 5 fixed programs and 4 DIY programs q
according to different sterilization objects. And there is il
also program for sterilizing and dissolving culture

medium. Users just need to select different programs ——
for sterilization.

BIOBASE

Fully automatic sterilization process

Six safety protection
Independent knock-down service
window

Various sterilization objects /;b
Nine sterilization programs . x
Dynamic pulse exhaust ?
Drying function 5.{}
&
=

[ incx Page ff HOME |

Safety features:

1.0ver pressure, safety valve can automatically open to release pressure.

2.0ver temperature, the system will power off automatically.

3.Sensor at door closing position, to check the door status. If door is open,
operation will stop.

4.Anti dry-out function. If water level is too low, system will power off and error code
displays on screen.

5.0ver current, over voltage or electric leakage protection apparatus-air switch.

6.The door is covered with safety shell which is made of thermal insulation
material, which can protect operator from burning by heat and looks nice.

Model BKQ-B50II BKQ-B75I BKQ-B100lI
50L 75L

 E—

Technical features:

1.Complete process of filling water, dynamic pulse exhaust, heating, sterilizing, draining and

drying run automatically.
2.LED screen displays all steps of full process as well as error codes.
3. Sterilization programs for dressings, equipment, rubber, culture medium, waste, etc.

4. Adopting certain temperature (98~102 C )exhaust method and dynamic pulse exhaust
method to completely empty the cold air inside chamber for ensuring steam saturability.

5. Automatic selecting quick or low exhaust to avoid sterilization liquid overflowing.

8. Inner stainless steel water tank for water and steam to circulate inside. Steam does not

exhaust during sterilization, so as to keep the outside clean and dry.
7.Independent knock-down service window, easy for repairing and maintenance.
8.Hand wheel type of quick-open door structure, self-expandable sealing ring, easy
operating and safe.

&

Capacity 100L
Chamber material 304 medical stainless steel

Max designed pressure 0.28Mpa

Max designed temp 150C

Working pressure 0.22MPa

Working temp range 105~136C

Temp accuracy 201C

Timing range 0-298min

Dynamic pulse exhaust times 00 times

Dynamic pulse exhausttemp  105~132¢C

Dissolution temp range
Temp holding range
Power supply

B80~100C (programmable)

40 ~60C (programmable)
AC220V,50/60Hz; 22A

Standard Accessories Stainless steel basket*2pcs

Chamber size @386*50mm ©386*682mm (p386*B75mm
Power consumption 4.4KW 4 TKW 5.2KW

Outer size (W*D*H) 550'640'980mm  550°640*1080mm  550*640*1260mm
Net weight TOKG 85KG 105KG
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Flip-open Door Type Vertical Autoclave

Application range:

Vertical autoclave is mainly used in hospitals, laboratories, universities
and other institutes where users need to sterilize
temperature-resistance solid and liquid.

Technical features:

1. Flip-open door structure with spring booster, easy to open.

2. Fully 304 stainless steel construction.

3. 7 sterilization programs for dressings, equipment, rubber, liquid etc.

4. Dooer cover is wrapped completely, to prevent scald effectively.

5. Radial self-expanding silicone rubber seals with high effect and long using life.

6. Sloped control panel, easy to observe and operate; LED displays inside
temperature, time and error codes.

7. Automatic exhausting steam function.

8. Reliable mechanical safety interlock feature.

9. Complete protection system.

Safety features:

s page | Hone

1. Over pressure, safety valve can automatically open to release pressure.
2. Over temperature, the system will power off automatically.
3. Sensor at door closing position, to check the door status. If door is open,

operation will stop.

4. Anti dry-out function.

If water level is too low, system will power off and error

code displays on screen.
5. Over current, over voltage or electric leakage protection apparatus-air switch.

Technical parameters:

Model

Capacity

Chamber size(®"L)
Chamber material

Max pressure

Rated working pressure
Max temperature
Working temp range
Dynamic pulse exhaust time
Power consumption
Power supply

Quter size(W*D*H)

Net weight

BKQ-Z30I BKQ-z501 BKQ-Z75! BKQ-Z100I
30L 50L 751

100L
385412 mm 385*515 mm 385*715 mm 3857915 mm
Polished 8US304 medical stainless steel
0.28MPa
0.165MPa
150C
105~126 C
0~8times
2.8KW
220V, 50/60Hz
610°645°710mm  610'645*850mm  610*645*1000mm 610*645*1200mm
68kg 75kg 85kg 100 kg
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Horizontal Steam Sterilizer Autoclave

Pr ion intr ion S
oduction introductio :llﬁg’

It is applicable for the sterilization of unpacked solid LL :

instrument in department of stomatology;, B %

Technical Parameters

ophthalmology, operation room and CSSD. X \\
[ J §

Design pressure: 0.25Mpa ;
Maximum working pressure: 0.23Mpa |
Sterilizing temperature: 105-136 C

Chamber material:06cr19Ni10 stainless steel(304) ;
Accuracy of temperature display:0.1C |
Accuracy of pressure display:1Kpa s:a

Technical features:

1.Touch screen display of temperature, pressure, time, running status and failure warning.

2.Equipped with professional and systematized sterilizing programs of fabric, instrument,
rubber and liquid.

3.The positive pressure air-discharging system will effectively discharge the cold air from
chamber to improve steam saturability.

4.Build-in efficient steam generator, microcomputer temperature control, time and energy
saving.

5.Equipped with post-dying function which makes the residual humidity of sterilized articles
less than 3%.

6.Equipped with printer to print date, time and process parameters.

7.0ver-heat auto protection device, dual door safety lock device, over-pressure relief valve,
short-circuit protection and over-pressure protection.

8. Perfect four-level authority management system to aveid misoperation.

Model Volume Chamber Overall Dimension | Net Weight Power Input
Dimension(B*L} (L*W*H) Supply | power

EBKQ-B100H 100L 380"710mm 1000*679*1600mm 260Kg

BKQ-B150H 135L 500*710mm 1110*750*1742mm 400Kg AC380V, T1KW
BKQ-B200H 185L 500*950mm 1350"750%1742mm 460kg 50HZ
BKQ-B300H 300L 632*1000mm 1400*880%1780mm 750Kg 7KW

[index age || HovE |

Horizontal Pulse Vacuum Steam Sterilizer Autoclave

Production introduction

It can be widely used in department of
stomatology and ophthalmology, operating room
and other medical institutions. It is suitable for all
wrapped or unwrapped solid instruments, A-class
cavity instrument (dental hand-pieces and
endoscopes), implantable instruments, dressing
fabric and rubber tubes, etc.

Technical Parameters

Design pressure:-0.1/0.25MPa

Accuracy of temperature display:0.1C

Maximum working pressure:0.23MPa

Accuracy of pressure display:1KPa

Vacuum limit:-0.080MPa BIOBASE
Chamber material:304 stainless steel C .
Sterilizing temperature:105-136 C

‘:! iE—
&

Technical features:

1.Equipped with professional and systematized sterilizing programs of fabric, instrument,
rubber, liquid, cavity, testing and auxiliary programs of BD, PCD and leakage.

2. Temperature, pressure, time, running status, failure warning liquid-crystal display.

3. Intelligentized drying system to guarantee the residual humidity of instrument and dressing
no more than 0.2% and 1% respectively.

4. Build-in efficient steam generator, microcomputer temperature control, time and energy
saving.

5.Equipped with printer to print date, time and process parameters.

6. Over-heat auto protection device, dual door safety lock device, overpressure relief valve,
short-circuit protection, and overpressure protection.

7. Perfect four-level authority management system to avoid misoperation.

Meodel Volume Chamber Overall Dimension | Net Weight Power Input
Dimension(8*L) (L"W*H) Supply power

BKQ-Z100H 100L 380*710mm 1000"67971600mm 280Kg

BKQ-Z150H 135L 500*710mm 1110*750*1742mm 400Kg AC380V,  T1KW
BKQ-Z200H 185L 5007950mm 1350*750*1742mm 460Kg 50HZ
BKQ-Z300H 300L 632*1000mm 1400*89071780mm 750Kg 17TKW
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CO; Incubator CO; Incubator
Features: Features:
1. PID controller displays temperature, Co, concentration and runtime and timing time. 1.Double-layer door structure: Open outer door,
2. UV Lamp which located the sack of box can sterilize circulatory air and the cell in humid tray, observe studio experimental results through %ﬁ-—* -
3. HEPA high quality filker make sure the inside air quality up to Class 100, the inner door which is made from high intensity SOliuse
4, 5UUS304 Stainless Steel with the semicircular arcs at comers for easy cleaning. toughened glass, Temp. and humidity unaffected. -
2. Independent heating system of the door, avoid
= g ﬂ inner glass connect cew phenomenon  effectively.
3. Humidity is controlled by water dish natural

evaporation, displayed directly.
4. UV lamp for sterilization, more effectively prevent
call of pollution in incubation period.

Optional accessories: 1, Printer 2,RS485 connector 3.800 secket 4 HEPA filter

Technical Parameters:

il BIPX-CHOA BPX-Ciaba BIPX-CBON BJPX-C1600
"-".‘. (] Capacity | B 60 | [reat Z7oL
Technical Parameters: Corsumption | scciWajacket) e e S
| cit) fwsbor jackot) | ZA00Wwatar fscket)
BJPX-CB0 BJPX-C160 Shaves e | 2o scustabla 3pess 2 peas |3 pest adistatie ' 3 pea aojustabla
|Capacity oL . 1601 | Extomal maters | Gokl-rafld steal Wi paintig
f Consumpﬁpn | 40[!_W{_air }ac_i(e_ﬂl BOOW(air jacket) Fhralstatial { Siaiisss stoel
:Shalves no. | 2 pos/ adjustable y iR 1 o o
Exdermal material Gold-rolld steelwith paintng | L
| Internal matertal | Stainless stes| | Lt LN
|Door inside Toughenned glass | s S it dodid
| Thermal barmer | Palystyrane film | Control typa =40 contral
| Temp. range | RT +5-65T Tamp. fuetustion | = szt
S_C'““E’."l type | PID conirol ! Tamp. unlformity | = 03t
j_TEm_n fuctuation = +0.2T o 9
| Temp. uniformity | = £03T | :
| Time setting | 0~8999rmins or conlinuous | el s U el
€0, consistency cantrol 0-20% Vol | ARASTENGIA TR GO e
COg omtml.wa_y PIDDOIW match ©O; control way Sroportion makch vialve
| Steriization typa {Wlamp g [ —— 0551 50545570 |aransst | 50545570 050775
| Power supply | 1107220V =10%, 50/60Hz : . Net/Grosawoightte) | 5090 s | eaga | sms | aznes
Exermal size(om) o6550'a2 49760 | e
|Intemal size (cm) 140°40°50 50°65'50 | :
e Hign Temp; | = ot o ok
Tanp. 6ars0r brokat, Tarnp. sanso brokun, Watar shortage; COZ cancentration,CO2 et off
12 13
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Constant Temperature & Humidity Incubator Constant Temperature & Humidity Incubator
'.'_;!_‘:‘ e

1. No freezing in inner chamber thanks to inteligent
refrigeration and defrosting system. “ - s
2. Function of auto running, auto stopping and s

timing running

3. Watch timer and Independent temperature safety I

o |

device; auto alarm and auto break off when over
temperature limit to ensure expariment runs safely .
4. Function of self-diagnosis, sensor fallure alarm = —

and over temperaiura profection.

Optional accessories:
1.The inner is made of high quality mirror finish stainless steel, which is anticorrosive, 1, Printer
acid-proof and easy to clean. 2. Supplementare oxygen, nitrogen interface
2.The height and number of the shelves in the working chamber can be adjusted freely. 3. R5485 interface for communication software
3.Double—layer door structure, when the outer door is open, the working chamber can be observed through the connection

inner glass door, and neither the temperature nor the humidity will be affscted.

4.The intelligent Constant Temperature and Hurmidity controller adopts the advanced microcomputer te
chnology, programmable control mode, many kinds of parameters can be set (including temperature, hu
midity, time), and either continuous working mode or timed working mode can be selected. It is with exc—

Technical parameters:

ellent control performance and anti—jamming ability.

Modeal BJPX=-HTTOI BJPX=-HT15011 BJPX-HT2501
Technical parameters: Temp. range 4-60T
BJPX-HT150 BJPX-HT250 BJPX-HT350 BJPX-HT450 Fame-contiol _ 01°C
| Capacity 1500 Laspl 3500 4500 | Temp. stability/uniformity £05T/ 2T
Temp. rangs 4-€0C | Humidity range 55 ~ 95%
(et Cpires Sye Humidity stabilty £3% ~ £6% RH
Tamp. stahility/uniformiiy 051/ 22C T
Consumption S00wW BOOW
| Humidity range 55 - 95% | 1
| Armbient temp. ¥5-35%C ' Ambient temp. [+5-35T
Consumphon 500w BROW BEOW S60W Powar supply | 10220V £ 10%, S0E0HzZ
| Prowsr supply IBHR20V£ 10%, S0/60r2 _ Irtemnal siza (cm) | 4243550 50*40°75 50*50495
Internal size (cm) 50437480 55%44.5410 554554120 70°654120 ' ' '
- - : ! External siza (cm) 577504102 B84.5°64*127 BE°T44T
External siza (em) 66°62"146.5 |B5*60.54175.2 6876186 B3*76*186 - '
Shelves o, (pes) 3 4 Stevea |2ocs
| Mot Obsarvation window; optional RS485 connecior Note | Observation window' optional RS485 connector
14 15
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Mould Incubator

1.Forced convention alr path in the working room.

2.Digital display programmed controller for temperature
and humidity. RH controlled automatically.

3.MNew digital display multi-phase program control system
which is precise and reliable.

4.RS485 or RS485/USE optional for connection to
computer for printing and data retrieve.

5.Double door, Inner door is made of tempered glass for

sasy abservation, magnetic door sealing of the outer door.

Optional accessories:

1.Printer
2.R5485 connector
3.BOD socket

Technical Parameters:

BJPX-M150 BJPX-M250

: Shelvas no. | pes ) | 3 3

Temp.control range . 4-60T

Temp.fluctuation +0.5TC

Power supply -11nr22cw1o%, 50/60Hz
Consumption | G20W Ga0W

Internal size { cm ) ' 50* 37* 80 | 55" 44,5 110
| External size (cm ) 66 * 62 146.5 | B5* 68,54 175.2
16

BJPX-M350

860w

565*65* 120

6a* 76+ 186

BJPX-M450

260w

70 * 55120

83* 76186

Mould Incubator

1.5tainless steel inner chamber; with the semicircular arcs at comers for easy cleaning, adjustable shelves

2 Micro—computer control system ensures precise and reliable temperature control; LCD displayed at a fime; UV lamp.
3.Independent humidification, sterilization and temperature limit system with function of over—temperature

alarm and auto-power—cut-off,

4.Test hole of ¢ 52mm at left side of container.

5,Double alrtight door structure.

Optional accessory:

1.Printer
2.R5485 connector
3.Danfos Compressor

o

Technical Parameters:

Mode BJPX-MT70II BJPX-M1501 BJPX-M25011
Temgp. With Humidification: 10 - 85T;

control range .Withouf Hurmidification: 0 - 65T

i

Consumption 500W BOOW 1200W
Shelves no. ( pcs ) 2

Power supply HOf220V 2 10%, 50/60Hz

Internal size (cm ) 42*35%60 50*4075 50*50+95
External sizelcm) | 57*66*120 B4*E2"27 | BE*TOMAT
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Climate Incubator

Features:

1.Temperature alarm system. When over limited
temperature, it will cut off heating automatically.
2.Ambient temperature revising. Guarantee
Internal temperature and humidity will not affect
Inside.

3.Special airflow structure. Soft airflow velocity,
guarantee the temperature uniformity and
BCCUracy.

Climate Incubator

Features:

1. Micro—computer temperate, humidity and
luminance controller with multiple storable programs
2. Temperature safety device with aver temperature
optical and audible alarm to avoid damage of
specimen under extreme climate.

3. SUS304 Mirror stainless steel inner chamber;

4. Unigue anti-leakage design improves air—
tightness of inner chamber,

+ Biobase Meihua Trading Co.,Ltd. ————

5. Impaorted Danfos compressor & Original imported

4.Five levels adjusting lighting. Simulate

American humidity senor, Big LCD digital controller.

environment of day and night.

J
Optional accessories: Technical Parameters:
Pri RS4
HFvtee S RGHED o ce Model BJPX-A2501 BJPX=-A3001 BJPX-A400I 5011 BJPX-A3001I BJPX-A4001I
Technical Parameters: Lighting type 3-side llumination 4-side Nlumination
Volume 250L 300L L400L 2501 300L 400L

BJPX-A250 BJPX-A350 BJPX-A450

Lighting type Secida liumination Temp. range With lighting 10~65°C , without lighting 4~65T
| Capacity 12501 350L A50L Temp, control 01T

Temp. range with lighting 10~65T , without ighting 4~65T Temp. stability £1TC
:Tsmp. control jU.ﬁ: . . Shatves no. (Pcs) | 3
=Ry |+1T |22cC Temp. uniformity £15C £2°¢ £15C £2¢C
| Temp. uniformity 1T +2T ) i ) = = =
[ « + : Humidity range 50-80%RH (just for arfificial chimate incubator )

Humidity range +B50~80%RH (just for artificial climate incubator ) :
| | Humidity stabili £ 5%=7%PH (just for artificial climate incubator

Humidity stabilty £5%-7%PH (just for artificial climate incubator ) s i | Gstir it ainal oueton : :
(Gabting ntansity | 0-12000LX | 0~20000L% | 0-20000LX ' Lighting intensity 0~12000LX  |0~16000LX | 0~22000LX | 0~15000LX | 0-20000LX | 0~22000L%
liumination control | uminanca six levels, refative flumination control - ' llismination controt I luminance six levels, relative ilumination control

Ambient temp. 5-35C Ambient temperature 5-35C
|Gontinues working time | No less than 180h i i Continues working time | No less than 180h
[Bef=aneEa i iy = Power supply 101220V =10%;50/60HZ

Power supply 1107220V *10%,50/60HZ i 5 I T T I
| 1 ' T Consumption 1000W 1oow 1200W 1000W 1100W 1200W
Intarmail size (cm) | BB*51*83.5 55*55*120 70*55%120 f t t t t t t
| I i I Int | si 50*53*95 | 55*58"05 53*62*110 50*53*95 55*58*95 59*62*110
Externial size {cm) 72+73.8"155 96°78"186 101°78*186 el vz tan) | | | | | |

Shelves No. (pcs) 3 3 4 External size (cm) :69*?0,5“165 | T4*75.5*165 . 78'79.5"180 .69*?0.5“165 T4*75.5"65 | 78*79.5"180
| N farction 130 steps program temperature controller, which can set different temperature with different ray Newunatian 30 steps program temperature controller, which can set different temparature with different ray

| radiation and temperature.{optional) radiation and temperatura.{optional)
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Biochemistry Incubator

Features:

1.Stainless stesl inner chambe-, round anale structure, adjustable shalves.
2.Microprocessor control system, LCD display.

3.CFC—frea rafrigeration and gentle breeze circulation,

4 Double-layer glass cbservation window,

5.Function of self-diagnosis, sensor fault alarm and over-temperatura protection.

Optional accessories

2.R5485 interface for software connection  3.BOD sockets

—

1.Desk printer

i G —

Technical parameters:

BJPX-B70 BJ 50 BJP¥-B250(2) BJP
| Capacity 7oL 100L 150L 250L 350L
Temp. range _4-60 c
Temp.
fuctuation + 05T
(Teme 01T
Precision |
Shelves 2 3
|mo. (pes )

Timerange  1~2993 mins
Consumption  250W 350W | 450W TOowW BEDW

|Power supply 110/220V % 10%,50/60HZ
Coaling agent | R134alenvironment protection type)

e 45'33%45  51*2B.3'505 50°37°B0 55'A45M10 55554120
|sizelem) | | | | |

e BE'535470.8 61'585°08  6A'B2*I465 656954752  68°7R8E
sizefem)

20

4. 50mm test port

960W

TO*55"20

83*76M86

FIoo
-8-60

| BO0OW

50*37*80

GO62M46.5

Biochemistry Incubator

Features:

1. Stainless steel Inner chamber; with the
samicircular arcs at corners for easy cleaning,
adjustable shelves

2. Micro—computer control system; LCD with
functions of time settng, parameter memorizing L! l
and power reset recovering.

3. Fluoride—free refrigeration and gentle breeze
circulation,

4, Test hole at left side of container.

5. Double door seal; tempered glass silicon
rubber seal inner door and magnetic rubber
seal outer door

Optional accessories:
1,Printer 2,RS485 connector 3. Supplementary oxygen, nitrogen interface

Technical parameters:

BJPX-BTON BJPX-E15011
Capacity 7oL 150L
Temp. range | 4-60T .
Temp. fluctuation . £ (05T
Temp. precision . 04T
Shetves no. (pcs ) . 2
Time range . 19999 mins
Consumpbion . 500W BO0W
Power supply . TOMZ20V £ 10%,50/60Hz .
Cooling agent | Ri34alenvironment protection type)
Intemal size {cm) . 42+35*50 504075
External size (cm) . |

5765620 64*62M27

Craft Scientific Ltd. www.craftscientific.com, info@craftscientific.com Phone: 604-467-6321 Fax:
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BJPX=-B2501|

12500

1200W

505095

| BE*T0M4T
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Platelet Incubator

Features:

1. Micro—controller confrols the internal temperature within
22+£2T.

2. High accuracy sensor and direct air flow system ensure
aven temperature distribution,

3. Formed in place CFC free PUF Iinsulation ensures
temperature stability and reduced energy consumption.

4. Audio visual alarm for temperature deviation beyond £
2° Cand power fallure.

5. Motion failure alarm when the agitator falls to operate.

6. Automatic agitator and UV lamp stop when door is open,

7. LED display for easy of reading,

8. UV lamp for sterilization.

Technical Parameters:

BIPX-P10
| Temperature 22=2T
; Accuracy 04T
Oscillation | 60 £ Scyclesimins
| Amplitude somm
: Trays . 5
Capagity ! 5-10 plasma bags
. Temp. control | Micro Contralier
: Display . LED
; Number of agitator : Singla
| Power supply HOR220V-£10%,50/60HZ
: Consumption AW
: Internal size (cm) . A2.TATHAB.T
: External size {cm) 54*60.5496
| Package size (cm) 629664105
. .Nel weight (ka) a8
22

BJPX-P20

10

10~20 plasma bags
| Micro Confrofier

LED

. Single:

: 180W

- 60.7*53.5"65.7
| 72671156

. BO72.5M24

10

Anaerobic Incubator

Features:

1.Microchip intelligent temperature contralier and overheating protection system.

2.UV disinfection ligh: to avoid pollution.

3.Gas flow adjusted by pneumatics system.

4.Stainless steel operation room chamber. Thick and fransparent shockproof glass window , operations with gloves,
5.Special vaccination stick sterilizer, cuvette rack and oxyaen removing catalyst convarter inside.

BJPX-G-I| feature:

1,Big LCD screen controller, 2. Touch switch solenoid for gas path contral,

BIPFX-G-I BIPX-G -l

Technical Parameters:

Model BIPX-G-|

Time far creafing anasrobic state in Ern

sample chamber

'I;l;r;amf:;ﬁmd:a;:?bﬂrmmblc state in el s

Time for maintaining anaerobic | In the case of the oparation room to stop additional trace gas mixtura,
circumstances [>12 hours

s e or

Temperature fluctuation in incubation chamber 103

Temperatura balance in incubation chambar . *0AT

Power supply . 110220V =10%, S0/60Hz

Internal siza (cm) 2519729 25920
Extarnal size ( cm) .126’73"138 | 126%73*138
Package size (cm) :139“92*156 13992156
Nat/ Gross weight (ka] 5240«'320 .
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Constant-Temperature Incubator

1. Intelligent temperature controlier, based on microprocessor with PID parameters controlling function, and digital
display make temperature accurate and reliable,

2. The two-layer door makes the temperature fluctuation small. The toughened—glass indoor is convenent to
observe in-incubator conditions without affecting In—incubator temperature,

3. The working chamber use mirror stainless steel and the arc roundish, easy to clean.

Optional accessories: FPrinter

Technical Parameters:

Model BJPX-H30 BJPX-H50 BJPX-HB0 BJPX-H160 BJPX-H2T0

Capagity 30L 50L BOL 16E0L 270L.

;-Tammra).ure controt | RT+5-65TC
Temperature fluctuation =0.5T

Time range 1-8959mins
| . i —
| Consumption 200w 210W 280W 380W 570W

Power supply H0/2200 £ 105, S50/60HZ
| Intarnal size{cm) 32730 *31.5 35%35%41 4040750 50* 50 * 65 60%60* 75
| External siza{cm) | BT AT | 50*52+71 57°58'82 | BE*BE*95 8558351185
| Shelves no. ( pos ) 2 2 2 3 3

Gross weight (kg) 45 55 70 190 1105

24

Constant—-Temperature Incubator

1.Stainless steel inner container; foursquare
semicircle transition; flexible positioning and
removable shelf for convenient cleaning.

2.Large LCD scraen, multiple aroups of data to
be displayed at a time; function of timing and
over-temperature protection,

3. Independent temperature safety device, which
auto breaks off when over temperature limit to
ensure expenment run safaly.

4, Door with wide hollow tempered glass

observation window, adjustable air-tight buckla

lock and silicon rubber seal.
BUPX~H30IWBIPX~HABI BJRK-H2301
BUPH-HBAIBIPX-H1231

Optional accessories:

1. Printer 2. Optiona long-distance control system 3.Multi-staged temperature controller 4.R5-485 interface for
network connection

Technical Parameters:

Modal BJPX-H301I BJPX=H48il BIPX-HE4ll BJPX=-H1231 BIPX-HZ30N
Capacity 30L 45L | B5L 125L 230L

Temg. control RT+5~80T .

Temp. fluctuation ! *05C

Time range . 1-9989mins

Consumption :150W -ZSOW . 500W ISODW -?D{JW

Powar supply : MOZ20V £ 10% S0/60HZ .

Internal sizalcm) 3131731 354365%35 40°36*45 50*45*55 . B0*50%75
External sizelcm) A5"49°68.5 49*53*73 | 54'54"83 . B64%63'93.5 T3ETH22
Gross weight(kg) . a7 h43 49 . &6 . 120

25
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Lighting Incubator

Features:

1. Tamperature alarm system. When over limited
temperature, it will cut off heating automatically.

2. Ambient temperature revis ng. Guarantee internal
temperature will not affect inside.

3. Special airflow structure. Soft airflow velocity,
guarantee the temperature uniformity and accuracy,

Lighting Incubator

Features:

1, Micro—computer temperate and luminance controller
with multiple storable programs

2. Temperature safety device with over temperature
optical and audible alarm to avoid damage of specimen
under exireme climate,

3. SUS304 Mirror stainless steel inner chamber;

+ Biobase Meihua Trading Co.,Ltd. ————

4. Five levels adjusting lighting. Simulate environment 4. Unigue anti-leakaae design improves air-tightness

of inner chamber.
6. Imported Danfos compressor, Big LCD digital

of day and night.

Optional accessories: controlier.

1.Printer 2.RS485 connector

Technical Parameters:

Technical Parameters: Model BJPX-L2501 BJPX-L3001 BJ 4001 BJPX-L25011 BJPX-L3001 BJPX-L400I|

Lighting t 3-side lluminati | 4-side liumination
Model BJPX~-L250 g bpe 1 e Ll | e b
it yoe e Tie volurme 250 3001 4001 2501 300L | 400L.

(Nalira I2g0L | a80L | as0L ' Temp, range with lighting 10~65C , without fighting 4~65T
| Temp. rangs | with lighting 10~65C , without lighting 4~65C Temp. control |01
| Temp. control 04T Temp. stability g
f Tamp. stakility 21 22C Temp. uriformity £1.5C *2C +1.5C +2C
| Temp. Uniformity [+IT | =2C Lighting intensity 0-120001X  0-16000IX  0-22000K  0-15000X  0-200000X  0-22000K
|Lighting intensity [ 0=120000x | 420000 1820000 nput power 1000w HooW 12000 1000w 1100w 12000
Input power 60w 1650 2100w : I - - "
[ . e filumination controf I luminance six levels, relative llumination control

llumination control | luminance six levels, relative ilumination control i
| ! Electrical requirement | 220V,50Hz110V,60Hz

Electrical requirament | 220V,50Hz110V,60Hz 1

i Ambient temperature +5-35C
[Armblent Temp. +5-35C B |
| . M | Confinues working time: Mo less than 1800
| Continues warking time Mo less than 1800 | - - - . -
| T |
B —— e a0 Internal sizs {cm) 50%63%05  55'58'95 806210 | 506395 ;55'53*95 _ 534624110
[Extarmal siza () | 72473.8¢55 GETEMEE Lo1*78+88 ' External size (6m) |69*705*165 | 74°755'166  7B'79.5'B0  B9°70.5Y65 |74°755%65 78479580
| Shalves No. (PCS) 3 3 4 Shelves No, (PCS) 2
Ko stk 30 steps program temperatura controlier, which can set diffarent temperatura with N 30 steps program temperature controller, which can set different temperatura with different ray
_ diffarent ray radiation and temperatura.(optional) | radiation and temperature.{optional)
26 27
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Shaking Incubator

Feature:

1.Integrated with incubator and shaker to save space and cost. Tempered glass window,

2.Mirror surface stainless steel chamber,

3.Big LCD/LED display to show temperature and shaking velocity.
4.working parameters storage function for easy operation,
5.Auto-renew after power interruption as ariginally programmed.

f.Auto stop when the daor is onened for sample protection, strong air spring rod for easy opaning and closing.

BJPX-S20

Technical Parameters:

Model

ﬁl

BJPX-STOBIPX-S70!

R4S

BJPX-S48/BJPX-548

=S48/BJPX-548|

|Capacity 150L 1701 300L 2501
| Consumption [2700W | 400w B00W |550W
|Rotary Speed 120~300rpm

i Rotary Speed Precision . =rpm

\VibratonRange  § 26mm

Temp Control Precision 01T

Temp Stabilty ‘01T

E Timing Ranga . 0~89%haours

| Power Supply | 1107220V +10%, 50/60Hz

|ShakerGapacity | 500mPi250mi12 | 50OMI*28 500miI*24/250m1*38(dlown layer)
|TempControlRange | RT + 5~50C 5-50C

|Displey |LED dispiay LD display |LED display
intemal Size(W'D*H) | 5860%em  120°65%68cm 19673 16em '
|Package SzeW*D*H)  70°73*%1lom  135'80"83cm 110*88"131cm

Gross Weight 120kg BOky 195 190Ky

e | S70145481 series:

twio layers shaking, the up layer has stainless steel univarsal spring holder, 200 r / min.

28

GM Series Diaphragm Vacuum Pump

GM series diaphragm vacuum pump are mainly used in medicinal products analysis, tenuously chemical
engineering, biochemical pharmacy, food examination, investigating and solving criminal case, etc. It is an ideal
product used with the high—accuracy chromatogram apparatus, HPLC solvent filter apparatus, and it is the
essential equipment in the laboratory.

BM-0.338

fra
o

)
L.
. L

- —
—

GM-0.504 ' GM-0.508 ' GM-1.0A

Technical Parameters:

GM-0.20 GM-0.33A GM-0.33B GM-0.504 GM-0.50B GM-1.0A
[Speed of Evacuation(LMin) 15 20 A - - L B0
Utimate Pressure (Mpa)  |= 0.076 =008 = 0,098 =008 =0085 =008
\Vacuum(mbar) 1250 200 50 200 (50 1200
Pressure(Psi) [Positive =30 | ! |Positive = 30 |/ Positive = 30
(ot {mm) |46 : ] i
Outlet{mm) (46 |#6 Silencer [¢6 Silancer |46 [#6 Silencer |46
\Working Temp ( T ) 7-40
[Body Temp. (T) <55
Noise Lavel ( dB) (<50
Motor Power (W) 75 160
[Pump Head INylon 1 1 2 B 2 )
Furction e I ol it
Power Supply. 220VI50Hz [ 230V/50Hz
Diaphragm & Valves Pubber, S = = > = s
Siza (L * D *H mm) 195'08*166  215%120"235 |300420+235 | 2107160°235 300*20°235 300*160°235
[Packing Size(L* D *Hmm) 3007220200 300*320°200 1380*340°230 [300*320"200 360'340°230 3B0*340°230
INW(Kg) 4 65 95 R T i e
6. W ikg) 4.3 75 105

29
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Benchtop Constant-Temperature Drying Oven Constant—-Temperature Drying Oven
Features:
Fea!ure.‘i: 1. External material: excellent cold-rolled steel S
BIOBASE

e

1.External material: excellent cold-rolled steel with static with static coating.

coating. 2. Stainless steel inner chamber.

2.5tainless steel inner chamber, round angle structure, 3. PID micro—computer inteligent temperature

adjustable shelves, controller,over-temperature protection; LED

3. Intelligent controller with PID program, dual digital display, display.
soft touch operational key, timing function and over— 4. Double-layer glass observation window,
adjustable airtight buckle lock.

temperature protection.

4. Door with wide double-layer temperad glass observation 5. No blowing, natural convection heating

window, adjustable air-tight buckle lock, and silicon rubber circulation.

seal, which provide good seal ability and efficiently prevent
Optional:

1, LCD digital screen

heat loss.

2. Independent temperature controller

Technical Parameters:

Modeal BOV-=T30C BOV=T70C BOV-=T140C BOV-T270C

Technical Parameters:

Capacity 301 70L 140L 270L
I i Model BOV=T30CH BOV-T45C BOV-VE5C BOV-V125C
Temp. Rangs 50~200T 1
| T Capacity 30L 451 651 125L
Temp. Fluctuation 1€ T :
i Temp. Range RT*5 - 300C
Ambiant Temp. RT+5-40T I
| i Tamp. Pracision 01T
Timing Ranga 1-3989min i
| Temp. Fluctuation 1T
Shelvas No. 2pocs I
| I . . Ambient Temp. 5~40T
Consumption . 350 W 1000 W 2000'W 3000 W Timing Rangs 48085
FoaeE s [ 2tens _ | Consumplion 800W 1000 W 1500 W 2500 W
Internal Size{W*D*H)mm 300*300*350 4007400450 500500550 BOO*600*T50 Power Supply . 220\/50Hz . I .
Package Size(W'D*H)mm | 7307610710 B30°710%810 980*800*950 10703001150 internal Size(W*D*H)mm 30210310 | 350%350*350 | 400*360+450 | 500450550
Net Weight(kg) 35 50 75 10 External Sze(W'D*H)mm  450°490°685 1 490*530*730 5407540%830 | 640*65307930
Gross Weight(kg) 55 80 10 150 BGross Weight({ka) 40 45 |54 72
30 31
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Technical Parameters:
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Benchtop Forced Air Drying Oven

Mocel BOV-T25F BOV-TS0F BOV-T105F BOV-T200F
Features: Capacity 251 50L |105L 120001
1.External material: excellent cool-rolled steel with electrostatic coating, Temp. range ' RT+10-2507C )
2.Stainless steel inner chamber, round angle structure, adjustable shelves. - : | o
emp. ision £0,
3.Double-layer glass observation window, adjustable airtight buckle lock. BREESE !
4.0ver-temperature protection. Temp. fluctuation +0.5C
5.0ptional RS—485 interface for software connection. Ambient temp, +5-40C
Timing range 1 1~9989min
Shetves Na, | 2pcs
Consumption 500 W 750 W | 4500 W | 2000W
Power supply | 220VI50Hz
Internal size(W*D*H)mm | 300*300*270 420%360*350 550*350*550 | BOO*550*600
External sze(W*D*H)mm | 500%450*440 TH0*520°520 B890*730°780

Technical Parameters:

Model

BOV-T25F1

BOV-TS0FI

| 840*5307730

BOV-T108F

BOV-T213F

BOV-T25F/TH0F/ T 05F/T200F BOV-T25FINTSOFIIMIO9FT213F Capacity 250 50L 8L 213L

Temp. range . 50~200C
Temp. precision . 04T

e 7 Temp. fluctuation . 1T
Ambient tarnp. . +5~40T

* Timing range .1-9999111in

Sheives No. . 2pcs
Consumption . B50W 950w . 1200W .18(}0W
Powear supply . 220V/(50Hz . . ;
Internal size(W*D*Himm . 3007300280 | 420*370*350 550360550 :500‘5&‘)*645
External size(W*D*Hjmm . 5805007450 | ;830‘570‘?20 .B-BU‘?BO'&ZO

22

| T10°5607530
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Forced Air Drying Oven Forced Air Drying Oven
Features: Features:
1.Vertical type; Exterior material; excellent cool-rolled steel with electrostatic coating. 1.External material: axcellent cool-rolled steel, coating . f~|| i
e rs o S
2.Stainless steel inner chamber, static,
3. PID micro—computer intelligent temperature controller, over—temperature protection. 2.Stainless steel inner chamber, round anagle structure,
4. Double—layer glass observation window, adjustable airtight buckle lock. adjustable shalves.
Note: Model BOV-VE25F is top blowing. 3.Double—layer glass observation window, adjustable

3. Optional RS-485 interface for

- = airtight buckle lock.
Ly | y

- _ 4. = .

Optional: 3 Over—temperature protection
— .Optional RS- T ion,

1, Large LCD with-furiction: of timing — g 5.0ptional RS-485 interface for software connection
and over-temperature protection. ‘
2. Independent temperature controller, ' =
software connection, ﬂ ) ’

Technical Parameters:

BOV-V30F BOV-V45F BOV-VE5F BOV-V125F BOV-V230F BOV-VB25F

Technical Parameters:

Capacity 30L 451 5L 125 |230L 6261

.Powersupuly :220W50Hz :330";50& Madel V35F BOV-V7OF BOV-V136F BOV-V225F BOV-V428F BOV-VE24F BOV-V9E0OF
e tirag . S Capacity 35L 701 136L 2251 2oL 642l 960L

'Tamn Sk e Temp, range RT+10-250C (RT+10~300T is optional) , excapt BOV-V35F

. Temp, precision . BATE Temp, precision [ +01T

| Ambient tamp. . -0 Tamp. fluctuation +05T

Timing range 1~8g99min | Ambent temp.  +5~40T

;Consumption B00W 12000 1600W 2300W 3000W S000W . Timing range 1~8898min

.mtema}size{WD‘H){rmn) HM03M0310 | 350%950°350 400°360°450 | 500°450°650 600800750 | B60*7604250 Shatves No. Zpes 3pcs dpes Bpos
Extornal size(WAD*H) (mm) | 450°490°685 | 490°530°730 540'540'830 | 640'630°930 | 7306701220 890*8801820 Consumption 550w 1050 W 1600 W 2100 W 4000 W 4500w 6000\
Packing sze(W*D*H) (mm) | 546°620°760 |590°660700 6107610°890 | 710700990 | S00°B00300 1060MOBOHSTO PowerSupply e v

| Lioad per ahelieriel |145Kg par shatf; 2pcs ﬁ?ﬂ:ﬁ fgfm‘?“erm tml‘m-nmm 340*320°320 | 400%350°500 | A50*E50°550 | S00*600*750 | BO0*EEDMA00. 800600300 | 1000°6004600
| @roes weiritia) 3 43 48 66 120 1160 ' gmm-umm 620°530%490 | 600*550'756 | 600*710°845 | 650°7551045 | 74575041670 94578001690  1140°800"2150
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Hot Air Sterilizer
Feature: TNy

1, Exterior material: Cold-rolled steel with

electrostatic coating.
2.Stainless steal inner chamber, ' ‘ —

3. PID micro—computer intelligent termperature

controller, over-temperature protection; LED -
display. ‘ ﬂ o

4, Double-layer glass observation window,
adjustable artight buckle lock,

5. Differences with drying oven:

Fan inside, no air circulation, fully sealed inside, temperature rise is very fast.

HAS-230RHHAS-230FE

Additional features for FE series:

1, Adjustable speed fan

2. Large LCD display screen shows the multiple data; has timing function and over temperature protection,
3, Independent temperature controller; Auto alarm for heating stop,

4. Optional RS-485 interface for software connection.

Note: model HAS-230FE has no function of spead adjustment.

Technical Parameters:

HAS—30F HAS-45F HAS-G5F HAS-125F HAS-230F
g HAS-30FE HAS-45FE HAS-65FE HAS-125FE HAS-230FE
| Capacity S a5L 5L 280 2300
ETla|i'|'||:|. Range : RT+5-300T ;
: Tamp. Pracision 04T
5Tsmp. Fluctuation . =g
Ambient Temp. | 5-40T
i1‘u'n1'ng Range . 1-9999min
Load per shelfishalf : 15 kg per shelf; 2 pes
;Cunsmnplim :SDOW 1000w .1500W 1200w 3000w
Power Supply 220050Hz .

| Intermal Size{W*D*H)mm 310*310*310 350360350 A00*360*450 | 500*480*550 | 500*450*550

| External Sizs[W*D‘H Jmm 400*510*695 | 500650735 . 550*550"840 G36'680"215 - 636"680"815
Package Sze(\W*D*H)mm :610‘-540*330 .660‘590"3?0 IB?D‘BHO'Q?’U I TH0*750*1070 -900'800*1350
.Gmss Weight(ka) :52 .55 :61 . 73 | 16
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Benchtop Hot Air Sterilizer

Features:

1. High precision microcomputer temperature controller; Stainless steel inner chamber;

2.Time of desiccation and stenlization Is obviously shortened |, forced-air convection, direct passing of dry and
hot air through heated object.

3. Over-temperature protection.

4. Adjustable air outlet,timing control,

5. Differences with drying oven:

Fan inside, no air circulation, fully sealed inside, temperature rse is very fast,

Technical Parameters:

Model \ B HAS=TT0 HAS~T200
Capagcity | 25L 50L FoL 105L 200L
Temp. Ranga :"RT+1D-250‘C .

Temp, Precision 50.1“:

Temp. Fluctuation | +0.5C

Ambient Temp. 5-407C

Timing Rangea .1-9999|11In

Load per shelf/shelf . 15 kg per shelf ; 2 pcs

Consumpticn | 600W 200w 1150 W 1600W | 3000W
Power Supply. . 220V/50Hz : . i

Internal Size(W*D*H)mm | 300*300*270 420*350%350 AD0*350*500 | 500*350°550 600*550*500
External Sze{W*'D*HImm | 500*450°440 710%520*520 BOO*550* 755 B40"530°730 B890*730780

37

Craft Scientific Ltd. www.craftscientific.com, info@craftscientific.com Phone: 604-467-6321 Fax: 604-467-6300

—» Biobase Meihua Trading Co.,Ltd. ————


http://craftscientific.com/

[ i page | _riome

el BIOBASE'

Drying Oven/Incubator(Dual-use)

Feature:

1. Exterior material: Cold-rolled steel with
electrostatic coating,

2, Stainless steel inner chamber,

3. PID micro-computer intellicent temperature
controller, over—temperatura protection; LED
display.

4, Double-layer glass obhservation window,

adjustable airtight buckle lock,

Additional features for E series:
1, Adjustable speed fan

BOV-D230/BOV-D230E

2. Large LCD display screen shows the multiple data; has timing function and over temperature protection.

3. Independent temperature controller; Auto alarm for heating stop.

4. Optional RS—485 interface for software connection,

Technical Parameters:

BOV-D30CI BOV-D45 BOV-DE5
— BOV-D30E BOV-D4SE BOV-DESE
|Gapacty 0L 45 851
Temp. Range Ihcubtor: RT+5 ~ BOT: : Drying Qven: 80250

:Temp Precision

Incubator: £0.5C ; Drying Oven: =1T

Temp. Fluctuation 01T

| Ambient Temp. 5-35¢

| Gorismption 35 Drying Oven | 500W 1200w

I Consumption as Incubator . 300 W 300'W

; Power Supply . 220V/50Hz

Intemal Siza(WHD'HImm $10°310°310 | 350°350°350
|Extomal Sze(W/D*HImm | 450°490°685  490*530°735
EGruss Weight{ka) :51 56

38

1B00W
Ldoow

| 400*360°450
540*640*E30
60

BOV-D125

BOV-D125E
1126L

| 2300
|00 W

1 500"450*550
| B40*630*930
7

BOV-D230
BOV-D230E
230L

| 2000w
| 700 W
60075004750

7300670220
115

Drying Oven/Incubator(Dual-use)

Features:

1.Microprocessor temperature control, digital display.

2.External material: excellent cool-rolled steel with static coating.
3.Stainless steel Inner chamber, round angle structura, adjustable shelves.
4.Double-layer giass obsarvation window

5.0ver—temperature protection.

Technical Parameters:

+ Biobase Meihua Trading Co.,Ltd. ————

Model BOV-D30 BOV-D50

Capacity 30L 500 ToL | 1401 240L

Temp. Ranga inc:a.ha,lor RT+5 -.Bﬁ'C: Drying Dven:BD-m - ) N
Temp. Precision .0.11.‘. i

Temp. Fluctuation | +0.5T

Ambient Temp. [ +5-35TC

Timing Ranga -1-9999mln

Shalves No. -2pca

Consumption .550W BE0W 1100w .1150W | 2050W
Power Supply -220V!50Hz . . -

Intemal Size(W*D*H)rmm .300‘300‘270 | 4203507500 A00*3507500 | ADO*550%550 . 5006004750
External Size(W*D"H)mm .500'-150"440 | T00°590%520 600°550°750 | 600710845 B50*755*1045
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Vacuum Drying Oven

Features:

1. Exterior material: Cold-rolled steel with electrostatic coating.
2. Stainless steel inner chamber.

3. PID micro—computer intelllgent temperature controller, over—temperatura protection; LED display,

4, Double—layer glass observartion window,

5. Optional air infiating port for gas replenishing.

BIOBASE

=

-

Technical Parameters:

Model

BOV-T20V

]

BOV-TEOV

Vacuum Drying Oven

Features:

1.Integrated design of vacuum oven with pump.

2.Auto—pumping can be achieved by setting vacuum degree as needs.
3.Duct with air filter inside to ensure long service life of vacuum pump,
4, Digital display vacuum degree, pointer meter.

Technical Parameters:

Capacity
:Ternp. Ranga

. Temp. Pracision

| Temp. Fluctuation
I\u"acuurn Degres
:Consumpﬂun

: Power Supply

| Internal Size(W*D*H)mm
. External Sza(W*D*H)mm
.Gruss Weight{ka)

40

200
[RT+10 ~ 250
oAt

L41C

. <133pa

800w
220V/50Hz
300%300°270
4B0*480°605
5

1400W

415*370*540
560540680
82

BOV-Fa0V Model BOV-F50VE BOV-~FS0E
0L Capacity | 5oL 80l
. Temp. Range %RT+10 £ 250‘!:
Temp. Pracision . 04t
Temp, Fluctuation . A
Vacuum Degree :<1SSDa
| 2000W Consumption . 1400W 2000W
Powear Supply . 220V/{50Hz .
450*450*450 Intemal Siza(W*D*H)mm | 415370340 | 450*450%450
.540‘590‘?80 External Size{\W*D*H)mm -560'540*“1330 .610'810‘1350
108 Gross Waightikg) | 15 . N7
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Vacuum Drying Oven

Features:

1.5tainless steal inner chamber

2.Microcomputer temperature control, high precision, digital display.
3.Double-layer temperad glass observation window. Can fill inert gas in the
chamber.

4. Shortest heating time, reducing over 50% than the traditional vacuum oven.

Technical Parameters:

BOV-25V BOV=50V V=8 BOV-00VA
Gapacity 1251 | 50L S0L 0L
s e e o il S L
Display | LED {LED is optional)
BOV-S0V/BOV-20\VA | Temp. Precision |04t
Vacuum Degree <] 3393{ BCN-QU\-‘A. automabic vacuum)
| Ambiert Temp. |+5-40C
o Chamber Material Stainless stesl
Tlrmng Range [ 1~89%8min
- Shelves No. 1pc | 2pcs
. !Coﬂsumpﬁun | 500w 1400w 1400w 1400w
Power Supply 220vB0Hz _
BOV-50V/BOV-25V/ .lritemal SizalW*D*H)mm | 300°300%275 | 415°370°345 |450%450*450 450*450*450
BOV-5O0VIIBOV-25vil | External Siza{WD*H)mm __530*450*450 720°5254535 _315*590*14?0 616"5901470

Technical Parameters:

|Capacity 1250

| Temp. Ranga RT'HD ZOG'C

| Display |LED (LCO |s opbiorial)

|Temp, Pracision o+t

| Tamp. Fluctuation 05T

Vacuurn Degme <133|:a

Ammenr Temp. | #5-40T

chamber Material cmu-rdhad steel shioat

”1_”r.|.1|ng Rahﬁa. y '1~9999mln

| Shelves No. 1pc - 2pcs
Consumption |500W 1400w
|Pawer Supply | 220V/50Hz

|Internal Size(W*D*H)mm 300*300*2?5 HAG*AT0°345
| External Sze(W*D*H)mm |BBOPA50*450. | 720%525°535.
42

High Temperature Drying Oven

1dntermal material Is mirror stainless steel .

2.There is a test hole of diameter S0mm on the left side of the cabinet.
3.0ptional Independent temperature controller,

4. Optional RS485 interface for software connection ‘

Technical Parameters:

Model BOV-HE0F BOV=-Ha0F

Capacty. 150 ‘9oL 1250 216L

Temp, Ranga 100-400T

Temp. Pracision odt

Temp. Fluctuation 05T

Ambient Temp, | 45-40T

Timing Range |1~8999min

Shdms_ﬂu_ ch& .
Consumption | 2500 |3000W |3300W + 3500W
Power Supply | 220V/50Hz -

Internal Siza(W*D*Hjmm 350350400 | 450%450%450 450°500°500° 600*600*60C
External Sze(W*D*H)mm | 540°660°615 | 620745645 | 620°B00*700 650+750°750

-r:mm-

Large Forced Air Drying Oven

Features: ——

1. Exterior matenal: Cold—rolled stee! with electrostatic coating; stainless steel inner chamber.
2. PID micro—computer intelligent temperature controller, over-temperature protection; digital display.
3.Convenient double door construction.

Technical Parameters:

Model Internal Size(mm) Voltage(V) Temp. Range(T ) Temp. Precision(T ) Power(KW) Blast Power(W)
BOV-LE40F | SOD‘BDUﬂqu 12 | 750
BOV-L1500F | 1000*1000*1500 . 380 50 ~.250 +1C 12 | 750
BOV-L3070F 1600*1200*1600 24 750
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SCSJ-1 Water Purifier (RO/DI water)

BIOBASE
Features: ﬁ
CE Standard
& Filtration system

Automatic RO membrane flush
Filtration Velocity: 15L/H

Technical parameters:

Model SCsJ-1

Procass fiow PF+AC+RO4DI
| Water supply . Tap water: TDS<200ppm,. 5-45T., 1.0 - 3.5Kg/cm2

| Pra-treatment 10" ' PP filter*1+10" * Activated carbon =2
| Purification system RO raversa osmosis . 100GPD RO membrane %1

Post posiion purification Deion purification column =2

@ Soluble organic matter: Rejection rate>89%  (molecular weight>100)
® Particle: Rejection rate>89%
® Microbe: Rejection rate>89%
® Salf rejection rate: near 100%
| Purification index @ TDS {total solids solubility): RO water:5=10 ppm =« ;
@ Resistivity: 7.0-10.0 M -om;
@ Conductivity: 0.143-0,100 uslcm;
® PM{particulate matter ) (>022um}: <tml:
® Microbe/Germ: <1 CFLmI

| Output(25C') 15LH

;Waler outiet {hand switch) 2: ROwater: DI water

| Water quality monitaring TDS {total solids solubilitywater quality tasting pen
| External size (W*D*H) 384*390*502mm

| Weignt 12-20kg

44

SCSJ-II/SCSJ-III
Water Purifier (RO/DI water) ; =

L
|

Technical parameters:

Modal SCSJ=lI SCsJ-l

Flow procedure PE+AC+RO+DI PR+ACHRO+DI
@ Buffer disposing ® Physical and chemical analysis
® Fine chemistry industry ® GC/HPLC

Application

® Iniat water for Uitra pure water machine

® Aseptic drinking water

Tap watar: TDS<200ppm 5-45° C,1.0-4.0Kgflcm2
Feed water requirament

(i inlet TDS>200ppm,extra pretreatment is recommeanded)

Spacial spun fibar filtar % 1+Saecial activa carbon block filter % 1+Spacial active

Pratraatmeant unit blook filtar %1

PHrCRHOR SYSIANT | pcyiriy {00GPD RO membranex1  100GFD RO membrana x2
Subsequenptunit  Mixed bed resin cartridge % 2 Mixed bed resin cartridge = 3

Desalination rate%  Nearly 100*

Pura water
auality DS . RO water:5-10 ppm®

Resistivity 15-18.2M 0 .cm

Canductivity 0.067-0.055 p slom
Outpul(25°C) 15 liters/hour® 30 litars/hour™
Flow rate 2 Liters/min(with pressure fank)
Pura watar outlet RO watear, deionizad water

Automatic electronic pressure sensor controling, RO membrane auto flushing,
Caontrol systam automatic stop without water, automatic stop when water tank full, automatic cutting
= { ot water when pump stoppind, duarantesing 24 hours' wark,

Water quality monitor TDS test pen +on-lna resistvity monitor
Power supply AC110-220V,50/60Hz, 48W plus modak72W
Dimension and weight WHDH: 22%41*42em/12~14kg
Standard configuration Main body(including:1 set cartridge)+4.0 gallon water tank+ TDS pen+accassony box
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SCSJ-IV/SCSJ-V Waler Purifier (RO/DI waler)

Technical parameters:

BIOBASE
Lo s
= '."q
e
] \ 2

SCSJ-V SCSJ=y

PF+AC+ROAACHDI+TF

® ware washing ® Agricultural expe ® General biological expe ® Agualic products
feading ® Inlat water for Uitra pure water machine ® Inlet water for stenlizer/T&H
chamber @ Buffer disposing ® Aseptic dinking watar @ Physical and chemical
analysis @ Fine chiamistry indusiry @ Inist water for Ulira pure water machine @& GG/
HPLC @ Pharmacy research @ Madicing examining

Tap water: TDS<200ppm, 5-45* ©,1.0-4 0Kgficm2

| Flowprocedurs
Application
Feed water requirements
Pratrestmeant Linit
|Pricafion RO urit
systam
Subseqguent unit
Resistivity
Conductivity
'Emmd sl Heayy metal .
Particle{>0.22 u m)
Bacteria
46

(if inlet TDS=200ppm, extra pretraatment is recommendad)]

20% spun fiber filkar x 1420" granular active carbon filter x1+20° active carbon block
filfier =1

400 GPD RO membrane #1 | 400 GPD RO mambrane *2

10" granular active carbon filker = 1+12L mixed bed resin cartridge= 140.2 p m terminal
filer =1

>0MG.cm

<0.1us/lem

<0.1ppb
<1 CFU/mi

<4fmil

Technical parameters:

RO water quality
Output(26® C)

Pure water outlet

Features and functions

Power supply
Dimension and weight

Stancdard configuration

—=» Biobase Meihua Trading Co.,Litd.

TDS{Total dissolved solid) of RO waterippm<TDS of inlet water » 5%
63 litars/hour* 125 litersihour®
2RO water, deionized water

® Supar-large LCD display, display the system
running state and various parameters multively.

® Asutomatic microcomputer contralling systerm,
multi-menu operating, animation mode display.

® Faultis detected automatically, automatic diagnosis.

® Watar guaiily over standard alarm, no water
atarm, consumables end alarm function.

® Consumables residual Iife shows, Inform the Lser
to replace consumables timely.

® 3-way on-line sensor, detecting the quality of feed
watar, RO water and DI watar's quality fimely,

® Unique design of consumanies, easy for replacement.
® High-strangth stainless stesl shall, beautiful appearance.

® Pipaline with NSF authorization to assura high
quality ultrapure water

® New sasy-inserting adaptor 1o make convaniance
of carindge maintaining and repiacing.

® Differant tanks to meat avery nesds and assure
ample water-supply.

® RO membrane, manuiaciured by DOW or CSM, 1o assure RO membrane's long
fime and high quality of pure water,

® Ulira pure polishing resin cartridge with DOW's

palishing resin, to assure the top-level water

quality of ultrapure water.

@ 0.2 pm PES terming! filter, to assura the quality absolutely axenic.
ACTO-220V 50/80Hz 120W  AC110-220V,50/50Hz . 240W

L*W*H : 65*47*110emiT0kg

Mair body(including:1 set cartridae)+ 1 1galion tarik+ actessory box
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Ultra—pure grade Water purifier High quality Accessories

Outputwater quallty | =15M@.cm (25 Ambient)
TOC(ROwater)  1-10ppb
Bacteria <1.CFUII
PH 7
Index
Dimension (W'L*H) | 450*250%650mm 420*360*920mm 500°400*150mm 700°600*1600mm
Weight 20Kg 40Kg s0Kg 70Kg
LCD Display Power Process indication State indication
[y = Power-off protection —i
‘Auto water-level control
Self-Safaty Low Inpus Pressura protection
Auto restant \Visallaudiolarm | Visualaudioalam | Visuallaudio alamm
48 49
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Electric-heating Water Distiller Performance and characteristic:

When lack water, will automatically stop heating, when the returmn water reach the normal level, then continue heatirg.

Other parameters are e same as WD series.

Technical parameters:

Power supply Consumption Water discharge Package size{W*D*H)
WD-A5 | 220VI50Hz 4,5kw |=5Lm |350°340*780mm
WD-A10 3B0V/50Hz .?.Skw =10Lh 420°380900mm
WD-A20 . 380V/50HZ .‘Iskw . = 20U . 510360 800mm

Performance and characteristic:

1.4l of products are mada from stainless stesl.

2.Condenser is made of seamless stainless-stes| pipes and so with very good cooling effects & great capacity of water

gtz | Re-distilled Tower Steam Water Distiller

| 4.The cooled watar returmning to the vaponzing drum can save energy and water.

4.Drain vaiva can push the water in container, prevent bilge.

Performance and characteristic:
5.Immergence alectric heating tute made from copper, heat efficiency is better.

1.Fuily stanless steel siructure,

Technical parameters: 2.Low-level water cut-off, automatic water supply system,
3.Immersion heater ensuras a high effective thermal.
Power supply Consumption Water discharge Package size(W*'D*H)
4.Condensad water and high temperature steam are used o save source.,
.WD-E _ZZW’EOHZ | ianisl __;' Conlil | Sl R ) | 5.5eamless condensar pipes. good cooling effects and great water oulput.
|WD~10 380VI50Hz 7.5kw = 10L/h 420"300*900mm

| 6.Percolation, pushing ammonia, dividing water and steam during.
WD~20 38OV/EOHZ =T = 20LMn 510*360*800mm

Technical parameters:

. . . Pressure A X
Alllﬂl]]allcal Eleclrlc_heatlng Water it Cooling water Steam Ratio of water Package size(WD*H)
i discharge e ‘I : prassure consumption censumption Lk il ¥
Water Distiller g
WD-T50 = 50LM D.4MPa 0.2MPa =11 =114 | T10*670*1450mm
WD-T100 = 100LH 0.4MP= 0.2MPa =14 =114 TT0*730%1650mm
WD-T200 = 200L% 0.4MPa 0.2MPa =11 =114 9307870"1400mm
WD-T400 = 400Lth 0.4MPa 0.2MPa =11 = 1114 1130*1030*1650mm
WD-TE00 = B00L% 0.4MPa 0.2MPa =11 = 1114
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Automatic Electric Double—distilled Water Distiller Quartz Sub-Boiling High—purified Water Distiller

Specifications:

1.Quartz & S.steel, hi-power, large capacity
2.High temperature resistant

2.Good corrosion resistant

3.Goaod light transmittance
4. Thermal radiation heating

The Quartz sub-bolling high—purified water distiller increases water level  controls, When the water level of di

Performance and characteristic: stilling flask is lower to a certain extent.t can cut off power automatically to avoid distiller buming,so as o lenger

Machine made of high quality stainless steel. Twin towers, reasonable structure. Condensing coll structure, the service [fe.lt is steady in quality,setting and using, which are popular with  users.It is made of 99.98% quartz tu

cooling effect is good, large volume of water. Dry automatic cut off the heating power, water to be added back be. This type of quariz alass Instrument utilizes quartz glass characteristic :such as high purity steady chemical

to arrive at the job level and continue heating, Initial steaming and re—distilled water control were set. Copper properties well corrosion-resisting(can resist all mineral acids and organic  acids except hydrofiuaric acid and p

immersion electnic heating pipe, high efficiency, long service life, yrophosphoric acid with the temperaiure of above 300).

Technical Parameters:
Technical Parameters:

Model Technical data Package size(W*D"H)

| Quartz sub-boiling Water yield: 400-500mUn Dimension:G68*42*68CM
Water discharge Power supply Consumption Package size(W*D*H) WD-QA | high- purified distiller | Heating power:1000W,220M/50Hz | Welght:14KG
! ' WD-QB Quartz sub-bailing Water yigld: 800-1000mih | Dimension:73*42*73CM
[AB-AOD [=5Lh | 380 V/S0HzZ 110 kw 1420"720"860mm : high- purified distiller Heating power:2000W,220V/50Hz Weaight-16KG
: WD-AD10 | =10LMh . 380 VI50Hz 17 kw _4&3*?50'10001Tm . Waiter yisld: 2000miih 5 T v
| WD-AD20 = 20Lh 380 ViB0Hz 32 ki B50*870M 200mm WD-QC Quartz water distiller Distillation mode: single distilafion nggﬁs
- Heating power:1800W,220M50Hz ;

Water yisld; 1500milH
wo-QD | Quartz water distiller | Distiilation mode: Double distillation
Heating power:1B00Wx2, 220V/50Hz

| Dimension:73*56°73C14
Weight:16KG

52 53

Craft Scientific Ltd. www.craftscientific.com, info@craftscientific.com Phone: 604-467-6321 Fax: 604-467-6300


http://craftscientific.com/

BIOBASE’

[ i page | riome

Spectrophotometer

Basic Functions:

Maodel Optical System wWavelength Range

BR=V1000 | Single Beam 325-1020nm | Anm

| BK=UNM000 | Single Baam | 200-1020nm 4nm

|BK-V1200  SingleBeam | 325-1020nm 4nm

| BK=L\1200 | Single Beam | 20_0-1020nm Anm

BR=\1E00 Single Beam 320-1100nm 4nm

BK-L\VI600  Single Beam 180-1100nm 4nm

| BK=V1800 Single Beam 320-1100nm 2nm

| BK=LUIV1800 | Singla Beam 190-1100nm 2nm

| BK-\V1800 | Single Beam | 190-1100nm [ 2nm

| BK=L\V1800 | Singla Beam 190-1100nm 2nm

BK-S360 Single Beam | 190~1100nm 1,8nm

| BK=3380 Single Baam 190-1100nm 1nm

|BK-8300  SingleBeam  190-1100nm 10512,
4,5nm

| BK-D560 Double Beam 180-1100nm 1.80m

| BK-D580 | Double Beam | 190-1100nm | nm

|BK-DS90  Double Beam  190-1100nm 9512,
4,50m

4

Singte call holder

*

Test tuba holder

&

100mm Cell holder

E

Auto B-call changer
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- 2

General cell holder

LR

Solid sample holdar

11

Printar

&

Micro cell holder

Bandwidth Photo-mery Oty

..

L
.l .-
L] L]
.. .-
L L]
.. ..
. .
L L]
.. -.
L L]
L L]
.. L]
.. L]
L]
."\

AN |

5-100mm cuvatta

Cautarium lamp

B

Water-jacketed cell holder

e

Water-jackefed call hoider  Constant-temperature system

Muit

Kins Scanning Bio

/1

100-500ul micro cuvetta

A

s

Halogen lamp

Reflaction accessory 5°

-

-+ Biobase Meihua Trading Co.,Ltd.

UV/Vis Spectrophotometer

-‘

Features:
® Large LCD screen (128*64 Dots) with saving standard curve function

R ==

® Adopted high—class grating with whaolly hermetic ight path desian, to ensure the instrument has the super low

® Imported & Envirenmental Ceutenum lamp, preventing from Ozone inhalation

sfray light

® Real-time monitor na the Ifetime of Deutenum lamp and Tungsten lamp with advanced system

® Pre-aligned design ensures the user can chanage lamps conveniertly

® Wavelength callbration, wavelenath setting, change lamp source and dark curment calibration automatizally
® With Si0, coating optical mirmor, reducing the pollution from aLitside fully

@ Optional PC Saftware to expand the applications to Quantitative, Multi-Wavelength and Kinetics
® Widely used for Organic chemistry, Inorganic chemistry, Life sclences, foods, Medicine and health, Agriculture,

Geology, Metallurgy and Environment etc. fields

Basic Functions:

|, Photometry Test Abs,, Transmittance by fixed wavelength

2. Duantitative

8. C Mode; Establish C=K*A curve, test sample concentration T: 100.0
b. F Mode: Establish A=K1*C+K0, test sample concentration

Frictometry Mooge Con, TestC=K"AsB

Wl.: B46. 0

c. Display and save curve, test data (V-1200),

Technical Parameters:

Model BK-UV1000 BK=V1000 BK~LIV1200 BK-\1200
Optical System Smgle Baam, Grshng 1200 fines/mm

Wavelength Range 200-10200m 225-1000nm 200-10200m 320-1020nm
Spectral Bandwidih dnm

Wavelength Accuracy + 1.8nm (2nm) £1.80m {2nm)

Wavalength Repeatahility = 0.2nm (110: Inm; V12, UVA2: 0:8nm; UV=11: Tnm)

Photometric Accuracy | & 0.002A (0-0.54bs), + 0.004A (0.5-1.0A88), = 0,4% T (0~100% T) (0.004A, 0.5
Photometric Repeatabiity |0,001Abs (0-0.5Abs), 0.002Abs (0.5-1.0Abs), = 0.2% T (0-100% T)

StraylLight s < 041% T @ 360nm; 220nm(0.2) = 0.05% T @ 360nm (0.2)

Stabiity % 0,001A{ h @ 500nm (110: 0,004, V12, UV12, UV11: 0.002)

Noise £ 0,001A

Display 1128'64 Dats LCD

Photomnetric Made T.ACE

Photomatric Rarlge (=200%T,~0.301-3.04

Detector  Slicon Photodiode

Light Source | Dauterium Lamp, Tungsten Lamp

Input Msml:rane Keypad

Output Paraliel Print,USB1.0

Compartment Solid Sample Holder, Micro Gell Holder, 10~100mm Gall Holder
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UV/Vis Spectrophotometer

Features:

® Large LCD screen{4807272 Dots) with 65 thousand

trug color and support U disk data saving

® |mportad & Environmeantal Deuterium lamp, preventing from Ozone inhalation
® Data output: Data can be exported to U disk {USE. Output)

® Print port: Instrument can connect PCL printer for printing A4 paper (LSE Port)
® Adopted high—class grating with whally hermetic light path design, to ensure the instrumeant has the super low
stray light

® Real-time monitoring the lifetime of Deuterium lamp and Tungsten lamp with advancad system

® Pre-aligned design ensures the user can change lamps conveniently

® With GLP self-check functon, check the wavelength accuracy and Photometry accuracy, can provide test
report and power—off protection

® Wavelength calibration, wavelength setting, change lamp source and dark current calibration automatically

® With Si0, coating optical mirror, reducing the pollution from outside fully

® Optional PC Software to expand the applications to Quantitative, Mulb—Wavelength and Kinetics, Spectrum
Scanning, DNA/Protein test

Basic Functions:

1, Photomeatry Test Abs., Transmittance and Energy by fixed wavelength

2, Quantitative Linear fit ared Lingar fit through zero two modes

a. Coefficient, Standard Sample input and Standard Sample read three modes to establish standard curve
b. Establlsh A=K1*C+K0, can search original data, araph curve, parameters settings

c. Can save 240 group curves, can test 240 data in each curve

d. Double waveksnath, Triple wavelength test functions

3, Kinatics Used for fime course scanning or reaction ratecalculations A At,can search all data.

A, Mutil-Wavsiength Can test Transmittance and Abs. with 8 differert wavalengihs at most

Technical Parameters:

BK=W1800
BK-W1BOOPT

Madel

320-11001m

] 1.8nm (2nm) Anm | 1.Bnmi2nm) Anm

oy =0, 5r|rn |

|Wavelang1h Repeatabilty = 0.20m(0.3) |
| Phiotornatric Accuracy = 0.002A (0-0,5Abs), + 0.004A (0.5-1.04bs), + 0.5% T (0-100% T)(0.5, 0.004)

' Photometric Repeatabliity | 0.001Abs (0-0.5Abs), 0.002Abs (0.5-1.04bs), = 0.2% T (0~100% T)
Sh‘ay Light | = 0.04% T @ 360nm; 220nm (0.05) = 0.04% T @ 360nm (0.05)
,:;‘Eb_i_ = 0.001A 1 h @ &00nm
| Basaline Flatness | & (.0024
| Nosa £ D.000SA
| D:sphay 480 * 27265 lrmsaml true color TFI' LCD
| Fhatomatric Mode {_A, G,E

|Photamstnc Range 0= m%T-oam-aoa |
| Detector | Silicorn Photodiods |
nghl Swrce | Dautenium Larm, ngsten Larnp .
| Input | Membrrane Keypad |
| Gutput LlSBlO*E Print and dala output |
| Compartment - | Opdional 8 Auto Call holdar, Sclid Sample Holder, Misra Gell Holdar, 10-100mm Gell Holder |
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» Biobase Meihua Trading Co.,Ld.

Scanning UV/Vis Spectrophotometer

Features:

® Large LCD screen(4B80*272 Dots) with 65 thousand

true color and support U disk data saving

@ |mparted & Environmental Deuterium lamp, preventing from Ozone inhalation
® Data output: Data can be exported to U disk (USB Output)

® Print port: Instrument can cannect PCL printer for printing A4 paper (USE Port)
® Adopted high—class grating with whally hermetic light path dasian, to ensure the instrument has the super low
stray light

® Real-time monitar ng the lifetime of Deuterium lamp and Tungsten lamp with advanced systam

® Pre-aligned design ensures the user can change lamps conveniently

@ \With GLP self-check function, check the wavelength sccuracy and Photometry accuracy, can provide test
report and powsr—off pratection

® Wavelenagth callbration, wavelength setting, change lamp source and dark current calibration automatizaly

® With Si0, coating cptical mirror, reducing the pollution from outside fully

Basic Functions:

1, Photomaty Test Abs,, Transmittance and Eneray by fixed wavelength

2, Quantitative Linear fit and Linear fit through zero two modes

a.Cosfficient, Standat Sample input and Standard Sample read three modes to establish standard curve

b. Establish A=K1*C+K0, can search original data, araph curye, parameters settings

c. Can save 240 group curves, can test 240 data In each curve

d, Double wavelength, Triple wavelength test functions

3, Kingtlcs Used for time course scanning or reaction rate calculations & Aft, can search all data.

4, Muli-\Wavalengthy Can test Transmittance and Abs. with 8 different wavelengths at most

5, Seanning User can set tha scan ranga from 190nm to 1100nm fo test the max. Abs. peak value, can do
derivation,arithmetical operations to the graph.

&, Blology 6 methods: DNA/Protein, UV, Lowry, BCA,CBE and Biuret

Technical Parameters:

Model

o 05, 1 2, 4, Bam

Wavelangth Repeatabiity | =0.2rm(0.3)

Protometric Accuracy | & 0.002A (0-0.5AD8), * 0.004A (0.5-1.0Abs), = 0.5% T (0~100% TH0.5,0,004)
Photometric Repeatabiity | 0.001Abs (0-0.5Abs), 0.002Abs (0.5-1.0Abs), = 0.2% T (0~100% T)

Stray Light | = 0.04% T @ 360nm; 220nm (0.05) =

Stability Al h @ E00nm (0.0008)

e Fla_me_ss

@500nm
Drspl | 65 thousand true calor TFT LCD
Photomatric Mode |T,AC,E
Photamah‘h:Rarlge |0 ZOO%T,-CI 301-3 04
Datector ' Silican Photodiode

[ Optional & Auto Cell hoidar, Solid Same Holder, Micra Call Holder, 10-100mm Cell Halder
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BIOBASE®

Seanning UV/Vis Spectrophotometer
Features:

® Large LCD screen(480*8001 with

65 thousand true color and support L disk data saving

® |mported & Environmental Deuterum lamp,

preventing from Ozone inhalation

® Cata nutput: Data can be exported to U disk (USE Output)

® Print port: Instrument can connect PCL printer for printing A4 paper (USB
Port)

® Adopted high—class grating with wholly hermstic light path design, to ensure the instrumeant has the super low
stray light

® Real~time monitoring the lifetime of Deuterium lamp and Tunasten lamp with advancad system

@ Pre-aligned design ensures the LiIser can chanoe lamps conveniantly

® With GLP self-check funct on, check the wavelength accuracy and Photometry accuracy, can provide test
report and power—off protection

® Wavelength calibration, wavalength setting, change lamp source and dark current callbration automatically

@ \With Si0; coating optical mirror, reducing the pallution from outside fully

Basic Functions:

1, Pnotomnetry Test Abs., Transmittance and Energy by fixed wavelength

2, Quantitative Linear fit and Lingar fit through zero two modes

a.Coefficient, Standard Sample Input and Standard Sample read thres modes to establish standard curve
b. Establish A=K1*C+K0, can search original data, graph curve, parametars settings

o, Can save 240 group curves, can test 240 data in each curve

d . Double wavelength, Triple wavelength test functions

3, Kinstics Used for time course scanning or reaction rate calculations 4 Aft, can search all data.

4 Mutti=Wavelanath Can test Transmittance and Abs. with 8 different wavelenagths at maost

5, Scanning User can sef the scan range from 190nm ta 1100nm to test the max. Abs. peak value, can do
derivation, arithmeatical operations to the graph.

6, Bioloay DNA/Protein,( Optional: UV, Lowry, BCA,CEB and Bluret)

Technical Parameters:

| Optical System Single Elaam Graling: 1200 inesimm —_—

| Wavelength Range 1 180-H100nm. = s

| Spectral Bandwidth 1.8rm Anm 05,1, 2, 4, S5om

| Wavelength Accuracy |2 0.3nm =

|Wavelerrgth Rapaa!ablllty _4 0.2nm

| Photometric Accuracy

| Photometric Repeatabiity

i Stray Light | 4

| Stabilty. I OOU‘IMh@SOi}nm {0.0008)

| Basalina Flainess 4 (.0015A

|Nﬂse 4 0.0004Abs

| Display _EE thousand trus colar 7 irich TFT LC DMSO *300!

| Photometric Mada T,AGE

|F'm'tometrl:Ranga | 0-200% T,-0.301-3.04

| Datector Silicon Photodiodea

| Light Source _ Ceuterium Lamp, Tungsten' Lamp

| Input  Membrana Kaypad
| Output ] LsB2.02 Prnt and data oumut USE1.0 Connect PO g

| Compartment Ciptional 8 Auto Cell holdar, Solid Sample Holder, Micro Cell Holger, 10-100mm Cell Holder
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Double Beam Scanning UV/Vis Spectrophotometer

Features:

@ Large LCD screen(480*800) with 65 thousand true color anc support U disk data saving

® Imported & Ervironmental Deuterium lamp, preventing from Ozene inhalation e ——
® Data output: Data can be exported to U disk (USB Output) * "3 2

® Print port; Instrument can connect PCL printer for printing A4 paper (USB Port)
@ Adopted high—class grating with wholly hermetic light path design, to ensure
the instrument has the super low stray light

@ Real-time monitor ng the lIifetime of Deuterum lamp and Tungsten lamp with advanced system

® Pre—aligned desian ensuras the user can chanoe lamps corveniently

® With GLP self-check function, check tha wavelangth accurazy and

Phaotometry accuracy, can provide test report and power—off protection

® Wavelength calloration, wavelength setting, change lamp source and dark current calibration automatizally
® With Sil), coating aptical mirror, reducing the pollution from outside fully

Basic Functions:

1, Photer@ny Test Abs,, Transmittance and Energy by fixed wavelsngth

2, Quantitative Linear fit and Linear fit through zero two modes

a.Cosfficient, Standac Sample iInput and Standard Sample read three modes to establish standard curve
b, Establish A=K1*C+KD, can search orginal data, araph curve, parametars settings

¢. Can save 240 group curves, can test 240 data In each curve

d. Double wavelength, Triple wavelength test functions.

3, Kinetlcs Used for fime course scanning or reaction rate calculations & Aft, can search all data

4, Mulh-\Wavalengthy Can test Transmittance and Abs. with 8 different wavelengths at most

5, Seanning User can set the scan range from 120nm ta 1100nm to tast the max. Abs. peak valug, can do
derivation, anthmetical operations fo the graph.

6, Bloloay 6 methads: DNA/Protein, UV, Lowry, BCA,CBB and Biuret

Technical Parameters:

Model BK-DEB0 Br-D580 BK-D580

Optical Systam | Double Beam, Grating 1200 lines/mm

Wm?ﬂngH'IngB | 180-1100nm - g . S

Wavalangth Rangs 13nm Anm Q5,11 2, &, Snm
Wayalangth Ansuracy = U.?-nrn

Wavalangth Repeatabiity | =02nm

Photametric Accuracy = (0.002A (0-0.5Abs), + 0.004A (0.5-1.0Abs), £ 0.3% T (0—100% T)(0:3,0.008)
Photometric Repeatabiity D UD1Abs (0-0.5Abs), 0, ouzms (0.5-1.0Abs), = 0,2% T (0=100% T)
Stray Light = 0.03 T @ 3600m; ZZDnrn(O 04)

Stabiity = 0.0003A | h @ 500nm

Baseline Flalness | £ 000054

Nose | = 0.00024bs

Display 85 thousand frue colcr 7 1nch TFI' LGD(4BG ’EIDO}

Phatomefric Mods TAGE

Photometric Rangs 0 200% T, 301-3.0A

Detector Silcun Photodiode

Light Source  Deutenum Lamg, Tungsten Lamp

Input Membrane Kaynad

Output USB&O“‘Z Pnnt and dah outnut Usero Cunnsct F’C

|ﬂ Ssn"

derlpbCiom:s
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Functions and Applications

Photometric:

Sat the factor K, The direct calculation of K*A results. Measurement data can be saved.

W00 e K00S0 Wl

SO0 0 um

Qo 0o w

K#A: 0.0001

No. DATA KOATA | PARAM
ABS T 0.0s1  0.0512 ABS
A :=0.000 K : 1.0000 g 0.512  0.5418 | WL: 500.0 nm
=0 - 00 s

Quantitative:

Test fotal nitrogen by double wavelength method:

Double wavelength test method & A=MAT-MAZ, can calculate the linear of inputted concentration C and A A,

Application:Test method of total nitrogen In water quality monitoring: & A=AZ220-2A275

A=K OTY  SAMPLE 2200 nm 0,000 A
= - |___PARAM Yo, i A PARAM
B WLi: 220.0 I 0.0000 0.000 RECORD —
< p Wi2: 2750 2 0.1200 0,005 LINEAR

M :1.0000 5 D0.2000 0,018 UNIT=nong
¥ ' N :2.0000 1 0.4000 0,041 o St
= K1:0. 1723 5 1.2000 0.185 M :1.0000
S K0:-0. 121 8 2.0000 0,383 N :2. 0000
s R :0. 9815 7 2.8000 0. 441 SAMPLE: 7
{1 G 3

Spectrum:

Application for hexavalent chromium: The colored
matter reacted from hexavalent chromium agueous
solution and diphenylcar —bazide. One key for
looking for the peak in spectrum function, looking
In data sheet, as well.The pasition of absorption
peak as picture 540nm.By marking the curve and
quantitative to test the sample concentration,

60

PROCESS

1. RECOVER
3. DATA
i
PEAR.
e
INDEX

Kinetics:

Test the sample changes in a period, get & Af,

display the spactrum curve.

00 1)

0.0m A

—= Biobase Meihua Trading Co.,Ltd.

Multiple Wavelength Application:

Neutral filter 10% measurement

AAL No. i T NOTICE
0. 968 ' =t 635, 0 7.8 | zEm
0.812  0.0156 1 B16.0 10,1 BLANK
0,702 0.0110 -3 440,10 9.9 s
0.593  0.0151 &
0.442  0.0089 S
0.353  0.0056

141 1/1
BIO: Save:

DMA/Proteln test, test the sample’ s protein and

DNA concentration.

ZE0L Y

0. 31008

Measuremeant data, scanning patterns are
preservad at the host and disk U

No. L. A NOTICE | NAME TIME : NOTICE
1 320.0  0.000 ZERO SAPLE 13-2-12 14:00 | [f==
280.0  0.217 BLANK SEL POS
260.0  0.310 SAVE
Abs  RATIO  1.429 START NAME
DNA  CONC 11723 ‘RECORD CLEAR
PROT. CONC 102. 02 DEL CUR'
1/1
One Key Upgrade:

Plug the USB with upgrade program, switch on

and go to upgrade menu, press no. key 1, the

Instrument will be upgraded automatically.

1. SYSTEM UPDATE
‘2. RUN APPLICATION
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PC-Control Software

Holmium solution spectra

2 o Lt s
B W € Mty ity Satia preepen
e o e el 08 e W iiciee g oo Seed |
Mt Larims G I0G0 e ettt e e |
Vel | [ S et
Tas Mo Semciat e
® skl Dty it s Dt
wiattnt | i BBty et et
[ cacie B Comineempen 7 Pt |
- | v Ve Do e S
- = peacon B i e |
(= — ity e Err— ceag v |
| v )

QuantitativeStandard curve
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Baseline 190-1100nm

f |y - e et A
The quantitative setting

Wavelangth

WL 1= 6000 fim 1.0000
WL 2= | 5460 | nm{.1.000
W3+ | S350 ;nm-1.0004

o] [camel]

Gone. (ug/mi)

]
PEC]
P
Ty —

§27]

[
Absorbarce{Abs)

Ear, {1 0D0) A+ (1.080) & -

oG

PC-Control Software

The stability of kinetic measurement

_____
— ';‘ - —— :_
Multi wavelength
Sl E e At T b

o e D000k e ADRIWT

Protein IDNA measurement

+ Bicbase Meihua Trading Co.,Ltd.

Kinetics setting

o Binetion Opfioey =
| iWavdlengn Satup. Tust Mosial ¥ direction| Pk (Vafley et
e o0 em © Abeseanceiibs] ¥ Sanech Pealc
# Transmittarcal% 1) ] Baarch valley |
Scale Setun, ¥ dreten) 3 Dpley Paa Dial
- oy St " ek
SaaeTogs 1005wy & s  Displary Valmy. |
L
¥ Table
T s Cobor [
Tiess Satiip] X drection| ety =
Sawtlese: 0 W 'yt Speetrom Curve sk
e Timi: m .  Print Paaky ey Dats L |
Wkeval | oasogenes|  ['fPret Test Dats valey Coor ([
|
=] Eomw

|

Protein /[DNA setting

: Copn =(Abs,, ~Abs,,,  JxF1-(Abs,, .~Abs,, , JxF2
Coroen=(AbSy 1~ADS,,, , JxF3-(Abs,, ~Abs., ;- JxF4

NWDD Mode waequimh ‘Setup Parameter Setup
& Made 1 WL | PE0T | nm Fl= | 618

D Hode2 WL, IR0 | om Al » |
7 Custom Moda Fa= 1553 i

Ref. WL =200 pm Fiw | 573

o] | conen |
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Low Speed Centriluge (High Configuration)

BK—1032J BH~1044J

Advantages:

® Universal cenfrifuge, optional fixed—angle rotor, swing—bucket rator, plate rator

® Microprocessor touch—keypad control, LED display : rotor model, time, RCF and speed

® Quiet, brushiess drive

® Double Lid and Lock systerm

® 20 program memory for standard runs, programmability is available, by which to save operation time
® Choice of 15 acceleration and deceleration, the user can do sefting according to the sample’ s requiremeant
® RPM function, and short spin function

® Easy setting and reading RCF, speed

® Double—layer steel structure with anfi-corrasion powder coating

® Automatic rotor recognition and imbalance detection for maximum operational safaty,

provides aptimum run stability

® Audible alarm: error, imbalance

® Easily adjust speed, RCF, time and temperature duning the running without stop

® The shortest acceleration and deceleration time is less than 30s

® Sunken exhaust, filtering devices, it can prevent aerosol pollution during the centrifugal process

64

Technical Parameters:

Max Spaerd

Max RCF

Speed Precision

MNeisa

Timing range

No.l: Swing rotor

Adapter

MNe.2: Swing rotor

Adapter

No.3: Swing rotor

Adapter

No.4: Cellular Crane cup

No.5: Angle Roftor

No.6: Microplate

Power Supply

Net Weight

External Size{W*D*H)

100mi*4 ¢ S000mm (4500xg

100mix4 (4500rpm /3645xg

425mm*E10mm*415mm

BK-1032J BE-10444J
GODO0rpm G000rpm

| 5037xg TE»CIS'J"':(;;

. =10rpm | +10rpm

= 62dB = B5dB

1 ~9998min/ continuous  short spin 1 -9899min/ continuous | short spin

300m(*4 (4500rpm /3781xg

1 250mit4, 100mi*8 , S0mi*8( * ) ;

AT B0 1O gen g G BOmi*12 (@ ), 10mI*40 ABmI*28 { * ) , Bmi*56 Emi*76

450mi*4 f4200rpm [3451xg

250mi*4 A0mI*56 ,100mi*12 ,50mIMZ + ), SOmi*1& @ )

& i #
100m|*4 ,50mi*8, 10mi15miBmi*24 AOmIHEmI*SE ( * ) , 5ri*66 , 5mi*96

100mi*8 / 4200y 3175xg 5mi* 68

A00mI*8, S0mI*8, 10miNSmISmI*32 { @ ) 5mI*96 /4200rpm /3451xg

Smi*40 /4200rpm /3175xg 10miA5ml 412 /000mam/ 5037xg
A0miABmI *12 f 6000rpm /5037xg | 96 well*2f 4000mm / 2260xg
98 well*2 / 4000mm /2260xg !
AC220V, 50Hz AC220V, 50Hz
56Kg 55Kg
A25mm*B10mm*415mm

Note: “# 7 V-bottom tube; “@" Round bottom tube

Craft Scientific Ltd. www.craftscientific.com, info@craftscientific.com Phone: 604-467-6321 Fax: 604-467-6300
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Low Speed Refrigerated Centrifuge (High Configuration)

ek Shali

o J8%;

BK-R1044J

"
%

BK-R1042]

Advantages:

® Universal centrifuge, optional fixed—anale rotor, swing-bucket rotor, plate rotor

® Microprocessor touch-keypad control, LED display : rotor model, time, RCF and speed

® Quiet, brushless drive

® Double Lid and Lock systerr

@ 20 program memory for standard runs, programmability is available, by which to save operation time

#® Choice of 15 acceleration and deceleration, the user can do setting according to the sample’ s requirement

® RPM function, and short spin function

@ Easy setfing and reading RCF, speed

® Double—layer steel structure with anti-corrasion powder coating

@ Automatic rotor recognition and imbalance detection for maximum operational safety,
provides optimum run stability

® Audible alarm: error, Imbalance

® Easily adjust speed, RCF, time and temperature during the running without stop

® The shortest acceleration and deceleration time is less than 30s

® Sunken exhaust, filtering devices, it can prevent aerosol pollution during the centrifugal process
® Pre—cooling and fast cooling function (drop to 4T in 10 minutes)

® Automatic temperature compensation

® Adopt Danfoss compressor
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Technical Parameters

Max Speed

Max RCF

Max Capacity

Speed Precision
Noise

Timing Range
Temperature Rangs
Temperatura Precision

No.1: Swing Rotor

Adapter 1:

Adapter 2: (Hat device)
No.2: Swing Rotor
Adapter

No.3: Cellular Crane Gup
Mo.A: Angle Rotor

MNo.5: Microplate

Pawer Supply

Nat Weight

Extemnal SizelW*D*H)

Note: “#* " \/-bottom fube;

Br-R 1042)

5500rpm

5400xg

250mi*4

+40rpm

= 60dB
s = 999minfcontinuous | short spin

-20C ~40C

1T

| 250mi*4  4500rpm | 3781xg

250mi*4 ,100m(*4, 50mi*12,
10ml *40, Smi*56

14
100mI*8 /4200rm/ 3715xg

A00mI*8, B0mI*8, 10miASmifSmi*32

/

| BOMI*E [ 5500rpm /5400xg

£2%2 96 waell f4000rpm/ 2260

AC220V , 50Hz

450*675*520mm

“®" Round bottom tube

K- R 10444

760mi*4

750mi*4 f A200rpm /3648xg

500mi*d, 250mi*4, 100m(*8 { * ) , 100mi*12( @ ),
50mi*20 ( # ), 50mI*28( @ ), 15mI20mi*56 ( * ) ,
15mi* 76, Smi*96, Smit148

5mil * 96

/

f

Smi*148/ 4200rpm (3648xg

600790 890mm

89Kg
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High Speed Centrifuge ( High Configuration ) Rotors for BK—H 2018, BK—H 3021
Capacity B¥-H2018J BK=H 30214
Advantages: 18500rpm 21000rpm
; : . Ne 0.5mi*2
® Universal centrifuge, optional fixed— 1B8366xg 23665x0
angle rotor, swing-bucket rotor, plate rotor 18500rpm | /
e —k ool o2 0.5ml*24
Microprocessor touch—keyoad contra 26019xg !
LED display : rotor model, time, RCF and i i
18500rpm 20000mm
spesd No.3 1.5mi2.2mit12 i
® Quiet, brushless drive : Ca 1 sl
i 14500rpm AB500mm
® Double Lid and Lock system No.d 152 224 |
® 20 program memeory for stendard runs, 19980xg 25871xg
programmability is available, by which to BK=H2018. / 1B000mm
. / e No.5 1.5mi2:2mi*36 i
save operation fime | 24327xg
® Choice of 15 acceleration and deceleration, 1B500rpm 16500pm
the user can o sstting according to the No.§ Smit2 T
: : 20240xg 20240xg
sample’ s requirement i i
@ RPM function, and short spin function No.7 10mi*2 i .1450Dmm
® Easy setfing and reading RCF, speed _1?532“9 _21390)@
® Double—layer steel structure with anti- ! 12000rmm
MNo.g 15mi*8 i
corrosion powder coating ! 144889xg
® Automatic rotor recognition and imbalance § | 14500rpm
: : Nog 30mi*6
detection for maximum operational safety, | 20450%g
| ; il ~H3 !
provides optimum run stability B 021 s 12000rm
® Audible alarm: error, Imbalance No.10 50mi"6 i
. ! 16804;
® Easily adjust speed, RCF, time and temperature during the running wirhout stop | i
@ The shorfest acceleration and deceleration time is less than 30s Mot 100mi4 s ! 120RtEm
® Sunken exhaust, filtering devices, it can prevent asrosol pollution during the centrifugal process / 16904xg
/ 16000mpm
No2 0.5mi*48 i
Technical Parameters: ! | ) il
f 14000rpm
BK=H 2018J B~ H 3021J No.13 0.2mi*32 i
Max Spesd 18500rm ' 21000m _ | | ! {14249
Max RCF 26019xg 30408xg 'S T1000rpm
[Ma - on Ot ' o4 100mI*e i
| Max Capacﬂyl _‘IOmr"IZ 100mitE | / 14302xg
S BT . - i |
| Timing Range 18 ~ 999min/continuous | short spin ! 5000rpm
- : 1 MNos H0mi*4 i
Noige {=60dB _ ! 3913xg
| Power Suppl | | |
r Supply _220V, 50Hz | : S
Nt Weight Ka 48K | Nods  dowal2 -
External Size (W*D*H) 330*300*325mm 380*450*300mm / 2375xg
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High Speed Refrigerated Centrifuge ( High Configuration ) Technical Parameters:
Modal
BK~-HR2018J BK- HR30214 BK—HR3022. BK- HR3024.
R Coeud 18500rpm 23000rpm 23000rpm 24000rpm
Max RCF ' | ' [
26019 36795¢g 36795xg 40217xa
. . Max Capaci ' ' ' '
o CanR 10mi*i2 100mi*6 | 300mI*4 750mi*4
o Spead Pracision
= g
T ture Ra |
- SRR 20 ~40C
ulullllllll""'“""'"w 5 P
emparatura Frecision s1.0T
Timing range . : :
BK-HR2018. BK-HR3021J 15 = 8g9min/continuous / short spin
ok '
i = B0dB
Power Suppl
il 220V, 50Hz
Advantages: Net Weight
5 v i 70Kg 6Ky 95Kg 180K
® Universal cenfrifuge, optional fixed—anale rotar, swing—hucket rotor, plate rotor | | | |
i s
® Microprocessor touch—keypad control, LED display : rotor maodel, time, RCF and speed i A 545*505*410mm S70*580*450mm S70*590*480mm BODYT0ME90mm

® Quiet, brushless drive

® Double Lid and Lock systen

® 20 program memory for stamdard runs, programmability is available, by which to save operation time

® Choice of 15 acceleration and deceleration, the user can do setting according to the sample’ s requirement
® RPM function, and short spin function

® Easy setting and reading RCF, speed

® Double—layer steel structure with anti-corrosion powder coating

® Automatic rotor recognition and imbalance detection for maximum operational safety,
provides optimum run stability
® Audible alarm: error, imbalance

® Easily adjust speed, RCF, time and temperature during the running without stop

@ The shortest acceleration and deceleration time is less than 155 R} @ﬁi&ﬂlﬂ”"““'"wmv a =

® Sunken exhaust, filtanng devices, it can prevent aerosol pollution during the centrifugal process _— " “‘ ‘ é
® Pre—cooling and fast cooling function (drop to 4°C within 10 minutes) “

® Automatic temperature compensation

An0sled

® Adopt Danfoss compressor

BK-HR3022. BK-HR3024J
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Rotors for BEK— HR2018J, BK—- HR3021] Rotors for BK— HR 3022]. BEK- HR3024)
Rator No. Capacily BK- HR2018. BK- HR3021J Ratorho. Capacity 8K~ HR 3022 BK- HR3024.
2 24
18500rpm 23000rpm LR (L5mi*12 (E3000e 0P
Mt 0.5mM2 { 32625xg 32625xg
| 18366x%g | 28288x%g !
| &7 ST 18000mm 18000rDm
! 18000mm o,
No.2 0.5mi"24 ! | 24631 24831xg
I 24631xg 22000rpm 23000mm
i T Na.3 1 5mif2.2mi*12
s Sl bein 18500rpm 22000rpm 36795xg 4021 7xg
0.3 1.5ml2.2m | . i
| 16500rpm 1ES00rpm
] 7000 _ No4 1.5miiz2mie2d e i
15000 16500rmm | | *a g
| No.4 1.5mi2.2mi*24 t { N By 14000rmm 14000mm
21381 | 25871 o, 1.5mi2.emi*3a T
e ! i 34237xa 34237xg
12500rpm 14000rpm |
No.5 1.5mi2.2mi*36 - Ne B2 Lisiah Ll
148848xg | 34237xg | 2587149 25871%g
148060rpm 16500rpm 15000rpm 15000mpm
|No& smit2 - ! | Na.7 1omi+2 o e
16284xg 2587 Txg ! | *a { xa
13200mm 15000rpm No.B 15mil*8 12500y i <DPPin
Ma.7 10mi*12 v o i 15721%g 15721xg
’ | ! |
P & o e 15000rpim 15000rpm
! 12500rpm » o i
N8 15ml*8 ; = | _ |21885xg 21885x%g
| 15721xg @ 13000 13000mm
- | NoA0 0mi'e i
! 15000rpm 19838%g 19838xg
Mo.9 30Mi6 {
12000 12000
I it _ Nod1 0mi*a 1ﬁguam -15904“’"1
1l | 13000mm | auuoxg _16000"9
NoAO H0mi*G | 1 m m
3 3 { 19838xg po12 0.5mi8 i sl
| ! | 2232459 22324xg
/ 12000mm | 7
Mo 100mi*4 | NG4S doriia 2000rpm i 12000rpm
I 16904%g 10464xg 10464
12500mpm 16000rpm . 12000rpm A12000rmm
NaAZ 0.5m(*48 | No.14 120mi*E 19320xg 8320
1"3625xg 22324%g |
Nod3 0.2ml*32 i J: .12000mm BK-HR3022) BK~-HR3024J
1135 L Siving rotor 300m* / 4500rpm/ 3781xg 750m|*4 | 4200rpm { 3550%g
/ 12000mm
| a4 100m6 T | 25mi*4, 100mI*4, 50mi*8, { + ), BOmi*12  BO00mi*4, 250mi*4, 100mi*8 ( * ), 100mix12( @ ),
{ |19320xg _ Adapter1: (@), 16mIt28(* ), 10mmi*40 BOmIt20 (& ), 50mi*28( @ ), 15ml20mi*s6 ( + )
l 5000rpm 5mi*76, Gmi*56 A5mINTS, Smi*96, Smitd8
Mo.15 S0mmia !
{ 1 3813xg Micro plate 86 wall*2*2
Note: "+ " V-bottom tube; *" Round bottom tuba
72 2
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Tabletop Low Speed Centrifuge Tabletop Low Speed Centrifuge

Features: =

@ Brushless DC motor, easy to maintain, fast

BIDBASE

acceleration and deceleration and special
damping device make the motor run steady

® Display: microcomputer control, touching
panel, LED display of running parameters,
10rpm increments, coenversion of RPM/RCF.

® Function: automatically electric lid lock,
super speed, over temperature protection and
imbalance protection. Memory flashing function,
® Alarm: lid open, imbalance, over speed, rotor

BK-T4AKZ rmounting abnormally.
® Metal housing (powder coated steel),
High-quality steel, stainless steel cantrifugal

Features: Technical Parameters:
chamber,
® Brushless DC motor, easy to malntain, fast acceleration and Br-T5KII
decsleration, special damping device make the motor run steady Man Speed 4000rpm | Technical parameters:
® Display: microcomputer controlled with touching panel &nd LED | gpaed Pracision | £30rpm ' Modal
display of running parameters, 10rpm increments. Conversion of Max RCF .2200x§ Dieplay LED LED
RPM/RCF Max Capacity &*50mi Max Speed 5000rpm | 6000rpm
® Function: automatically electric lid lock,over—-speed, over— Timing Range 0 - 99min Speed Pracision +30rpm £ 30rpm
temperature protection and imbalance protection Emergency lld—  Noise = 5848 ' Max RCF 4020xg |5120xg
lock release, inching function, fransient centrifuging, memoary flashing | Power Supply AC220V, 50Hz | ManEapachy S50 | 830m|
function Consurmption 0.25KW Sl Forne i St s
; : i Noise = 58dB = G0dE
® Alarm: lid open, imbalance, over-speed, rotor mounting abnarmally External Size{(W'D*H) | 330"295*256mm = Supply | AGZ20V. 50Hz | AC20V. 50Hz
@ Metal housing (powder coated steal),stainless steel centrifugal  Net Weight | 20kg Consumption 0.3kW | O.75KW
chamber and lid External SizeW'D'H)  330'295'255mm |340%400270mm
Nat Weight 20kg 25kg
Rotors:
Rotors:

Max Spesd Max RCF Capacity Tuba { mm }

Capacity

i Speed

MOA Angle Rotor 4000rpm | 2200%g 184907 ml ©16*120 Rotor (BK-TSKIII BK=TBK) Max.RCF (BK-TEKIII BK=TEK)

|nO.2 Angle Rotor 4000rpm |2200xg 24*10(7m @16M20 SO-LT [ ot 180

= e - e R s NOZ  Angle Rotor 2440/7ml

IND. tor 4000rpm 1 I o1 :

. R | [EEEE | . . NO3  Angle Rotor 5000romB000mM 4020%g 12416H0m|

NO.4 Angle Rofor 4000mpm 2200xg 124201 5m| w2020 NO.4 | Angle Rator 12*2015m|

NO.5 Angle Rotar 4000rp 2200xg 6*50m| ©29°125 NOS  Angle Rotor 850 6*30m
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Tabletop Low Speed Centrifuge Rotors for BK-T5K& BK-T5KII:
Rotor Max Spasd Max RCF Capacity
NO1 Angle Rotor S500rpm | 5310xg 112*10mi
Features: i ! i i
Swing Rotor S000rpm 43801 A*00mi
® Brushless DC mator, easy o maintain, fast acceleration and deceleration and special damping device make .Swlng Rotor i | I 42400
the mator run steady Swing Rotor i 440
® Display: microcomputer control, touching panel, LED/LCD display of running parameters, 10rpm increments, Swind Rl 46101
conversion of RPMJ’RFF. (n . Swing Rotor 4000mm 35004 e
@ Function: automatically electric lid lock, super speed, over tfemperature profection and imbalance protection, NO.2 Swing Rolor A
memory flashing function Swing Rolor MR
® Alarm: lid open, Imbalance, over spead, rotor mounting abnarmally 1 Swha Roloe: I T
@ Metal housing (powder coatad steel), hiah—quality steel, stainless steal centrifugal chamber. f i :
Swing Rotor S000pM 4390 4*50mi
| Bwing Rotor | 4000rom | 3500x0 | 42*50m)
' Swing Rotor 4000rpm 3500xg 4250
Adapter | ' "85
Adapter BT
NOZ Adapter | fo00ien i 4*3.*10ml
Adapter a4*8MEm
Adapter _4‘2‘5(]rnl
BK-T5K BIK-T5KII | Adaptar | | | 4*100mi
Swing Rotor A00Grpm 3580xg A*500m
Adapter ' ' 44155l
% @ Adaptar zdﬂé;?ml
Adapter at12¢10ml
NO.4 fers
Adapter A000mm 3580xg 4+g*5m|
Adapter 4v4rs0mi
Technical Parameters: ety i e
Adapter 4*250mi
Made! BK=T5K BK-=T5KII NO.5 | Swing Rator 4000rm | 2800xg 4M2* 715l
: Max Spead  5500rom 1500Crpm | NO.& ' Swing Rator | A4000rpm 2800xg | 4%18*7/5mi
|Spead Precision | £30rpm | +30rpm | NO.7 | Swing Rotor | 4000rpm | 2800xg [ 4247/8mi
|MaxREF {5310x9 4380%g NO.8 | Swing Rotor 4000 | 3200xg [443047/5mi
| Ma Capaicity | 4*500m| 21001 NO.S | Swing Rotor 4000rpm 13200xg [4+a7*7/5mi
(o B Lol (2= Py NOAO | Swing refor{Automatic unicap) 4000pm | 3600xg L4127/
Moise = 58dB = 65dB8 + : : :
[Powe Bupsly | AG220V, 50Hz (st iz NO.H Swing retor{ Autornatic uncap) | 4000rpm | 3600xg (4B 75|
[Eoreumption 1075w 6.5 | NO:A2  Swing retor{Automatic uncap) | 4000rpm | 3580%g 4424*7/5mi
| External Sze(W'D*H) | 463+590*420mm | 460*590*420mm [ NOA3 Micro plate A000mpm | 2300xg 2*2*96wall
[ Net Weight | 45ig 4Bikg ' NOM | Microplate | 4000rpm ' 2300%0 2248wl
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Erythrocyte Washing Centrifuge & Blood Bank Centrifuge

Features:

Erythrocyte washing centrifuge realizes perfect separation with precise timer to seconds within 2 minutes, mainly
usad in the separation wand washing of lymphocyte and erythrocyta.

Blood bank centrifuge can store 10 programs, one of program Is designed specially for polybrene test in blood
banks. It is mainly used for polybrene kits and realizing the identification of cross—matching, blood grouping and
irregular antibody.

BK-TaK BR-T4KX

Technical Parameters:

BK-T4K/( Erythrocyte W

|Max Speed 4000/m 400070
Speed Pracision = 30mm [+ 20rpm

|Max RCF 2200xg 2200xg

| Max Capacity 24 7ml 1245m

:‘_I“_l'm'ng ﬁanga 0 ~ 89min O = Q’anin
INoase = 5_863 = Sﬁ_dB

| Power Supply AC220V, 50Hz CAC220V, 50Hz
(Consumption 0.25KW 0.25KW

| External Sze(W*DHH) 330%205*256mm 3304295°255mm
[Nt Weight " 28kg |20kg

Rotors for BK-T4K:

Rotor Max Speed Max RCF Capacity
NOA Lymphocyte washing specialized rotor 4000mpm 2200xg 12%ml
' NO.2 Erythrocyte washing specialized rotor | 4000mpm 2200xg 1257mi

Rotors for BK-T4KX:

Rotor Max Speed Capacity
NO.A Angle rotor | 4000mpm 2200xg (12410/7ml
[NO.2  Angle rofor | 4000rpm 2200xg 1245A0m|
78

Crude-0il Water Test Centrifuge

Features:
® Brushless DC mator, easy to maintain, fast acceleration ard decsleration and special damping device make
the motor run steady

® Display: microcomputer controlled with touching panel and LED display of running parameters, 10rpm
Increments, conversion of RPM/RCF.

® Function: automatically electric lid lock, super speed, over lemperature protection and imbalance protection,
emergency lid-lock release, inching function, tfransient centrifuging, memory flashing function

® Alarm: lid open, imoalance, over speed, rotor mounting abnormally

® Netal housing (powder coated steel), stainless steel centrifugal — -
chamber and lid

® |t is ideal seperation equipment of water test of
crude oil industry and research institutions.

BE-LBRSI

Technical Parameters:

Model BK-L5KSII
Mex Speed S000rpm 5000rpm
Speed Predision | £30mm | £30mm

Maix RGF | 3800xg | a500%g

Max Capacily 4*4*16ml 4*100mI
Timing Range 0 — 98min 0 ~ 99min59s
Temperature Range 10T~ 80T |10 - 80T
Maise = 5ad8 | = 5808
Power Supply | ACZ20V, 50Hz | AC220V, 50Hz
Consumption KW |1.75KW
External Sze(W*D*H) | 6204550°400mm | 610°720*1140mm
Net Weight |85kg | 108kg

Rotors for BK-L5KS :

Rotor Max Speed Capacity
NOA Swing Fotar | 5000rpm 3800 %g A%4*5m|

Rotors for BK-L5KSII :

Max Spesd Max RCF Capacity
NOA Swing Rotor 5000rpm 3800xg 4*4*15mi
NO.2 Swing Rotor | S000rpm 4500xg 4*100m!
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Low Speed Refrigerated Centrifuge

BH— LR&

Features:

® Programmable microprocessor control

(AC brushless motor) with touching panel, LCD display

of speed, RCF, time and temperature, conversion of RPM/RCF,

® CFC-free refrigeration, fast cool function for rapid cooling, cycle defrost system is available,

® High—guality stesl, stainless steel centrifugal chamber and lid.

® Fan—forced air circulation system for fast recovery of temperature.

® Functions: RCF selection, quick run, automatic rotar recognition and backup. Electronic imbalance defection,
dynamic electric brake system

® 10 procedures of adjustable nse—and- fall speed from grad O to @ and 40 kinds of self-defining models, Fast
acceleration and decelaration

@ Electronic lock lid and interlcok safety provision. Auto lock rotor system

@ Alarm: lid open, imbalance, over speed, aver temperature, rotor mounting abnormally

® Memory—-based programmed operation, inching function, transient centrifuging

Technical Parameters:

Model BK- LR5K

| Max Speed - 5000rpm

‘Speed Precision +20mm
MaxROF 43909

Max Capacity | 6*500mI
ITsrnDeratL;rg Range | =20 -40TC

| Temperatura Precision | +1T

Timing Range |0 = 99min
Noisa = 5adB
Power Supply | AG220V, 50Hz
| Consumption |3KW

External Size(W*D*H) 490%620*720mm
| Nat Weight 120kg
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Rotors:

NO:A

NO:2

NO.3

NO.4

NO5
NO6
NO.7
NO.8
NO.9
N0
NOH
NO12
NOA3
NO14
NOA15

Rotor
| Angla Rotor
. Swirlg.ﬁ'dcr
Swing Rotar
Swng Rotor
Swing Rotor
-Swmg Rotor
-Swmg Rotor
Swing Rotor
Swing Rotor
Swing Rotor
Swing Rotor
. Swing Rotor
Adapter
Adapler
Adapter
Adapter
Adapter
.Adaplar
' Swing Rotor
Adapter
Adapter
Adapter
Adapter
Adapter
Adapter

Adapter

Swing Rotor

| Swing Rotor

Swing Rotor

. Swing Rotor

Swing Rotor

Swing Rotor

Swing Rotor{ Automatic uncap |

. Swing Raotor{ Automatic uncap |

Swing Rotor{ Automatic uncap |

MicroPiata
MicroPiata

Max Speed

S000rpm
5000rpm

| 4000mm

| 5000rPM
| 4000rpm
4000rm

A000rpm

| 4000rm

| 4000rmm

| 4000rpm

4000rpm

| 4000mpm
A000rpm

A000rpm

| 4000rom

4000rpm

| 4000rpm
| 4000mm
| 4000mm
| 4000r5m

—= Biobase Meihua Trading Co.,Ltd. —

| 3500xg

4390xg
3500xg
3500xg

|3600xg

|3580xg

3580xg

3700

| 2800xg
| 2800xg
e
|3200xg
|3500xg
|2500xg
e
|2300xg
|2300xg

12"10mi

A4*100ml

4#2*100ml

4%4*0m|
A*610m
A*8*10m|
4*4*15ml
A*6*15m|
A*5*15m|

4*50mi

4%2*50ml

A*250mi

A5l
487l
4°8"10m|
4%8+5mi
4°2°50m)
400l

4500

4+15*5mi
4116 7ml
4+12+10mi
4'815m|
A*4*50mi
442*100m
4°250ml

8500
441247/

AMB*7/5ml

4*24*7/5m)

4*30*7/5mi

|4*37*7/5ml

AM2*7/5ml

| 4MB*7/5mi
424475l
2:2+96well

2*2*8well
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Large Capacity Refrigerated Centrifuge Rotors for BK-TLLRSK:

Max Spead Max.RCF Capacity

Swing rotor 5000rpm |5310xg | 4*100mi
Swaing rotor A*2*100m|
Swing rotor A4*4*10mi|
Swing rotor A4*6*10m|
Swing rotor A000rpm 3500xn A*EH10m|
NO.1
BH-TLLRSK Swing rotor 4*4*15ml
| Swing rotor A*6*5m|
Swing rotor 4*8*15ml
Swing rotor 5000rpm 4380xg L AS0mi
Swing rotor AO00rpm 3500xg A*2*S0mi
Features: Swing rotor 4000rpm 3500xg 4+250m)
® Programmable microprocessor controll AC brushless frequency motor) with touching panel, LCD & LED Adaptar | ' I A4*8*5m)
display of speed, RCF, time and temperature, convarsion of RPM/RCF
= ; : : : | Adaptar 48 Tmi
® CFC-frea refrigeration, fast cool function for rapid cooling, cycle defrost system is available
faks : NO.2 Adapter A*8*10mi
® High—quality steel, stainless steel centrifugal chamber and lid 4000rpm 3500hg
® Fan—forced air circulation system for fast recovery of temperature Adapter 4*B8*5mi
® Functions: RCF selection, cuick run, automatic rotor recognition and backup, electronic imbalance datection, Adapiar A4%2*50mi
d ic electnic brake 1
ynamic electric brake sys em . Alpier B0
® 10 procedures of adjustable nse—and- fall speed from arad 0 to @ and 40 kinds of self-defining models, Fast ! ! ) !
acceleration and decalaration profile Swing ratos {4000rem (35804 {4*=00mi
® Electronic lock lid and Interlcck safety provision Adaptar A*15*5mi
® Alarm: lid open, Imbalance, over speed, over temperature, rotor mounzing abnormally Adaptar AMETml
® Memory—based programmext operation, inching function, transient cenfrifugi
¥ i o G sy | Adapter A*2H0mi
Technical Parameters: s (e 40000 | asa0%g o
BK=TLLRSK BK- THR20K Adapter 4*4*50m|
|Max Speed |5800rpm 21000mm : P 200!
| Spead Pracision | = 20rpm - =30rpm |
Max RCF 53101 30700x _ i | il
Max Capacity | 4*750mi A750mi | NO.4 Swing rotor ADDOrpm 3580xg A*750m|
CrEnpethe Refa (SEDSAO D | NOS Swing Rotor 4000rpm |2800xg L4275l
| Temperatura Precision | #1 x - 3 5 | : 1 |
;Tmlng Range 0 = 989R58mInSds 0 - 99R59minG9s | NO.6 _5\“”9 Rotor IWOOmm _2500"9 _4‘13*?"5’”
{Noise | = 58dB | = bads _ NO.7 Swing Rotar 4000 28000 4*247/5m
Puwwﬁu?ply _AC‘EZ‘UV. 50Hz, 2.5KW, 25A _ACEZOV. 50Hz, 2.5KW, 254 NOB ISwing Rotor 4 “ 3200%g 4*20" 7050l
|External Sze(W*D*H) |B00*700°400mm 800*700*400mm _ . : ! .
Net Weight i0kg H0kg NO.g Swing Rotor 4000rpm 3200xg 4437°7/5m
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Rotors for BK-THR20K:

NOA

NO.2
NO.3
N4

NO.S
NO.&
MO
NC.8
NO.8
NO:10
NGAT
NOA2
NG13
N4
NO15

NC.16

NCA7

84
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Rotor

Angle Rofor

Angle Rotor

Angle Rotor

Angle Rotar
Angle Rofor

Angle Rotor

Angle Rotor

Angle Rotor
Angle Rotor

Angle Rotor

Angle Rotor

Angle Rotor
Angle Rotor
Angie Rofor

Angle Rotor

Angle Rotor

Swing Rotor
Swing Rotor

Swing Rotor

Swing Rotor

Bwing Rotor
Swing Rotor

Swing Rotor

Swing Rotor

Swing Rolor

Swing Rotor

[ e page | Howe

Max spead

21000rpm
21000rpm
16000pm
16000rpm
NE000rpm
15000rpm
A5000rpm
15000rpm
A5000mm
14000mm
14000mm
11000rpm
10000mm
10000rpm
10000
BO0OmmM

S000mpm

4000mm

S000rpm
AGDOmm

Max RCF
30700xg
3070xg
23560xg
23550mg
17420xg
24300xg
23120xg
24300xg
22140x%g
2050
21940xg
15730xg
8700xg
11100xg
101501
T600x%g
4390xg

35000g

438(kg

3500xg

Capacity

18*0.5ml

12*2.21.8m|

48%0.5mi

24*2.211.5m|
10*5mi

32%2.2A.5ml

12*10mi

30°2m|
36%2ml

B*50m|

A*100ml

B*100mi

A12*15ml

B*50m|

20"M0mi

12*30mi

4*100ml
4*2"100ml
4*4*10ml
4*6*10ml
428*10ml
4*4*15ml
A4*6*15mi

A4*8*15mi

A4750m|

4*2*50m|

NC1E

NG9

NO.20

NC.21

NO.22

NO.23

NG.24

NQG.25

NO.26

NO.27

NO.28

Swing Rotor
Adaptar
Adapter
Adaptar
Adaptar

Adapter

Adapter

Swing Rotor
Adapter
Adapter
Adapter
Adapter
Adapter

Adapter

Adapter

Swing Rotor

Swing Rotor

Swing Rotor

Swing Rator

Swing Rotar

Swing Rotor

Swing Rofor

Microplate

Micropiate

4000rpm

A0DOmm

A000mm

4000mm

A000mm
A000mm
A000mm
A000mm
A000rom
A000mpm
4000mm
A4000mm

4000mm

3500xg

3600xg

3680xg

—» Biobase Meihua Trading Co.,Ltd.

A*250mi

. 4*B*5m|

| 4%B*Tml

. 4*8*10mi
4*8415mi

| 4°250mi

! 44100ml

! A4*500ml

| A™15*5mi
44557

! A%12*10ml

. A*B*5mi

. A*4*50mi|

; 4%2*100mi|
| 4%250ml

. 44750ml

! AHMO*STmi
! 442*5Tmi
; A44185(Tm

! A*24*5fFml
4305 Tmi

. 4375 ml
2*2*96well

2448yl
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Tabletop High Speed Refrigerated Centrifuge

BK-THR1BK

BR-THR1&I

Features:

@ Programmable microprocessor contrall AC brushless freguency mokor) with touching panel, LCD display of
speed, RCF, time and temperature, conversion of RPM/RCF

® CFC-free refrigeration, fast cool function for rapid cooling, cycle defrost system is available

® High—guality steel, stainless steel centrifugal chamber and lid

® Fan-forcad air circulation system for fast recovery of temperature

® Functions: RCF selection, cuick run, automatic rotor recognition and backup, electronic imbalance detection,
dynamic electnc brake system

@ 10 procedures of adjustable nse—and- fall speed from grad 0 to 9.

® Electronic lock lid and interlock safety provision, auto lock rotor system

® Alarm: lid open, imbalance, over speed, over temperature, rotor mounting abnarmally

® Memory-based programmed operation. inching function, transient centrifuging

86

Technical Parameters:

Model

Max Speed

Speed Precision

Max RCF

Max Capacity
.'I.'sm'péralum Range
Temperaturs Precision
TI;Tin.g Ranga .
Noise

Power Supply
Con.sw.npiion.
External Size(W*D*H)
Nat Weight

Rotors for BK-THR16K :

Rotor

BK~-TLLR1E6K
18000rpm
| +30mpm
17800xg
4*100m!

— 20 - 40T
| :1."C
|0 - 99min
| = 58dB
| ACZ20V, 50Hz
[1.5KW
| B00*560370mm

|85kg

Max Speed

Max RCF

+ Biobase Meihua Trading Co.,Ltd. ———

BK-TLLR18K

£ 30rpm

215001

ioons

| -20- 40T

1T

|0 - 99min

[ = 58dB

| AC220V, B0Hz
skw
 B00°580*370mm
90k

Capacity

NO:A | Angie Rotor
NO2 | Angie Refor
NO.3  Angie Rolor
NOA | Angle Ratar
NOS  Angle Rolor
NO.8 | Angie Rotor
NO7  Angle Rotor
NOB  AngeRolor
NO.8 | Angle Rotor

NOAD  Microplate

Rotors for BK-THR18K :

Raotor
NOA | Angle Rator
NO.2 | Angle Rotor
NO3 | Angle Rator
NO.4 | Angle Rator
NOS { Anigle Retor
NO6 | Angle Retor
NO.7 | Ange Rator
NOB | Argie Retor
NO.S | Angie Rator

NO.10 | Microplata

16000
116000pm
| 13000rpm
113000rpm
13000rpm
12000rpm
|42000pm
10000
10000rpm
4000rpm

18000
118000rpM
18000rprT
150007
113000
112000rpm
12000rpm
11000rpm
40000
4000rpm

| 17800xg
|17800%0
| 16060xg
11500xg
|14800xg
|14800xg
; 11220%9
11200xq
| 2300xg

Max RCF

21500xg:
21500xg

21000xg

| 21000xg

1500xg

114800xg
14800xg
12450xg

11200xg

2300x

18°0.5mi
[12:2.21.5ml
4840,5m)
|24*2.211 5m
0%l
12*10m!
16%50m|
o
A*100mi

| 242448 well

|48°0.5m)
242,21 5ml
110%5mi
H12%10m)
50
12418m

| 4*100mi
2°2*48wel
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+ Biobase Meihua Trading Co.,Ltd.

Technical Parameters:

High Speed Refrigerated Centrifuge

Model BH=-THR21K BK-THR25K
Mex Spaed - 21000rpm | 25000rpm
Spaad Precision +20mpm = 20rpm
MaxRCF 48900xg 64800xg
Max Capacity G*500m| | B*B00m|
Tempsratura Range |- 20 - 40T =20 - 40T
Temperatura Precision £1C (1T

— TmingRange 0~ 99h50minGds |0 - 99hEomin59s
Notse = 5808 = 58dB
Power supply | AC220V, 50Hz | AC220V, 50Hz
Consumption AKW |4
External Size(W*D*H)  B10*720*1220mm |B10772041220mm
Net Weight 30 . 320k £

Rotors for BK-THR21K:

Rotor Max speed Capacity
NO:A Angie Rotor 21000rpm ABI00Xg 16*1.01.5ml
NO2  Angle Rotor | 20000rpm 43000%g esm
BK-THRZK Bi-THRZ5K N3 Angla Retor 115000rpm 27870xg B*50m|
NO.4 | Arigle l-'-‘-.éitor '12000rprn 19800>(g | B4100m!
NOS  Angle Rofor 14000rpm 2580019 47250mi
NO.6 | Angle Rotor |11000rpm 18300xg | 4°300m|
NO.7 |Angle Rotor |12000rpm |22470%g | 6*300m|
NO.8 Angle Rotor 8000rpm T680xg 6*500ml
NO.9 Continucus Rotor 14000rprm 21500xg 1000mi
NOAO | Microtiter plate | 4000rpm 2300xg |2z gswell
MO | Swing rofor | 4000rpm ' 3160xg 3246ml
NOA2 | Swing rotor | 5000rpm 54700 | 4*500m|
NO.13 | Swing rofor | 5000rpm | 4390xg | 4*50m|
Features: NOA4 | Swing rolor |4000rpm 29509 850

@ Programmable microprocessaor controll AC brushless motor) with touching panel, LCD&LED display of speed,

RCF, time and temperature, conversion of RPM/RCF

Rotors for BK-THR25K:

® CFC-free refrigeration, fast cool function for rapid cooling, cycle defrost system is available Retor Max speed Max RCF Capacity
® High-quality steel, stainless steel centrifugal chamber and lid NOA | Angle Rotor 25000rpm | 64800xg |2472.21.5ml
® Fan~forced air ciroulation system for fast recovery of temperature poe e g adidd s =200 R
NO.3 | Angle Raotor | 20000rpm 48420%g B8*50mi

® Functions: RCF selection, cuick run, automatic rotor recognition and backup, electronic imbalance detection, NO.4 ;'W‘e Rutor '1&560;”"1 ':%ﬁ;fc-xg | 4&5&%
dynamic electric brake system NOS Ang]e Raitor 15600";..-.1 igauo)g g 3"“|ijﬂm| i
® 10 procedures of adjustable rise-and- fall speed from grad 0 to @ and 40 kinds of self-defining models. Fast NO.6 | Angle Rator [ 10000rpm 17700%g |6*500mi
acceleration and decelaration profile NO7 | Gontinucus Rotor | 16000rpm | 28100xg |1000mi
® Elactronic lock lid and Interlock safety provision, auto lock rotor system ke Myttt 14000rpr; 12380, JEE2 96 el

] ; NO.9 Swing rofor | 4000mpm Heé0xg 22x15m)
@ Alarm: lid open, imbalance, over speed, over temperature, rotor mounaing abnormally NO0 "&“.ng v (500 1 5470xg | 4*500m0
@ \Memory-basad programmed operation. inching function, transient centrifuging NOA1 "5,..,1“9 ruror “;_sbobfbm 1 4390,@ | 4*s50ml
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Large Capacity Refrigerated Centrifuge

Feature:

® Programmable microprocessor control{ AC brushless freguency motar) with touching panel, LCD & LED
display of speed, RCF, time and temperature, corversion of RPMIRCF.

® CFC-free refrigeration, Fas! coal function for rapid cooling, cycle defrost system is available.

® High-quality steel, stainless steel centrifugal chamber and lid.

® Fan—forced air circulation system for fast recovery of temperature,

® Functions: RCF selection, cuick run, automatic rotor recognition and backup, electronic imbalance detection,
dynamic electric brake system

@ 10 procedures of adjustable rise-and- fall speed from grad 0 to 9 and 40 kinds of self-defining models. Fast
acceleration and decelarafion profile

® Elactronic lock lid and Interlock safety provision

® Alarm: lid open, iImbalance, over speed, aver temperatura, rotor mounting abnormally

Technical Parameters: Rotors for BK-LLR6K:

NO Rotor Max Speed Max RCF
[Max Speed |6000pm
| Speed Pracision | #20mpm NOA  Angle Rotor  6000rpm 56609 | 6°300mI
(M HGH 1ECE0) | i i ' i
| Max Capacity _ |6Y1000ml NO.2 | Angle Rotor - BO00rpm G680 GE00mI
[Temperature Range | — 20 ~ 40T ' | ' '
| Temparature Pregision | +1C |
[EEEMENS | ) s Swingrotor
iT_'"“”‘.i Ranga |0 ~ 59h39min5es NO.3 .{Rougd cup) A4200rpm 5100xg 6*1000mi|
|Noise | = 58dB
: Pawer Supply | ACZ20V, 50Hz
fCunsumpIion | AKW Swing rator
|Bxtemal Size 830°7201250mm i U b S
et Weight | 268kg
90

Craft Scientific Ltd

Large Capacity Refrigerated Centrifuge

Large capacity centrifuge, which widely used in blood bank, pharmacy and biological products and so on,

Features:

® Programmable microprocessor control( AC brushiess frequency
maotor) with touching pane!, LCD & LED display of speed, RCF, time and
temperature, conversion of RPMIRCF

® CFC—free refrigeration, fast cool function for rapid cooling, cycle
defrost system is aveiable

@ High—quality steel, stainless steel centrifugal chamber and lid

® Fan-forced air circulation system for fast recovery of temperature

® Functions: RCF selection, quick run, automatic rotor recoanition and ik
backup, electronic imbalance detection, dynamic electne brake system
@ 10 procedures of adjustable rise—and- fall speed from grad (¢ to 9 and
40 kinds of self-defining models. Fast acceleration and decelaration
profile

® Electronic lock lid and interlock safety provision

® Alarm: lid open, mbalance, over speed, over temperature, rotor
mounting abnormally

® Memory-based programmed operation, inching function, transient

centrifuging

Technical Parameters: Rotors for BK-LLR8K:

Model BK-LLREK : ~
NO Rotor Max Spead Max RCF Capacity

Max Speed | BO00mPm

‘Speed Predision | #20rm Noq | Swing o

Max RCF 1216049 A | rtard | 8000mm xg | B'500m
Max Capaity 6°2400m !

Temperature Range - 20 ~ 40C | Anale

e e - NO.2 R;U 7200mm  12160xg | 6*000mI
Timing Range [0 - 98h5Ominses |

Noisa [=5edB . Noa (SMN9 Lusoomm | 7000xg | 6%2400m)
Power Supply AC220V, 50Hz sz '
Consumption [4.75KW '

Extormal Sze(W'D'H) | 960xB60x 1200mm NO4 (S¥9  4000pm  5000xg | 6:2+1000MN
et Weight |500kg

o1
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Low Speed Large Capacity Centrifuge Rotors for BK-LL5K:
Rotor Max Speed Max.RCF Capacity
NGA  Angle Rotor | 6000rpm | 6680xg 112410ml
L Swing Rotor |5000mm 14390xg 1 4*100ml
B | 4*2+100m
: 'e‘ 4%4*10mi
i [4reriom
/i A4000rpm 3500xg 4*B*10mi
NO:2 i i .
Multiple Pipe | 44m5m)
A*6*15m
- ﬁ *
_— | arw
g/gf. |5000mM |4380xg |4*50ml
257 . 4000rpm |3500xg | 4#2*50mi
" NO.3 Swing Rotor A000rpm 3600 | 4*250mi
BK-LL5K BK-TLLEK NO.4 | Swing Rotar |4000rpm |3580xg | #4*500m
MNO.5 ! Swirng Rator _40(_)D|'pm _2300)(1; d"‘lﬁ‘?!ﬁm!
NO& Swing Rotor A000rpm 2800xg A*B*T/5ml
Features: 1 T I T
NO7  Swing Rotar | 4000rpm |2800xg | 4r24%715m
® Programmable microprocessor controll AC brushless motar) with touching panel, LCD display of spead, RCF, NO.B - Swing Rotor | 4000rpm | 3200%g 430" 7/5ml
time and temperature, conversion of RPMIRCF NO.g  Swing Rotor | 4000rpm |3200xg | 4*37*715m
i " i ; . ; i A000p *T5mI
@ High—quality steel, stainless steel centrifugal chamber and lid DDA0 : Sunng Rl Mmmal!c Lhcap ) ! il _3500:«; _4‘12 Ao
® Earich ireulats . for fa - NO.11 _S\Mng Rotor { Automatic Uncap ) _dOQDrpm 3500xg A8 TSI
an-forcad air circulation system for fast recovery of temperature NOA2  Swing Rotor ( Automatic Uncap ) 40 35809 422475
® Functions: RCF selection, cuick run, automatic rotor recognition and backup, electronic imbalance detection, NOAZ  Microtplate 4000rpm 2300x0 | 2*2*96wall
dynamic electric brake system NO.14 Micropiate A4000rpm 2300xa | 2*48wel|

@ 10 procedures of adjustable rse—and- fall speed from grad 0 to 9 and 40 kinds of self-defining models, fast

Rotors for BK-TLL5K:

acceleration and decelaration profile

® Elactronic lock lid and interlock safety provision, auto lock rotor systen Rotor Max Speed Max.RCF Capacity
® Alarm: lid open, Imbalance, over speed and rotor mounting abnormally Swing Rator S000rpm 4390xg 4%100mi
&
® Memory-based programmed operation. inching function, transient centrifuging jj:;?
4*6*10mi
Technical Parameters: 4000 3500xa 4*8M0mi
NO:1 ole P
Bastiek Fos a*4*5mi
BK-LL5K BK-TLL5K(Table top type) A*6*15mi
| Max Speed BO00rpm 5300rpm - | _4'3"‘15ml
| Spead Precision +20rpm +20rpm 5000rpm 4390xg A*50mi|
I 4000rpm 3500%g 4*2*50ml
|Max RCF 6680xg 5310xg : i 3 e oo it
| i 500 . NO.2 Swang Rotor 4000rpm 3500xg 4*250mi
. T;’:nca::ﬂ ; 3 ' . : fsg;:min% NO3 Swing Rotor | 4000rpm | 3580 14*500ml
Al NO4  SwingRotor 4000rm 35804 44750
Notse =l =be NO.S SWing Fdtor 4000rpm 2800xg 4276
Power Supply ACZ20V, 50Hz AC220V, 50Hz Nd.ﬁ ! Swing-ﬁutor 4000rpm 2300?@ i 4'18‘7!5”;;
Eonspgpton 2RE0 EPS NO.7 Swing Rolor | 4000rpm | 2800xg 4°247/5mi
Extarnal Size(W*D*H) 49076207 20mm 800*700*400mm No_a | Swing Rotor 40“’1’“" 320.0)(9 .4-30-ﬂ5'11|
[Nt Welght 80ka 110kg NO.9  Swing Rotor | 4000mm 3200xg 437 7/Emi
92 93
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Mini High Speed Centrifuge

Mini Centrifuge

Model MiNi-15K
Advantages: Speed Range B00-15000rmin
Humanization design, switch control for cover Max RCF Iq 5100xg
Timing function Capacity 12 *1.5mir2.omi
Completely transparent cover Tiing Range {66 ~Brin
ith iticr, 1.5 f | i
Rotor with 8 p0§|h0n. he RCF s1.5 tlme§ han nn\rma rotor . Slipoiy ACBEV~240V., :
Auto stop working when cover apens during running and restart running after cover closed e P
Convex type switch by which to control centrifuge, easy to use = T
i External Size(W*D*H) 23*22*13cm
Uniaue rator clip design, easy o install and replace T
i 3 NWIGW IBKGHIKG
Large LED display, indicate speed and set time !
Package Siza{W*D*H) 58 * 34 * 28cm

Low noise, stable running

Adopt long life motor, very reliable

Small size, very deft

The mini centrifuge is suitable for many experiments

Three Speed Mini Centrifuge

MiMNI=4610K

Spead Range A000rpmiBO00mMA000mm
Mex, ROF T70xGHT00x/A800xg

Mol Angle Raotar .ﬁ*lﬂmlﬁ.m.&rﬁﬂ.m
Ne.2 Angle Rotor . 2'8%0.2ml

Power Supply | ACI00V=-240V, 50/60Hz | DC12V

External SizefW*D*H) | 17*15*13cm

Technical Parameters:

Model Mili-4K  MIN=BK  MINI-TK  MiNi=10K  MiNI-10K+ Three Speed Mini Centrifuge

| Max spasd (A000rpm 6000rpm 7000rpm 10000mpm | AdjustableMax 10000mm MiNi-4KH  MINI-BKH  MINI=10KH

Max RCF |1360xg | 3000xg  6000xg | 7500xg  |Adjustable Max Speed |4000mm  8000rpm | 10000rpm
Rotor No.1 81,5105l 2l M RCT g (000 |[ACNG
| T No.1 Angle Rotor | 6*2.0miA.5mlf0.5mif0.2m| w__ -
| 2°8%0.2ml 2*8*0.2ml = |

et = PCR centrigugal tuba d PCR cantrigugal tube(spead = 6000mm) No.2 Angle Rotar ! 2*8%0.2m| Ld w& :
| : I Power Supply | AC 100V~240V, 50/60Hz
| Moise | =45dB = 5dB T
| | External SizelW*D*H)mm | 17*15*13cm

External Size(W*D*H) A7EMBEM25mm Package size(W*D*Hjmm | 44°40°36cm
| Net Weight =1.dka Gross Waight kg
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Centrifuge

Intreduction

Model: LC-HD
| Handle-cantrifuge can usa for
| chamical, biological iaboratories
| and hospital laboratories to do the
| cantrifuge fest .

Madel: LC-4kK
| Low weight, large capacity Jaw nojse
| and so on. Ifls an idasl instrument
| for hospitals, labs to make gualitaiive
| analysis to sarum , plasma jradio
| =immunity.

| Model: LC-4KHl
| It can be used to maka qualitative
| analysis and biochemistry labs widaly

| Model: LC-4K-1
| it can ba used to make gqualitative
|analysis and biochemistry labs widely. |

| ModelLC-4K-2
| It can be used to maks qualitative
| analysis and biochemistry labs widaly. |
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Technical Parameters

|

| Capacity:4*16mi
Fackage size: 55%40*32cm [ 16pcs
G.W: 20kg

| Max. speed:4000rpm, step adjusted spead
| Capacity:20mi*6
Miax. RCF1790xg
| Fackage size: 28*28*29cm
| GW: dkg

Max. speed:4000rpm, step adjusted spead
| Capacity:20mi*6

Max. RCF:1790xg
iTlrner: 0=B0min
| Fackage siza: 28*28*29cm

GW: dkag

Max. speed:4000rpm, step adjusted spead
| Capacity:20mi*6
| Max.RCF:A790xg
| Time range:0~60min

With safaty switch

Fackage size; 33*31"2%cm
| GW: 6.5kg

Masx. speed: 4000mm, step adjusted spead
| Capacity:20mi*12
| Max, RCF:2325xg

Tima range;0-50min
| With safety switch

Fackage size: 38°33*31cm
| GW: Bkg

Introduction

Model: LG~5K

Controlled by computer and griven by invertar molor,
Electronic lock. It covers a wida range of application in
scientific research instiiute of biclogy, chemistry, medicine,
pharmacy, food and emvircoment protection. This model also
is good to separate plasma or other suspansion liquid.

With mechanical lock

Model: LG-4KB

The frame is made of high sirength plastic, Smail cubage, low
waight, lzrge capaciy, low noisa, high efficiency and so on. it
can be used in hospitals and biochamical labs for quakitative
analysis of serum, urea and plasma.

door switeh

Modal: LC-4KC

It has steady performance. It has the characteristics of
large capacity, low naise, low lamperature rise, beautiul
appearanca. This centrifuge Is controfied by computer and
driven by brushless motor and easy to operate. It covers

a wide range of application in scientific research institute

of biology, chemistry, medicine, pharmacy, food and
anvironmeant protection. This modal also is good to separate
plasma or other suspension liguid.

With mechanical lock

Model: LC-TdK

This machine has easy structura, operated convemently, with
safely switch, it is used widaly in hospital, bio~chemistry tab,
meaking determination analyzing to blood serum and so on.
With safety switch

Maodel: LC~H4K

This pivot, gate used high strangth projact plastic made,
with safely switch, beautiful sculpt, low noiss, high effciency,
can be used in hospital widely, bio—~chemistry lab, making
determination analyzing to blood serum and so on,

With mechanical lock

+ Hiobase Meihua Trading Co.,Ltd. ————

Maix. spead: 5000

| min,digital display spead

| Max. RCF: 3600xg

| Capacity: 12*20m|

| Time range: 0 = 30min

| Package size: 35*36*34cm
G.W:10kg

| Max.speed:4000rmin,

| painter show speec

| Max.RCF:2326xg
Capacity:12*20m|
Timea range:0 = 30min
Package size:35*36*34cm
G.W:0kg

Max Speed:A000mpm
| Max RCF:2326xg
| angla rotor capacity:
| 20mi*2
Time range:0~29min
| Package size:3536*34cm
| G\ 10kg

| Retating speed range:
| starting~4000 rpm,
| Capacity:8 = 20mi

Timing range:0-30min
|Max.RCF:2325xg
| Package size:38"33*31cm
| G.W: Bkg

| Rotating speed range:

' starting ~4000 rpm, pointer
| show spead

| Capacity: 10mi*12

| Clocking range:0-30min

| cantrifugal forca:2325%g

| Package size:35*36*34cm
| B.W10kg
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BIOBASE Laboratory Balance
BA-C Automatic Electronic Analytical Balance (internal Calibration)

Features

® Humanized design, novel design and five—side full-transparent windshield,

® Application programs such as automatic fault detection, four-point lingar calibration
and over—toad protection.

@ The adoption of ulta=large digital integrated printed circuit board guarantees high
product precision. The adoption of twin—cam mechanism realizes advantagecous
function of automatic intermal calibration which makes product faster and more stable.
® Application programs such as "Warming®, "Calibration”, and "Screen Saver”,

@ Uitra-large backlight LCD display brings clearer and more comfortable visual
sense to pperator,

Functions

® Multiple functions guarantee easy and relishle operation, Including auta-counting, unit conversion (metric
carat, gold ounce, etc,), stability, full-scale faring, zero—mamary, etc.

® Buit-in automatic callbration guarantees easier, faster, stable and accurate operation of balance.

® Built=in RS232C output interface guarantees direct connection to external equipment such as computer and
prirter.

® Buit=in lower welghing hook guarantess conveniant use.

Technical Parameters:

Work Space

Net Weight External Size Package Size alibration

Height

|BABOAC (0~60g |04mg  90mm  Bkg | 350%215'340mm 480°375'51Smm 240mm  lnternalCal |
|BA0OAC  0-1009 0mg  90mm  BSkg  350215'340mm 4B0*375'51Smm  240mm  Internal Cal |
|BA1204C (0-120g (0mg  SOmm  (GBkg | 350°245°%40mm 4B0'S7SEISmm 240mm Internal Cal |
\BAIGO4G 0-160g OAmg  S0mm  68kg  350216"340mm 480'375'515mm 240mm Internal Cal
|BAZ004C 0-200g |04mg  SOmm  |68kg  350°215'340mm 480*375°615mm  240mm InternalCal |
|BA2204C 0-220g 0Amg  90mm Gk 350°216'340mm 480°375°615mm  240mm  Interna Cal |
[BAI0DSC 0-100g 1mg  90mm 68k |350°2(5*340mm 480°375°516mm 240mm  Intemal Cal |
|BAZ003C. 0~200g fmg  90mm  |B8kg  |350°215'340mm 480°375°515mm 240mm pternal Cal |
|BAS00SC 0-300g 1mg. S0mm  |BBkg | 350%215'340mm 4B0'375'51Smm  240mm  Internal Cal |

Standard Accessories

Balance body, scale, adapter, user manual, quality cerfificatlon, dust guard, cleaning cloth, tweezers and brush.
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BA-B Series Electronic Analytical Balance(External Calibration)

Features -
® Humanized design, novel design and five—side full-transparent windshield, - :
® A new—generation electromagnetic balance weighing sensor guarantees high

precision. '

® Application programs such as automatic fault detection, four—point linear
calibration and over—load protection,
@ Ultra-large backlight LCD display brings clearer and more comfartable visual

sensea o operate.

Functions

® Multiple functions guarantee easy and reliable operation, including auto—counting, unit convarsion (metrc
carat, gold ounce, etc,), stability, full-scale faring, zero—-memaory, etc.

® Buit-in RS232C output interface guarantees direct connection to external equipment such as computer and
printar,

® Bult=in lower weighing hook guarantees conveniant use.

Technical Parameters:

Readable Scale Met Work Space

Model iz 3 External Size Package Size Calitration
2 , Precision Size Waighl e e Haight i :

BASMB | 0-50g | D.mg BOmm  6.Bkg 350°215*340mm  480*375*515mm | 240mm | External Cal

BAGOME 0-80g DAmg  BOmm B8kg  350°215'340mm  ABO°375'S15mm  240mm  ExternalCal
BA0MB 0~100g DAmg  BOmm 6.Bkg  350°215'340mm  480°375°5165mm  240mm | External Cal
BAMDAE |0~110g DJimg  BOmm B8kg  350°215'340mm  ABO'27S'S1Smm  240mm | ExternalCal
BA1204B |0~120g DJmg  80mm 68kg  350°215'340mm  480°375'515mm 240mm | ExternalCal
BAIBOAB 0-1603 'DAmg  BOmm B8kg  350°215'340mm  4B0*I75'S15mm  240mm  External Cal
BAZO04B 0-200g DJimg  80mm 68kg  950°215°340mm  480°375*B15mm | 240mm | External Cal
BAZ204B 0-220g DAmg  BOmm GBkg  350°216'340mm  480°375'51Smm | 240mm | External Cal
BAZ1048 |0-210g DJmg  80mm 6Bkg  350°215'340mm  480°375'515mm 240mm | ExtamalCal
Bazioss 08 T gomm 68k 350218'G40mm  4BO'STSGISMM 240mm | Extemal Ca
Standard Accessories

Balance body, scale, adapter, user manual, quality certification, standard welghts, dust guard, cleaning cloth,
tweezers and brush.
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BP-B Series Electronic Precision Balance BP Series Electronic Precislon Balance
Felufea Functions

® Humanized deslgn, novel deslan and five—side full-transparent a1 | & Niltiole fonctiong guaranted sass and Teluble
windshield, A new—generation electromagnetic balance welghing sensor | | operation, including auto—couriting, unit conversion (metric
Quarentee high precizion. J] carat, gold cunce, eic,), stability, full-scale faring, zero—
® Application programs such as automatic fault detection, four—point i ] memory, etc.

linear callbration and over—ioad protection. : . ® Built=in RS232C output interface guarantees direct

@ |_arge back—lighted LCD makes the operator more comfortable.
® Buit=in lower weighing hook guarantees convienient use.

connection to extermal equipment such as computer and
printer,

Functions

: Technical Parameters:
® Multiple functions guarantee easy and reliable operation, including auto—counting, unit conversion (metric

carat, gold ounce, etc,), stability, full-scale faring, zero—memory, etc.
® Built-in RS232C output interface guarantees direct connection to extemal equipmant such as computer and

printer. BP10O03PA 0-100g img B0mm B.8ka 350*215*340mm 480%375*515mm
® Bult=in lower weighing hook guarantess convenient use.

Model Ranga Precision Scale Size Net Weight Exiernal Size Package Size

BP2003P - 0~200g | mg 80mm . B.8kg 350°215*340mm . 480*375"515mim
Technical Parameters: BR10002 :0-10004; :1mg :11Umm Skg i350’215'340mm 5430‘3?5*515ﬂ1m
BF12002 0-1200g | 10mg 160mm Bkg | 350*215*115mm 416*286*208mm
Model  Range Precision 3 :i:flghl External Size ack iz :;':;';_.?pacn Calibration BP21002 .O-Q‘ifﬂg .1Umg -150"._" .EKQ :350‘215‘1157nm :416*236‘208mm
|BP10038 |0~100g | 1mg [B0mm B.kg 350°215°340mm | 480"375°516mm  240mm External Gal BP31002 _0‘31009 0mg _130"““ _EKH _350'215‘1"5"“"1 ;415*295‘2031“"1
;EIFHZUSB ;&120«; .1rng :BOrnm .&Bkg .350*215"340mm .430*3?5‘515mm .240mrn ;External Cal ! BP21001 | 0-2100g |100mg 160mm Bkg |850°215°115mm | 416*286"208mm
;szouaa ;OQOOQ .1rng ‘.Bﬁmm .ﬁ.ﬂkg .350“215“340mrn ;430*3?5"515mm .240mm éEx‘femaICal | BP31001  0-3100g | 100mg 160mm | Bkg |350°215*115mm | 416*286*208mm
iBPSOCISEI .&3009 .1mg BUmm .E.Bkn; .350'215'340mm ;480*3?5‘515mm .240mm :ExtarnaICal | BP41001  0-4100g | 100mg 160mm Bkg 350°215*115mm A416*286*208mm
:BP41UBB .Dﬂi‘IOg .‘irng ‘BUmm -E.Bkg -350'215‘34{Jmm ;480*3?5'615mm 240mm .Extemal Cal . BP51001 .0—51009 .100mg .‘IGOrnm .Ekg ;350'215‘11Ernm .415*233'20&nm
:BF‘&DOSB .0-5009 .1rng .Bﬂmm .B,Bkg 350*215*340mm .480*3?5"515rnn1 240mm .Extemal Cal BPE100Y  0-6100g .1004119 .150rrm .Skg ;350'215‘115mm :416*236‘20&nm
Standard Accessories Standard Accessories
Balance body, scale, adapter, user manual, quality certification, standard weights, dust guard, cleaning cloth, Balance body, scale, adapter, user manual, quality certification  standard weights, dust guard, cleaning cloth and
twesezers and brush, brush.
100 101
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BE Series Electronic Balance

Features

® AC/DC exchangeabls, balarce level, backlight LCD display, rapid weiching response and high stability,
@ Sensor adopts unique lockirg device, which guarantees protection of balance during transportation,

Scae Size: 300"120"160mm

Scae sze: ©125mm

Functions

® System operations: including auto—counting, percentage, automatic callbration, multi-point calibration,
standard weights (optional)

@ Multiple functions guarantee easy and reliable operation, including unit conversion (metric carat, gold ounce,
ate.), stability, memaory, full-scale faring.

® Buit=in RS232C output Interface guarantee direct connection to extermnal eguipment such as computer and
printer.
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Technical Parameters

Model Range

BE1002 0-100g
BE2002 0-200¢

BEAD0Z | 0-400g
BESO0Z | 0~-500c
BEBO0Z 0~600C
BE10002 | 0~1000g
BE20002  |0-20009
BE30002 | 0~3000g

BE200! 0~200g
BEAOO! | 0~400c
BESOOT | 0-B00c
BEBOOY | 0-600¢
BEBOO! | 0-800g

BE10001 | 0~1000g
BE1S001 | 0~1600g
BE2000 | 0-2000g
BESDO! 030009
BE40001  |0-4000g
BEBOOOT | 0-BD0Cg
BEGOOO!  0~8000g

10mag

10imig
BE3002 0~300c 10mg

10mig
10mg

10mg

10rmg

10mg

10mg

100mg
100mg
100mg
100mg
100mg
400mag
400mg
100mg
100mg
100mg
100mg
100mg

BESOOOT 0-8000g  100mg
BE100001 | 0~10000a  100mg

BE150001 | 0~15000a
BE200001 | 0~20000g
BE300001  0-30000g
BE1000 | 0-1000g
BE2000 | 0-2000g
BE3000  0-3000g
BEGOOD | 0~6000g
BE10000 | 0~10000g
BE1S000 | 0-15000g
BE20000 0-20000g
BE30000  0-30000g

100mg
100mg
100ma

1o

1

1o

=
g
19

19
19

[o125mm kg
lo125mm kg
lo126mm kg
lo126mm 1o
lo126mm 1o
lo1z6mm ko
‘0125mm kg
o126mm kg
o125mm kg
lote5mm kg
lofgsmm kg
[of26mm kg
lof26mm kg
‘o125mm kg
lo125mm  1kg
|o125mm kg
lo126mm kg
1165*165mm  1.3kg
I165+165mm 1.3kg
1185+465mm 1.3kg
| 65*465mm 1.3kg
1165*/65mm 1.3kg
| 255+190mm | 3.2ka
12651190mm | 3.2kg
| 255180mm | 3.2kg
|2554190mm  3.2kg
[0125mm kg
lo126mm kg
1B5485mm 1.3kg
1165*165mm 1.3kg
|2554190mm 3.2kg
|265190mm  3.2¢g
| 255*180mm | 3.2kg

256*100mm  3.2kg

nal Size
250480*60mm
1 250*180°60mm
| 2504180°60mm
| 250*180*60mm
| 250180%60mm
| 2504180*60mm
250*180*60mm
25080°60mm
| 250*180*60mm
| 250*180%60mm
| 250*180%60mm
| 250*180*60mm
 25018060mm
250*180*60mm
1 250180%60mm
| 260*180%60mm
250*180*60mm
| m1mmm
250*180%60mm
| 260*180%60mm
| 25018060mm
| 250*180%60mm
| 300*120*160mm
300*20160mm
| 300+120*160mm
| 300*120*160mm
| 250"80°60mm
-' 250*180*60mm
:250*130*60rnm
| 250*180*60mm
| 300*120"160mm
| 300*120+160mm
| 300+420160mm
1300+120*160mm

Package

| 325%245%52mm
| 325*245%52mm
| 326%245%152mm
| 325*245%52mm
| 325+245%152mm
| 325*245+152mm
| 325+245*152mm
325+245%152mm

3254245452mm
| 325%245%152mm
| 3052454 52mm
| 3257245%152mm
| 325+245452mm
| 325+245%152mm
| 325*245452mm
| 325*246*52mm
|325*245%152mm
| 3254245 52mm
| 325%245*162mm
| 325*245*152mm
| 325*2454152mm
| 325°245%152mm
| 356+310*165mm
356+310+165mm
356310165
| 356+310M86mm
| 325%245"52mm
| 325*245%152mm
| 325*245*152mm
| 326°245%152mm
|366+310*165mm
356+310*165mm
| 356+3104165mm
' 356'310"85mm

+ Hiobase Meihua Trading Co.,Ltd.

Power Supply

AGIDC

| AciC

AGIDC

ACIDG
ACIDG

AC/DC
AGIDC

ACIDC

| ACIDG

lacie
AGIDG

ACIDG

| acine

AC/DC

| ACIDG
ACIDG

ACIDC
AC/DC

ACIDG

| aciDe
| aciDG
AC/DC
ACIDG
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BE-F Series Large Scale Electronic Balance

Features

® Unigue appearance design allows high
stability; backlight LCD disp ay brings more
comfortabla visual sense to opsrator,

® Built-in RS232C output interface; AC/DC
exchangeable.

Technical Parameters:

Range - . Scale Size

| BE4000OF 0400009 1g 300*400mm
|BES0DOOF (0-50000g  1a 3007400mm
| BEBO00OF 0-60000g 1 300*400mm
|BE10000OF  0-100000g 1 300°400mm
BE1S000OF 01500000 (%9 | 300400mm
|BE200000F  0-200000g 19 300%400mm
|BEJ000DOF 03000009 19 300°400mm
|BES0000-10F 0500009 10g 500*400mm
|BEGO00O-10F  0-60000g 109 500400mm
|BE100000-10F  0~100000g 1 10g 500°400mm
|BE5000040F | 0-1500009 109 | 500"400mm
[BE200000-10F_10-2000000: 1109 500400
|BE300000-10F  0-~300000g  10g 500*400mm
Es00-10r 0-500000s 109 sco'doonm
|BE100000-50F  0-100000g  50g 500°400mm
|BE150000-50F  0~150000g | E0g 500%400mm
|BE200000-50F  0~200000g 509 500%400mm

104

B30°00°680mm  B40'470220mm  AGIDC
|530'300'6B0mm | 840%470°220mm  AG/DC

|530°300°680mm  840°470'220mm  AC/DC

Functions

® Multiple functions including unit conversion, auto—
counting, percentage, multi-point calibration, memory
and animal weights,

® Built-in RS232C output interface guarantees direct
connection to external equipment such as computer
and printar.,

Package Skze
B40‘4?0’22ﬂn_1nj

Power Supply

| 530%300°BBOMM | B40°470°220mm  AC/DC
 530%300°680mm | BACM70°220mm  ACIDC
| 530°300°680mm  840%470°220mm  ACIOGC
|530'300'6BOmm | 840°470°220mm  AG/DC
|530'300%680mm  BAC*470%220mm  ACIDC

530300 680mm 840470 220mm ACDC

(530°300'6B0Mm  BAQM70%220mm  AG/DC
|530'300'680mm  BA*70%220mm  AGIDGC

530'300%680mm  BA0M70°220mm  AGIDG
530°300°680mm  BA0*470°220mm  AGIDC

BI0°300°6B0m™  BAD*707220mm  AGIDC

| 530°300'680mm | 840*470:220mm  AC/DC

530" 300*680mm 840*470*220mm AGIDC

BM-50 Series Digital Rapid Moisture Meter

Features

® Dot-matrix LCD

® Convenient and quick operating

® Outstanding performance

® Standardly featured RS communication interface
@ Quick heating

Technical Parameters

Model BEM~-50-10

Range 50g 50g
Readable Precision [0.01g 0,005g
Moisture Accuracy |0.3% 02%
Scale Size 150mm 90mm
Temp Range |60~180C 50~180C
Ambient Temp 10-30C 10-30T

BM-10A Digital Rapid Moisture Meter

Function

It 15 used to rapidly test free moisture In specimen of chemicals, grains,
minerals, biological products, food, pharmaceutical material, paper and textile
materals.

Technical Parameters:

SM=104A
Range g
Timing Range | 0-250min
Value of iforental Dl Divsion 5ma
Temp Precision 22T
Range of Differential Scale Reading 019
Diamater e100mm
Moisture Precision £0.2%
Temperatura ﬁange ; 6(}-13013
flat Weight : l12kg
External Sze | 280°375*560mm
Package Size | 410*315*658mm
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BA-D Electronic Density
(Specific Gravity) Balance

Features

® Direct reading of density value, easy and fast operation.
® Humanized design, novel design and five—side full-transparent windshield. A new-generation electromagnetic
balance weighting sensor guarantees high precision. Application programs such as automatic fault detection,
four—point linear callbration and over—load protection,

@ Application programs such as "warming”, "calibrating” and "screen saver”,
® Ulira—large backlight LCD display brings clearer and more comfortable visual sense to operator,

Functions

® Multiple functions guarantee easy and reliable operation, including auto—counting, unit conversion (metric
carat, gold ounce, etc.), stability, full-scale faring, zero-memory, ete.

® Buit-in automatic callbration guarantees easier, faster, stable and accurate operation of balance.

® Built-in RS232C output intesface guarantees direct connection to extemal equipment such as computer and
printer.

® Built=in lower weighing hook guarantees convenient use.

Technical Data

1. Plumb bob discharging capacity: S5cm’®
2. Proportion standard: 1.00001.000 for pure water at 20°C Liguld proportion range: 0~2.0000/0~2,000
3. Accuracy; 0.0001/0.001

Technical Parameters:

Range Precision Scale Size External Size  Work Space Height Net Weight

|BA2104D |0 ~210g
|BA2004D | 0~ 200g 0.mg
|BA1004D | 0 - 100g # H0mm 350"216*340mm  240mm 6.8kg

i ma
|BAZ003D |0 ~ 300g

106

BA-5D Liquid Density (Specific Gravity) Balance
(Westphal Balance)

Features

® The adoption of agate cushion guarantee good
fiexibility and accuracy of the balance.

@ Substantially package is used for good portability
and easy operation,

® Key parts are made of stainless stesl with high
intensity and good stability,

Technical Parameters:

Model BA=-5D

Specific Gravity Ranga 0=2.000
Standard : ! 1.00 for the pure water in femperature of 20
Plumb Bob Discharging Capacity fem3
Precision [0.001
Extemal Size | 215'90*262mm
Package Size | 255%186*133mm
Nat Waight 1.5kg
Pl
i (X,
Electronic Density 1 u
s g . 1l |
(Specific Gravity) Balance P N

Technical Parameters:

L St
Model BA-100D BA-200D
Max Range 1002 2009
Min Range 10mg
Fixed Support | H=203mm
Scala Size @ 10mm
Output RS232C
Nat Waight | thg
Extamal Size 250*180*246mm
Package Size 335*255*262mm
i Measuring platform, measuring cup, fixed support, thermometer, doublehook waights,

| platinum wire, plumb bob, wire basket, balance body, adaptor and standard wesghts.
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Hydrostatical Electron Balance

Functions

® Rich and powerful functiors such as automatic callbration, full—
sale faring, zero—-memory, unit conversion, auto-counting and

percentage.

® AC/DC exchangeable, output interface.

Technical Parameters:

Range Precision

|BH-50002 5000g 0Ag

|BH=20002 20009 0.g

BT Series Precision Torsion Balance

Features

Weighing Method
Weighing Bellow

Weighing Bellow

Net Waight Extarnzl Size

B.82kg

|6.82kg

@ it is mainly applied to high precision measurement of trace substance.

® Principle of elastic element combination, no-fulcrum mechanical abrasion

and high flexibility.

® No weighing—loading during operation but directly read measurement data.
® Easy operation and rapid display.

Technical Parameters:

|BT-5
BT-10
BT-25
|BT-50
|BT-100
\BT-250
BT-500
|BT=1000
|BT-2500

108

Range

10mg
25mg

50mg

100mg
250ma

500mg

1000mg

2500mg

Precision

0.01mg

0.02ma
D.05mg

0Amag
0.2mg

0.5mg
mg
2mg

22z zlgglg gz

Mal Welght

External Size

250"210*360mm

| 250210°360mm
| 250210*360mm

250*210*360mm

| 250°210°360mm
2604210°360mm

265("210*360mm

| 260+210360mm

250*210*360mm

Size  Power Supply
350%215*240mm | 480*375*516mm | ACIDC

350*215*340mim | 480*375*515mm | AC/DC

Package Size
380325525mm
| 250°210*360mm
| 250°210%360mm
|250°210*360mm
| 260°210*360mm
1250°210°360mm
250°210%360mm
|250°210*360mm
|250°210"360mm

Ultrasonic Cleaner

Single Frequency Type

Features:

- Digital display, easy operation for time and temperature

+ Tamperatura confrol range: 0~-80°C
- Time setting range: 1-30 min & 1-480min

- Fully microprocessar controlled and programmable

- Reliable Industrial—Grade Transducer

- High capacity and quality stainless stes! tank

- Stainless steel bas<at and lid

Technical Parameters:

UG-08A
UC-10A
UC-20A
UC-30A
UG-40A
UG-50A
UC-60A
UC-T0A
UC-80A
UC-100A
UC-55
Uc-10s
UG-20S
UG-205H
UC-30S
UC-30511
UC-505
UC-60S
UC-708

External Size

L*"W*H(mm)

1180°1707140
180°170+180
12704170210
330°180°270
|330*270°270
133042707320
|360%330°270
1360330320
|550"330°270
15503307320
|208*192*210
1320*174*280
1320*174°340
410°350*380
320*264*340
|F40*3507400
B40*410°400
|B40*4107400
840°410°410

Tank Size
L*W*H (mm)

115014065
150+140*100

240135100

1300150150

30072404150

1300*240'200
330300150

330*300*200

150073004150
|500%300°200
1150140100
13001507100
13004150150
1300150180

300240150

1300+240+180
500300180
|500*300+180
1500%300*180

Capacity

(L)

13
E:
g
E

10

4
18

18

122
30
2
|4
6
8
10
13

4
|27

127

Ultrasonic
Frequency
(KHz)

80

8888883288888

—» Biobase Meihua Trading Co.,Ltd. ————

Ultrasonic
Power (W)

240

Healing

Time

Power (W) Range(min)

| 400

1800

1800

800

1-480
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Double Adjustable Frequencies Type Three Adjustable Frequencies Type

Features:

Features: - Digital display, easy operation for time and temperature

+ Digital display, easy operation for time and temperature - Temperature confrol range: 0~-80°C

+ Temperature control range: 0~80°C - Time setting range: 1-480 min

« Tirne setting range: 1-480 min
= Fully microprocessor contralled and programmable

- Fully microprocessor controlled and programmable
- Reliable Industrial-Grade Transducer

+ Reliable Industrial-Grade Transducer - Over-voltage and over—current protection
= Over—voltage and over—current protection

- Low-level water protection

+ Low-level water protection

- High capacity and quality stainless steel tank
+ High capacity and quality stainless steel tank
+ Stainless steel basket and lid

Technical Parameters:

3 Modal External Size Tank Size Capacity AdjustableUltrasonic Ultrasonic  Healing Temp
Technical Parameters: : L*W*H(mm)  L*W*H (mm) (L) Frequancy(KHz) Power (W) Power(W) Range(T )

it UC-0ST  26060°280 23040100 3 100 400
jusiable - { i |
External Size Tank Size Capacity Ullrasonic Ultrasonic l;aavru:g ;I;r_amp UGC=10STIl  340*250%330  230™140%130 A 400 400
L*W*H{mm) L*W*H (mm) (L) Frequency Power (W) W?J = {___gr;ga : : : .
(KHz) UC-20ST  32074*340 300450450 & 200 400
UC-20STl 4104260380 300450480 8 200 400
UC-30SDG  840*350°400 3007240180 13 00 400 : : - - |
: : | - UC-30ST  320°264'340 300'24060 10 300 400
UC-60SD  BAO(0%400 |500'300°180 27 500 0 e e e bl > e
UC-60ST  BI0°A10°400  500°300180 27 600 1800 UC-B0STHl | 840%10°00 | BOOY300M80 |27 500 800
UC-70ST  B4D’410%410 500300180 27 700 800 UC-BOSTH  $10°410°400  500°300%80 27 45 80 100 600 800 e
|UC-10SD 26060280 230140400 3 100 400 N e St il S e R s} il
- : ; 45 80 - 10~80 UC-100ST  1260°540°000 600%300°400 72 1000 4000
|UC—0SDIl 340250330 23014020 4 100 1400 : : ! ! -
' ' ' i ' UC-1008Til . _
|UC-20SD 320174340 300415050 |6 200 400 (oo 12605407900 00'300%400 72 1000 4000
UC-208DIl | 4107260380 300150180 8 200 400 ] e B Py e o e
UC-30SD  320'264°340 3007240150 10 300 400 T
| : - : : o 1860'742'900 1800500400 160 2000 8000
|UC-20SDIl 410350380 300°240*180 13 300 400
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Pocket PH Tester

Features

1. Multi=point push—button calbration with auto—buffer recognition
(Up to 3 points).

2. Selectable pH buffer standards. USA or NISTI and temperature
units IC or 'f).

3. Automatic Temperature Compeansaton provides highly accurate
measurements over the entire pH range.

4. Hold function freezes the current displayed value for easy viewing
and recording.

5. Auto power off featurs help you effective— conserve battery life,

6. Setup menu let user to custamize the pH buffer standards,
calibration points and temperature units to meet personal
preferences.

7. Replaceable slectrode reduce maintenance and replacement
cosis,

8. Waterproof feature to ensure complete protection in harsh

environments.

Application

5 series testers ara equipped with a standard pH electrode (Circular glass bulb)

used to measure the pH of non—viscous, nan-high temperature liquids, &.9., tap

water, drinking water, rainwater, etc.

F series testers are equipped with a flat surface pH elecirode used to measure the pH of semisolid substances,

&.g., fruits, bread, creams, etc.

‘el
"
'

L. series testers are equipped with & long-reach pH electrode used to measura the liquids in the test tube.

PHA0 tester s aquipped with a standard BNC connector, which can use any pH electrade with BNC plug,

Meter Includes:

® Standard pH Buffers IpH4.01, 7.00, 10.01 |, Bafteries and Carrying Case

® PH40 tester include a model E201-BNC standard pH electrode,

112

Technical Parameters:

Model

pH Rangs

pH Aocuracy

Temperature Range

Temp. Accuracy

Gahbration Foints

pH Buffer Groups

Temp. Compensation

Sensor Type

Power Requirament

Auto-Off

Dimensions

Net Weight

PH10S/FIL

| 0i0=14.0pH

+0.1pH

2 paints

Usa (pH4.01, 7.00,
10.01)

Standard pH electrode: Rat surface pH electrode: Long-reach pH
| electrode, 6-pin connector

3*1.5v "Graa®

| Bafteries

-» Biobase Meihua Trading Co.,Ltd.

PH20S/FIL PHAOSIFIL

~1.00~15,00pH -1.00~15.00pH ~1.00~15,00pH
£0.01pH +0.01pH +0.01pH
|- 0.0~-60.0T., 32~ e
140" F
= =T T
Lip fio 3 points

USA (pHA.01, 7.00, 10.01 | NIST (pH4,01. B.86, 9.18)

0-607C . 32-140* F. Automatic

0-100'C,32-212°F Manual

BNC cennectar

2".5V "AAA! Batteries

After 8 minutas from last key press

185(L)*40 ( Dia.Jmm

100grams
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PH22(0/PH221 Portable pH/mV/C /°F Meter

Features:

1. During pH mode, multipoint push—hutton calibration with auto—buffer recognition,

2. Selectable pH buffer standard IUSA, DIN, MIST or User—defined.

3, Automatically calculate and display electrode slope after calibration,

4. Calibration due reminder prompts you to calibrate the meter regulary.

5. During DRP mode, 1 point offset calibration allows user adjust displayed value to known standard.

. Absolute or Relative mV measurement provide accurate DRP measurad value,

7. Automatic Temperature Compensation ensures highly accurate measurement over the entire pH range.
8. Automatic endpoint function freezes the stable measured values for easy reading

and recording data.

9. To help message as operational guide to help you understand how to use meter,

10. Setlp menu lets user to customize pH buffer standards, calibration points, stability conditions of
measurement, resolution, temperature units, datefime to meet personal preferences.

11. Expanded memary stores and recalls up ta 500 readings.

12, Built=in real~time clock stamps stored data to meets GLP standards.,

13, Stored data can be transferred into personal computer via USE communication Interface.

114

Technical Parameters:

Maocel

pH Ranga
pH Accuracy
mV Range
my Accuracy

Calibration Points

Calibration Salutions

Tempe. Range
Temp. Accuracy

Temp. Calloration

Temp. Compensation

Hald Function

Memory and output

Connector

Power Requiraments
Battery Lifa
Dimensions

Nat Weight

PH220
—2.00~16.00pH

| =0.0pH
~1899~-1989m\V
=imy

2 paints
USA (pH4.01, 7.00, 10.01)

0~100° C,32-212" F
- -5 b o
Manual

0-100" G, 32-212° F, Autamatic or
Manual

Manual

50 data sats with Date/Time stamping, USE
Commurication Interface

BNC
. 1"9IBOOmMA Battery
. Approximately 150 hours
. 185(L}*8B(W)*32(H)mm

300g

-+ Biobase Meihua Trading Co,,Lid.

PH22
=2.000~-20.000pH
. +0.002pH
-1999.9~1998.9my
+0.2mV
. Up to 5 points
USA(pH1.B8/4.01/7.00MD.0112.45), MIST

(pH1.66/4.01/6.86/9,1812.45), DIN
(pH1.09/4.65/6.78/9.23/12.75)

0~105" C;32-221" F

+0,8% G, £08" F

0~100° ©,32-212" F, Automatic or Manual
Manual or Automatic

500 data sets with Date/Time stamping, USE
Communication Interface

3.5V "AA" Balterias

TTO{LY*B5{W)*30(H)mm
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PH320 Portable pH/ORP/lon/°C/°F Meter

Features:

1. Automatic endpoint function freezes the stable measured values for easy
reading and recording data.

2. Callbration due reminder prompts you to callbrate the meter regularly,

3. Manual temperatura calibralion provide accurate temperature vaiue,

4. Setup menu lets user customizes buffer standards, calibration points, stability
conditions, resolution, measuremeant units, date and time fo meat measurement

requiremants.

5. Reset function can resume all settings to factory default values.
6. Expanded memory stares and recalls up to 500 readings.
7. Built=in real~time clock stamps stored data to meet GLP standards.

8. Stored data can be fransfermed into computer via USE commiunication interface.

Technical Parameters:

Modsal PH32
| pH Ranga | =2,000~20,000pH
|pH Accurazy +0.002pH
|Resolufion 10,001, 0.01, 0.1pH, Selectable
| Calioration Paints \UptaSponis
| : USA(pH.68/4.01/7.00/10.01A2.45), MIST(pH1.68/4.01/6.86/9.18/2.45), DIN
2 i i : e i
llor Coriceritration Renae 0.001~19899ppm, mail. or molL (Depanding on measuring range of lon Selective
| Electrode)
|lon Canieentration Accuracy | £0.5% Full Scale (Monovalant), =1% Full Scale (Divelant)
CallbraionPoints | 2foSpanis _ : y
| Callbration Solutions 10.001, 0.01, 0.1, 1, 10, 100, 1000, 10000ppm, maliL, ma/L
|mV Range ~1998.9~1999.9my
|mV Accuracy ' +02mV
| Resolution 101, 1MV, Selactanie
| Temp. Ranga |0~105" G, 32-221° F
| Termp. Accuracy |$05° C, 209 F
'T'srhb. Galibration | Manuai
| Temp. Gompensation |0-100° G, 32-212° F, Automatic orManual
| Auto-0ff | Manual or Autamatic (1 Q, 20, 30 minutes after last key pressad, Selactabla)
| Hakd Funetion  Manual or Automatic = = =
| Btabiity Conditions | Low or High, Selectable
| Calibratian due reminder | 04030 days
| Reset Function IYas.
; Mermory {600 data sets with Data/Time stémphg
'Dulmt . USB Communication Interface
| Connactar 'BNG
| Power Requiremants | 3*1.5V "AA" Batteriss
| Battery Life | Approximately 150 hotrs
| Dimensions | A70(L)*BSW) *30(H)mm
| Mat Weight | 300g
116

—» Bicbase Meihua Trading Go.,Ltd.

PHY00P Portable Multi-parameter Water Quality Meter

® pH Mode:

Up ta 5 paints push-button calibration with auto—buffer recognition.
Selectable pH buffer standards, resclution and temperature unts,
Automatically calculates and displays electrode slope that helps you
deode whather to replace pH electrode,

@ ORP Mode:

Single point offset celibration allows User adjust displayed value to a known standard.
Absolute or Relative mV measurements provide accurate readings.

® lon Mode:

Standard BNC connector can cannect many lon Selective Electrode.
2 to 5 points push—button calibration from low to high concentrations,

Selectable multiple concentration units, including ppm, ma/l, mol/l.

Direct readout ion concentration simplifies measuremeant process,

mYy measurement allows user to chack perfermance of ion electrode.
@ Conductivity/TDS/Salinity Mode:

Up ta 5—point push-button calibration allows user to use customzed calibration solutions.

Adjustable TDS factars, cell constants, temperature coefficients and normalization temperature.

Selectable linear or pure water compensation modes.

In salinity measurement modes, selectable practical salinity (PSU) or seawater measurament stancdard (ppt).
® Dissolved Oxygen Mode:

1 or 2 points auto—-callbration (100% in saturated ar or air-saturated water, 0% in zero oxygen solution),

Ivanual salinity and barometnc pressure compensation.

Selectable readout in ppm, ma/l. or percentage saturation.

Technical Parameters:

Model PHI00OP

pH Range

pH Accuracy
Resolution
Calibration Points

Cabbration Solutions

lon Concantration Rangs
lon l&:cncentnsljcn Acciracy
Calibration Points
Calbration Solutions

~2.000~20.000pH

+0.002pH

0.001, 0.01, 0.1pH, Selactable
Up to 5 points

LISA(pH1,68/4.017.00A0.0112.45), MIST(pH1.66/4.01/6.86/9.1812.48), DIN(
PH1.09/4 65/6.79/9.2312.75)

0.001=12298ppm, mg/l., molil (Depending on maasunng rangs of lon Selective Electroda)

+0,5% Full Scale (Monavalent}, =1% Full Scale (Dvalant)

2105 ponts

0.001, 0.01, 0.1, 1,10, 100, 1000, 10000ppm, malil., mgil
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_m\a‘ Range

| mv Accuracy
Resalerk

| Conductivity Ranga
Conductivity Accliracy
| Calibration Points

| Calibration Solltions
I T0S Range

| TDS Accuracy.

|'TDS Factor

| Salinity Range

. Salinity Accuracy

| Salinity Measuremant Modes

| Resistivity Fiange
| Resistivity Accuracy
| Resolution
| Temp. Coefficiant
| Compansation Mades
Cell Constant
| Normalization Temperature
| Dissolved Oxygen Ranga
i Rasolution
| Dissolved Oxygen Accuracy
' % Saturation of Oxygen
| Accuracy
| Salinity Corraction
| Prassure Correction
Temp. Range
_Terrp. AncLracy
| Temp. Galibration
; Temp. Compensation
| Auto-Off
| Hotd Furiction
Stability Conditions
| Calipration dus reminder
Res_ei F_unl:ﬂon
| Memory and Output
| Connector
| Power Requirements
| Battary Lifa
|Dimensions
| Nt Weighi
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| ~1899.6-1999.9mV
|* 0.2my
|29, 1mV, Selectable
~20mS/om (Max.200mS/em)
+0.5% Full Scale
| Jp o 5 points
1QuSlem, 24uSiem, 4413uSiem, 12.88mSiom, 141.8mSiem
; J=10ppt (Max. Z0ppt, Depending on factor satting)
| %1% Full Scale
|24-1.0 (Default 0.5)
| 5-10ppt (Max.80ppt)
| %1% Full Scale
 Sractical Salinity (PSU) or Seawater Meastrement Standard (ppt)
0-100Ma
| 1% Full Scals
2,001, 0,04, 0.1, 1, Automatic
19.0-10.0% per ™ G
i Linear or Pure Watar
| K=01,1, 10, Seleciabla
20° Cor2s ©
19,00~20.00mg/L or pprm
13,01, 0AmglL, Selectable

= 02mgiL (Calibration and measurament Linoe- the conditions of same temperatura)

19.0-200,0%
| +2.0%

19-50g1L

| 50,0-112.5kPa, 450~850mmHg.
_.-3-105’ C,82-221" F

| =05 C, 208" F

| Manual

(9-100% €, 32-212° F, Automalic or Manuaf 0O Mode: 0~50° C,32~122° F, Automalic
| Manual or Automatic (10, 20, 30 minutes after last key pressed, Selectabls)
- Manual or Automatic
| ~oW or High, Selactabla
| J o 30 days
Yes
| 500 data sets with Data/Time stamping , USE Communication Interface
SNC and f~pin connactar
|3%1,5 "AA" Batteries
. dpproxmately 15(} hours
[170[L)*8S(W)*30(H)mm
3009

-+ Bisbase Meihua Trading Co,,Lid.

PH210 Benchtop pH/mV/*C/°F Meter

Features:

1, Large backlit LCD display shows mods indicators and help messages,

2. Upto 3 points push—hutton calibration with auto—buffer recoanition. r'-;, i
3. Seleciable pH buffer standards and temperatura units.

4, Automatically calculates and displays electrode slope after calibration.

5. Automatic Temperature Compensation (ATC) ensures highly accurate
measurements over the entire pH range.

6, Automatic endpoint function freezeas the stable measured values for easy -

reeding and recording data.

7. Manual temperature calibration provides accurate temperature value,

8. Help message as a operational guide to help you undarstand how to Luse meter,

8. Setup menu lef user customize buffer standards, calibration points, temperature units, automatic or manual
hiold function, auto—off feature to meet persenal preferences.

10, Reset function can resume all settings to factory default values.

Technical Parameters:

Model PH210

pH Range =1.00=15.00pH

pH Accuracy +0.0pH

mV Ranga =H000~1000mV

mV Accuracy | =1mVy

Calbration Paints I 1, 2 or 3 points

CallbrationSolutions USA (pH4.01, 7.00, 10.01) or NIST (pH4.01, 6.86, 8.18)
Temp. Range 0-108" ©, 32=221" F

Temp. Accuracy = ]

Tarn-p. Callbraiiun . Manual

Temp. Compensalion .0-‘100‘ G, 32-212° F, Automabc ::;rManuai
Auto-0ff | Manual or Auton-ﬁfc (130 minutes aftar Iasl-key pressad)
Hold Function Mantsal or Aufomatic

Reset Function . Yes

Connector ‘BNe

LCD Display | Custom Dual-Display LCD (135*75mm)

Power Requiements DGOV, using AC adapters, 220VAC/50Hz

Dimensions 210(L)*2050W)*75(H)mm

et Weight 1.2kg
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BIOBASE’

PH920/PHY30 Precision pH/ORP/1on/°C/°F Meter

Features:

1. During the pH mode, Up to 5 points push—button calibration with auto—buffer recognition.

2, Selectabla pH buffer standards and temperature units.

3. Automatically caloulate and display electrode slope after callbration

4. During ORP mode, Single point offset calibration allows user adjust displayed value to a known standard.
5. Absolute or Relative millivolt {R.mV) measurement provide accurate GRP readings.

£. During the ion mode, 2 to 5 points push—button calibration from low ta vigh concentrations,

7. Selectable mulfiple concentration units, Including ppm, mall and malil..

8. Direct readout lon conceniretion simplifies the elaborate measuremeant process.,

9. Automatic Temperature Compensation (ATC) ensures highly accurate measurements over the entire range.

10, Automatic endpoint function freezes the stable measured values for easy reading and recording data.
11, Calibration due reminder prompts vou to calibrate the meter regularly.
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Technical Parameters:

Model

pH Ranges
pH Accuracy
Resolution

mV Ranga

lon Concentration Range

{on Concantration ACCuracy

mV Accuracy

Calibration Foints
Calbration Solutions

Temp. Ranga
Temp. Accuracy
Temp. Calibration

Temp. Compensation
Auto-Off

Stability Condifions
Calibration due remindear
Reset Function

Wamory and Oufput
Connector

LCD Display

Power Requirements
Dimensians

NatWeight

PHE30
=2.000~20.000pH
| +0,002pH
| 0.001, 0.01, 0.1pH, Selectable
| ~1899.9-1959.9mV 1
/ 0.001=1999%pm, mg/l, molll (Depending an

maasuring range of lon Selective Elecirode)

J £0.5% Full Scale (Monovalent), £1% Full

Scale (Divalant)
£0.2my {
Up ta 5 points 2ta 5 points

USA(pH1,68/4.01/7.00M10,01112.45), NI
ST(pH1.68/4.01/6.86/9.1812.45), DIN(
pH1.09/4.658/6,79/9,2312.75)

0-105° C,32-221" F

0.001, 0.04, 0,1, 1, 10,100, 1000, 10000ppm

£pBY &,£08% F
Manual
0-100° G, 32-212° F, Autamatic or Manus! Manusl

Manual or Automatic (10, 20, 30 minules
after last key pressed, Selactabla)

0~100° ©,32-212" F, Automatic or Manual
Low ar High, Selectahla

Oto 30 days

| Yes

| 500 data set=s with Date/Time stamping, and USB Communication interfaca

! Connector

' Gustom dual-dispiay LGD (130*H0mm)

I DCEV, using AC adaptars, 220VAC/B0Hz

| 210(LMBB)BO(H)mm )

1.2kg
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PHY00 Multi-parameter Water Quality Melter

@ pH Mode:

Up to & points push—button cal bration with auto-buffer recognition.
Selactable pH buffer standards, resalution and temperature units.
Automatically calculates and displays electrode slops that halp
you decide whather to replace pH slecirode.

® ORP Mode: \
Single point offset calibration allows user adjust displayed
value to a known standard,
Absolute or Relative mV measurements provide accurate readings -

@ lon Mode:

Standard BNC connector can connect many lon Selective Electrode.
2to 5 points push-button ealibration from low to high concentrations.
Selectable multiple concentration units, including ppm, ma/L, mel/L.,

Direct readout ion concentration simplifies measurement process.

mY measurement allows user o check performance of ion electroda.

@ Conductivity/TDS/Salinity Mode:

Up fo 5-paint push—button callbration allows user to use customized calioration solubans.
Adiustable TDS factors, cell caonstants, temperature coefficients and normalization temperatura,
Selectable linear or pure water compensation modes.

In salinity measurement modes, selectable practical salinity (PSU) or seawater measurement standard (ppt).
® Dissolved Oxygen Mode:

1.or 2 points auto—calibration (100% in saturated air or air—saturated water, 0% in zero oxygen salution).
Mantiai salinity and barometric pressure compeansation.

Selectable readout in ppm, ma'L or percantage saturation.

Technical Parameters:

Modal PHE
|pH Range | ~2.000~20.000pH
|pH Agcuracy £0,002pH
| Resolution 10,001, 0,01, D:ApH, Selactable
| Caibration Paints \Upto5 points
2t 4
:Callbranon Sal I;}Hsjli\épgl‘l:gﬁﬁggg %g_?‘ls.;ﬂ 5), NIST(pI—ﬂ 58/4.01/6,86/9.18/12. 6), DIN{
| lon Concentration Range | 0.001~18888ppm, ma/L, mollL (Depending on measuring range of lon Selsctive Elactruds}
lon Concantration -ﬁte';l..lra\\';ﬂ_.r £0.5% Full Scale {Mona\ralenl) =1% Full Sﬂzale {Dwaiem)
Cai[bnstlon Faints 205 palnis
Caimratiun Solutl:rrs O 00'1 0.01 CII 1,1, 10, 100 1000 ‘lDUOE‘Jppm, mnl.fL rngﬂ.
.mV Range -4999 9~19@9 Qm\«"
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mY Accuracy
Resolution .
Conductivity Ranges
Conductivity Accuracy
Calibration Paints
Caibration Solutions
TDS Ranga

TDS Accuracy

TDS Factor

Salinity Range

Sailnify Accuracy
Salinity Measurement Modas
Resistivity Range
Resistivity Accuracy
Resulutid'l

Temperatura Coefficient
C;:mmnsa‘rbn Modes
Cell Constant
Normalization Temperatura
Dm Oxyoen Rsnge
Resolution

Dissolved Oxygen Accuracy
% Saturation of Oxygen
Accuracy :
Salinity Comection
Pressure Corechion
Tsmp. Ra'rlge

Tamp Acmracy

Temp. Callbration

Temp. Compensation
Auto-Off

Hold Func.tlcn

Stablllty Gnnci[lons
Calibration dus rerminder
Resat Funchkion

Memory and Output
Conmector

Power Requiremants
LCD Display
Dimensians

Net Weight

ific.com Phone: 604-467-6321 Fax: 604-467-6300

| £0.2mV
101, 1mV, Selectable
| O~20mSfem (Max 200mS/em)
| £0.5% Full Scale

Un to & points

1DuSv‘cm B4usicm, 1413uSicm, 12.88mSlom, 111,8mS{om
0-—1Uppl (Ma, 20ppt, Depencing on factor setting)

| 1% Full Scale
| 0.4-1.0 (Default 0.5)
0~10ppt (Max.80ppt)
| £1% Full Scale

Practical Safinity ( PSU) or Seawater Measurement Standard (pt)

[o~100Ma

| 1% Full Scale

| 0.001, 0.01, 0.1, 1, Automatic
10,0-10.0% per* C

. Linear or Pure Water

; k=01, 7,10, Selectable

20‘ Gor 25“ (#

O 00-20.00mgiL of ppmi
0.0, 0.4mglL, Selectahie

+0.2mg/L (Calibration and measurermant under the conditions of same temparaiurs)

|0.0~200.0%
+2.0%
0-50giL.

| B0.0~112.5Fa, 450-850mmHa
lo~105° C,32-221° F

| £05* G, 208" F
| Maruai

-+ Biobase Meihua Trading Co,Lid.

.0-‘100" G, 32-212° F, Automatic or Manual; DO Mode: 0~80° C, 32-122° F, Aulomatic

 Manual or Automatic (10, 20, 30 minutes after last kay presser, Selectabis)

Manual or .N.rtumallr
Luw or High, Salectanie
| 0 to 30 days
: | Yes :

500 data sets with Date/Time stamping, LUSE Communication Interface

| EINC and 6—pin conrector

DCE\«" us\ng A{J adapters, 220VAC:‘3£)H7:
Custom dusi-display LCD (130*11&nrn1

| 210(L)'1BS(W}‘BDL'H)mm
1-2kg
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BKN-I/II Kjeldahl Nitrogen Analyzer (Kjeldahl Distiller)

BKN-II (Automatic) BKN-| (Semi—automatic)

Features

1. Large array LCD display, touch key, easy to operate (Only for BKN-I).

2, Microprocessor control (BKM-II, manual & auto modes adjustable; BKN-|, manual mode).
3, Automatically control distill, add water,control water level and cut off water supply.

4. Various security protections digestive system security device, steam generator water
shortage alarm, water level detection fault alarm.

5. Instrument shell adopts specially made plastic spray steel. Working area adopts ABS
anti-corrosive board, Avoid chamical reagent corrosion and mechanical surface damage,
acid proof and alkall proaf.

. Once detected fault, controll ng system will power off automatically.

124

Technical Parameters:

Model BEN=1I
Neasure At Foodstuff, feedstuff, arain, foods, dairy products, drink, soil, water, medicine, precipitate and

| chemical

Sample Quantity !Sud'ad:O.ZO~2.UOg: Samisolid:2,00~5.00g: Liquid: 10ml~25m|

3 | Automnatic and manual :

o Mede  Gwithout tiraton) it

Data Storage | 250 datum e

Measura Range | 0:Amah-200mgN (ma ritrogen)
1100%1% (relative error, include digestion. | = 99% (refative error, including digastive

RepetitonRata  |Relalive standard deviation< £1% —=
I

Warking Hours Distilation ime: 5~15 minutes, the bser can set automatically according to different samples.

Cooling Water Consurrption 3L imin (= 20T )

Power Supply 101220V, 50/60Hz ——
Extsmal Size 430'360°670mim 380*320°670mm
NetWeight 125Kg | 20Kkg

BKD-C/D Series Kjeldahl Digestion Furnace

1. Type C digestive fLrnace adopts quariz infrared heating pipe.
Z. Type D digestive furnace adopts infrared heating and graphite conduction.

Technical Parameters:

BKD=-04C BKD-040D BKD-DBC
Heating Holes A A 8 |8 12 |2
Temp, Control |Digtal = > = T
TamD -Ran_ge I R"T'-soo%: e )
Temp.Accuracy | 41¢
Heating Spead | 30°C /min
Protection Fover pressursaver caantover heatog praecion.
Digest Time | 60~80 minfbatch (acconding fo sampla quaniiy)
Digeston TubeSiza | 300m|. T e = e
Consumpaton 1000w 1500w l2000w | 25000
Power Supply | 110/220V,50/60Hz '
Package Size(mm) B45%06'00 6304004720 530°560°T10  770'530°80
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BKN-984 Automatic Kjeldahl Nitrogen Analyzer Funclions List BKN-984 BKN110 BKN-110F
b 3. ol Variable Steam Generator L] ®
{. I\.l cldah-l DlSllller} p— .Coolihg Watar Pressur= Monitor L [ ] .
Cooling Water Temp.Monitor [ ] -
Automatic Alkali Solution Adding I ° .
Automatic Dilute Water . L ] ]
Features Auto Recaiver Solution Adding . . )
1.Automatic kigldahl distiller. | = Tube Emptying . L4 .
2.Manual or automatic moda changeover free. Remavable Drain Tray o % st
1 Safsty Door [ ] L] *

3.4.3 inch color screen. e = i I

4 Solutions adding are quantified. Tuba On Postion Sensor i . |
: Tube Replacement Sensor . [ ]
5.Multi pratection, safety door, fube position, cooling water testing, etc. Colorimetne Titration Devica T - e
B.Self-trouble shooting functions for valves, pumps and sensors. - Ratiie Caloulation s ‘.
7. Tube and pipes automatic emptying . Result And Data Storing . °
BKN-984 (Automatic) Built=In Printar = 7S
fmuble Shooting Self-detecting Functions L] [ ] ®
BKN-110/F Fully Automatic Kjeldahl Nitrogen Analyzer Titration White Distilation .

Features

1.Built=in colorimetnic titration cevice.

2.Two steam models, can adjust solutions adding's sequence.
for distillation and absorption special samples.

3. Touch screen Used for operating and display.

4.Built=in printer, USB and series port for data outlet.
5.8amples’ methods can be edited and store. ug
6.Almost features of BKN-984 plus.

BKD-N Series Kjeldahl Digestion Furnace

——e Technical Parameters:

' N=-110/F (Full atic
it il ST e

BHN-984 BKN=110 BKN=-110F Temp. Range RT 45 -450C
Power Supply T10f220 V 210%, S0/60Hz T
Consumption 2000W | Tgnw. Aceuracy | e
Water Consumption 1.5LIMin Heaing Method | Infrared heating and high-purity araphite conduction
;Ambisnl Temp. 5=40TC | Haating Insudation Method Ceramic fiber and unique air duct msulation
Arnbiart Hurmidity 80% 5 :
Net Weight 30kg a%kg 35k . Digestion Tube Capaciy | 2801
External Size | AD0*385°T35mm A55*391*730mm 455*381*730mm Capacity Per Batch 20pcsibatch
Measure Range 0.mg=200mg i
: Artalvein Time T Power Supply 0220V £10%%.50/60Hz
Recovery =98.5% Consumpation 3600W
|Samples Avaitable Salid = bg: Solld = fi; Liquid = 20m) !
| Liguid = 16mi | & Exfernal Size 534*453*218mm
Buratte Accurata f 1.0ul/step 1.0u L/ step i
|Reproduciiity i | £0.5% £0.5% | s tieichs G
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Technical Parameters:

+ Biobase Meihua Trading Co.,Ltd. ————

BEKN-983 Automatic Kjeldahl Nitrogen Analyzer(Kjeldahl Distiller)

Technical Parameters:

Modal BKN-983
Measuring Range 0.1-250magh
Recovery Ratio | =99.5%
| Repeatability Pracision | 205%
| Weight Of Measured Samples  Solid < 6gyliquid < 16m
Distillation Speed 5~Bmin/sample
| Distilation Time Set it at wil
Cooling Water Consumption 1.50L/min
| Operation ¥ . Auto/manual dual mode
| Display Mode | Ginches LCD
Power Supply | AG 220V,50/60Hz
Consumpation | 1500W

Automatic control on adding alkall and boric acid, dilution and elution

BKMN-983 (Automatic)

BKN-987 Series Fully Automatic Kjeldahl Nitrogen Analyzer

Automatic calibration system of titration
liquid concentration (mol)
1.0ual mode of automatic calibration method which Instrument

eliminates errors and traditional direct input method.
2.Automatic calibration method which instrument eliminates

efrors
i
— = ,t
¥F »  x
BKN=-287 (Fully Automatic)
128

Safety protection system
1.Jigestion tube vacant protection

2 Safety door vacant protection
J.Automatic water—replenishing function
of steam cylinder

4 Steam overpressure protection
5Leakage protection

BRN=BBTA (Fully Automatic)

Model

Working Process

BKN-987

BKN-987A

Adding quantitative sample dilution, alkali liguor and absorption liquid;
Automatically finishing distillation, titration, print and liquid-discharaing.

Measurement Range | 0.1~240maN

Measurement Sample AmoLint | Solid < 6g,liquid < 16m

Measurement Time | 4-8 minutes

Titration Precision | 2.0Uystep 0.5Ul/step

Titration Solution Cancentration

and 1 mol

High-precision plunger type

Direct titration samples with 4 titration concentrations of 0.1mal,0.5 mal

High—precision peristaltic titrafion

FIERGEL Sy titration system systerm

Executive Standard | Comply with stipulations of ADAC, EFA, DIN, IS0 AND GB

Repeatability Precision +0.5%

R_eoovgry'Ratio = 9_-9;5% r

Data Storage | Effective storage space 2G

Print Function | 110mm line printer whizh can realize user selective print function
Consumpation 1800w

Power Supply AC 220V,50/60Hz

Requirement Of Cooling Water | Under 25T

Coaling Water Consumption

1.5L/min (Distillation process)

BKD-B Series Kjeldahl Digestion Furnace

Technical Parameters:

Model BED-8BB BKD-12B BKD-208

Design Temp. RT-500 C RT-650 C
Temp. Pracision [s1¢ '

Heating Pipe . Aluminium alioy pipe (Nichrome wirs) | Graphite pipe
Input Power 1.2kw 2w 3kw |26k dkw

Power Supply | AC220V 50/60Hz ' ' '

Heating Speed . 20T fmin

Heating Holas la £ 12 20 20

Digestion Tube Size | 250mi£025m ' ' '

Craft Scientific Ltd. www.craftscientific.com, info@craftscientific.com Phone
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Heating Mantle

1.Electronic Controll Heating Mantle

Hii=|

Features:
1. Cold rolling sheet stretching and spraying exterior.

2.Electronic temperature regulation mode with characteristics of stepless speed adjustment, uniform
temperature, fast heating-up, and safety and durability.

3. Featured by anfi—corrosion, age—resistant, durable and safe.

4. Beautifully shaped, easy to aperate and effective,

Technical Parameters:

Model HM=

'f‘_:l‘}'“““' 50 100 250 500 1000 2000 3000 4000 5000 6000 10000 20000
Suppiy(V) Sl

Max Use

Temp(T ) g

| Consumption(W) 80 100 150 250 350 450 GO0 700 800 Q00 11200 2400
Warking Time continuous

| External $ 260 4300 $300 $ 310 $ 350 $350 $420 450450

Size(mm) $00,40 200  *230 280 250 |*270 270 [*320  *380
PackingSize 0o 200'290 330°330 330°330 330%330 |3B0°380 380380 4507460 |E00*500
(WD )(mm) 220 %250 270 *270 %200  *200 340 400
et
35 4 & 6 7 7 10 21

| Weight

Ielgh {ka)

'?\rr:;ukg; 25 a 5 7 7 8 B 2 26
130

2.Magnetic Stirring Heating Mantles

il

—
-_— Ny

1. Cald rolling sheet stratching and spraying exterior.

HM=II
Characteristics: -
2. Electronic temperature regulation heating mode and magnetic stirring; with characteristics of large heating

area, fast warm-up, high temperature evennass, accurate tem—control, time and cost saving.
3. Heating and stiming can proceed simultaneously; stepless speed adjustment.

Technical Parameters:

Model HM=|

{cr::ll:]am 50 100|250 500 1000 2000 3000 4000 5000 6000 10000 20000
Power
oy | 220V0tz
Max Usa
4
Tempc) %
ﬁ;’;“m""" 80 100|150 250 350 450 (600|700 (goo 500 1200 2400

Speed (rp.m) | 0=1400
Warking Time | confinuous

Extermal 4 200%160 $260 $300 | @300 $310 $350 $350 420 450*450
Size(mm) *200 *230 *250 *250 270 *270 *320 *380
Packing Size 3Bt 290*290 330%330 3307330 |330*330 380380 380%3B0 | 450*450 500*500
{ W*D*H )(mm) | *220 *250 *270 *270 290 *290 *340 =400
Mat | |
Weight(ka) 125 4 5 7 7 9 9 12 23
Gross |
Waight(ka) 2.8 4.5 8 |8 8 10 10 14 28
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3.Digital & Magnetic Stirring Heating Mantles

Features:

1. Cold ralling sheet stretching and spraying exterior.

2. Auto temperature control,digital display and with stirring function,with characteristics of large heating area, fast
warm—up,high temperature evenness, accurate tem-—control, time and cost saving.

3. Heating and stirring can be used simultanecusly, stepless speed adjustment.

4, Featured by anti-corrasion, age-resistant, durable and safe.

5. Adjustable Sensor Rack with Stalnless Rods.

Technical Parameters:

Model HM=111

'{Cmaf}“""' |50(400 250 5001000 2000 (3000 4000 5000 (800D 0000 20000
Power

|220V/50Hz
_SUPFHY(V)
Max Use
| Temp(T) o5
'ﬁ,‘:'qmm""c’” |BO, 100 150 | 250 350 450 500 700 800 800 12000 2400
|Spesd {0-1400
| (r.p.m)
f\f\l‘oﬂ(lng continuous
|tima
| Extarior $220 $280 9330 4340  $340 | 4350 (6350 @425 500510
| size(mm) 185 %220 %230 %245 Y245  [*250  |*270 %320 %300
|Packingsize | 230°215 280°2680 345°200 345290 345°290 (390390 |890°390 470470 540540
{(WPDHH Jmm) | *195 300 %350  (*350 %350 [*a10  (*ado. %380 420
|Nat | _
Mooy (25 55 65 75 7.5 85 85 9.8 |
|
| Gross | i
ety 22 8 7 8 8 92 92 2 26
132

4.Several Rows Electronic Control Heating Mantles

Features:

1, Cold rolling shest stratching and spraying exterior,

2. Electronic temperature regulation mode with characteristics of stepless speed adjustment, uniform
temperature, fast heating-up, and safety and durability.

3. Featured by anti—corrosion, age-resistant, durable and safe

4, Sewveral Rows type, produce as Customer inquiry, beautifully shaped, easy to operate and effective.

Technical Parameters:

Mal Gross
. Capacity us Consumplion Working Exterior Size Packing Size o
i Rows (kW) time (W*D*H)(mm)  (W*D*H)(mm) " =ant Weight
Ka) (Kg)
100 1002 280*140%106 320M80"1=0 4 5
T 250 15042 J20M80M70 360*1920%200 4 5
Rows 500 250%2 360*180*180 A4007220°210 4 5
1000 | 3502 4207210200 460°2500230 7 &
100 1004 53014060 | 570"180™50 8 10
250 150%4 610*140*106 650*180°200 8 10
HM-=IV ;:::\; il - Coutinuous T i T
500 | 265074 BO0*B0*80  [730%2200210 B 10
1000 1 350°4 B(#210*200  |B50*250"230 M4 16
100 1006 8204060 | BEO*BO™MBO 42 15
si 250 11506 840"60*70 | 980*190%200 12 15
HM_N % . i H 4 - 4
oS 500 | 2506 1060%180*180 | 1100*220%210 12 15
1000 | 350°6 1240°210°200 12807250230 21 24
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Mixer

Features of Vortex Mixer

— Touch and continuous operafion
— Specially designed vacuum suction feet hold to the work surface and prevent the unit from movement
— Aluminium cast base avoids unnecessary “walking”

Features of Microplate Mixer

— Compact and universal Micraplate Mixer suitable for small vessels and 96 microplate

Technical Parameters:

Model

Shaking Movement

Orhital Diamater

— Wide range of accessories, easy installation and replacement

- Continuous operation

— Stepless speed regulation of motor

Motar input

— DC brushiess motor jow running noise and long service

MX-S
adjustable speed

,,f“i"'m“n

MX-M
with microplate clamp

134
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Motor Output

Spead Range

Speed Display

Operation Type

Ambient Temp.

Relative Humidity

Protection Type

Consumplion

Power Supply

Size (WDH)

M¥-M Weight
with universal top plate and & fube adapter

Orbital
Amim 4.8mm
SEW 12w
oW Bw
. 0~2500rmp . 3000rpm
: Scale #
5~40T
80%
1721
| Gow

220V £10%, S0/B0Hz
1277130*60mm | 134*134*71mm

3.5kg 0.8kg

» Biobase Meihua Trading Co.,Ltd. ————

Model ME=p

Shaking Movement

| Orbital Diamatar

| Mex. Shaking Capacity {(With
| Attachments)

| Motor Typa

F

| Mator Input
Motor Cutput

| Spaad Range

| Speed Display

: Ambiant Temp.

| Retative Humidity

| Protection Type

| Cansumption

| Poser Supply

:Sim {W*D*H)

Weight

Orbital

4.5mm
0.5kg

External rator brushlass
miotor

18w

10W
0~1500rpm
Scale

5~40C

P21

10220V = 10%, 50/60Hz
260™150*80mm
3kg
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Shaker

Features

— LCD displays speed and timer. Speed, time and operating mode can be viewed simultaneously

— Wide range of platfiorms for use with a variety of vessels

- Multi-voltage

SK-0330-Pro/SK-L330~-Pro

SK-OMBO-Pra/SK-L1B0-Pro
with flask fixing ciip and attachment

SK-D3309-Pro
LCD Digital 3D Shaker. 9°
Attachment with non-slip mat

136

SK-R330—+Fro
LCD Digital Rocking Shaker
Attachment with norn—slip mat

Shaking Moyvement

Orbital Diametar

Max. Shaking Capacity

{With Attachmenit)

Motor Type

Motor Input

Motor Cutput

Speed Range (rpm)

Speed Display
Timer

Timer Display
Timing Range
Opearation Typa

Ambent Temp.

Relative Hurmdity

Protection Type

RS232 Interface

Consumption
Power Supply
Size (WH*D)
Waeight

Technical Parameters:

SK-0330-Pro SK-01B0-Pro

SK-L330-Pro SK-L180-Pro

Orbital fLinear
H0mm Amm
7.5Kg 2.5Kg

External rotor brushless motor

28W

15w

100~500

(Orbital) 100~800 (Orbital)

1100-350 (Linear) 100~350 (Linear)
e
|Yes

LCD

~1199min

Timing / Confinuous oparation

5~40°C

80%

P21
'Yes
30W
|110/220V £ 10%, 50/60Hz

| 420*370*100mm | 340*300™100mm
13.5kg 8.1kg

Madel SK-D3309-Pro SK-R330-Pro
Rocking Motion | 3D orbital See-saw rocking
Till Angle g° g

Max. Load

Capacity Slg 10kg

(With Piatform)

Motor Type DC motor

Speed Rangs 1 10~70rpm

Spead Display LCD

Timer Yes

Timer Display LCD

Timing Range 1=1189min

Operation Type | Continuous/ timed oparation

Ambient Temp. | 5-40T

Relative Humidity | 80%

Protection Type | IP21

Censumption 40w

Power Supply 110/220V £10%, 50/60Hz

Size (0*W*H) A30*3B0MOBmmM | 410*860*200mm

Waight | Skg
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Flake Ice Maker

Application

It is widely used In hospitals, schools, labaratones, research institutes and so on, as well as for food preservation
In supermarkets, fishing refrigeration, medical applications, chemical, focd processing and other indusiries,

Features

1. Main body s high—guality stainless steel, anfi-corrosive and durable

2. Internal chamber is protected with fluorine—free foam thermal cover featuring good Insulation effect,

3. Flugrine—free R134a compressors, safe and refiable,

4. Microprocessor computer confrolled.

5.ltallan Haitec two—stage reducer and Korean GGM maotor makes low noise, Cooling holes and blower fans top
design ensure reliably

6. Patented technology makes high cooling efficiency and large ice—making capacity.

7. The screw extrusion hob—style ice—making type makes a compact structure, realizing lce and water automatic
separation,

B. The unique float-type water tank water inflow system ensures that there is no residual water, no ice clearance
process, no water wasting, and makes them water and energy saving.

4. They have ice full display, water deficlency display, overcooling proection display and malfunction warning
display, etc. for shutdown protection. The stop automatically in case of ice full or water deficiency and start
automatically when power or water supply is resumed. They have autormatic reminiscence function.

10, The lce made is small shaped, amorphous granular flake chipped ica, which can infiltrate info narrow space,
featuring fast cooling speed, good ioe bathing effect. It is specially designed for laboratories,

11. There are power switch and function indicators deployed in the front with detailed instructions. It is intuitive
and easy to Use. Vanous safety performance Indicators have passed electrical tests, they are safe and reliable.

Technical Parameters:

Finz2o FiM30
lee making capacity(ka/24h) 20 30
: Ica storage capacity(kg) |10
; Ica shape Small particals of irreguiar snow ice:
input currenttw} 280 1300
| Extemnal siza(L'W*H) | 330°480°606mm
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Technical Parameters:

Technical Parameters:

FIMTO

Technical Parameters:

FiM100

Technical Parameters:

FIM200

FIM40 FIMS0
lea making capacitylkgl24h) 40 50
Ica storage capacitytkg) ' 16 '
Ica shape .Srnal particals of iregular snow ica
Input currant{w) . 360 380
External size{L*W*H) | A00%543*720mm

|lea making capacity(kg/24h) &0 70
| loe storage capacity(ka) - . 25 .
. Ica shapa . ! Small particals of iregular snow jce
I Input cument(w) | 420 460
Exdamal size(L*W*H) | 400°510°B25mm .

lce making capacity(ka/24h) 100 120

| lca stroage capacity(ka) 40

| lce shiape Small particals of iregular snow ica
: Input currantiw) . 520 . 550

; External siza(L*W*H) . 500*5611*940mm

| loe making capaciy(kai24k) 200
lca storage capacity(kg) . 60
. lce shape . Smiall parficals of imagular snow ice
. Input currentiw) 1040 1100
: External stza(L*W*H) | BEOB11*1100

+ Biobase Meihua Trading Co.,Ltd. ———
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Biological Microscope 2.XSB-Series Laboratory Biological Microscope

oy

1.X5-208 Series Laboratory Biological Microscope

“ -

ST g 4@

XE-208A *5-208B XS-208C AS-208AP X5-208BP

XSB-2014 — XSB-3018 V'
Technical Parameters: ‘

Madel Technical Parameters:
XS-208A X5-2088B X5-208C 2 XE-208BP

Specification

Mooel
| Siiding Binocular Head Inclined Specification - = =
| At a5t XSB-301P XSB-301B xX58-1038 XSB~102B XSB-3014
Sliding Trinocular Head Inclined . e . . . . Compensation Free Bnocular .
Viewing At 450 Head Inclined At 30°
rjesd ComnensaﬂonAl:r:; Binocular F, Viewing  Gompensation Free Trinocular =
Head Inchned * | | | | | Head Head Inclined At 30°
COmDIer:;?ﬂOﬂAI:F:; Trinocudar . . Compensation Free Bnocular/ - %
Head inclined | | | | Trinocular Head Inclined At 45
Noselais ﬁall Bqahng Quadruple o = . - ® N : za::l;:::gr;g Quadruple & . = - %
Evepiaca | WF10X1Bmm | L] | L | - | * | = | Eyepieca  WF10X18mm L) . - - | »
Achromatic 4 & Z Plan Achromeatic
- | A T0X, 40X SH00X(S, Oil) AX 0K A0X(SN00X(S, Oi)
g Infinite Achromatic ' | ' ' | ' Oljachvg " | TomaRE . . .
4X10X AOX(SHOOX(BO | | e i | R
Sms | garssonn . |® ¢ . s . 10X 20X AOX(SHOOX(SON 7
Abby NA1.26 Condenser e I e g * g >
Condenser | With tris Diaphragm . . . . . Abby NA1 25 Conderiser With Iris
| &Filter,Rack&Pinion Adjustable | | | | Condenser Diaphragm &fiter,Rack&Pinion | @ ® . L °
Build=in liumination,Halogen Adjustable
Mumination  LampBY/20W Power Supply — ® - . L * i . Build=in Numination,Halogan
a0~230V lurmination LampBVI20W,Power Supply 220V . . » .
Each Set In Styrofoam, To Each Set in Styrofoam, To I
i 98 | Gartoon For Safaty e ' & : 4 ks Package . Gartoon For Safety L] - - . °
Optional:2.0,3.0 or 5.0 Megapixel, CMOS electronic eyepiece Optional:2.0,3.0 or 5.0 Megapixel, CMOS electronic eyepiace
140 141
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3.BX~Series Laboratory Biological Microscope

= AW W
253854

=]
— — —

=) = (=) (=]
- — e
BX-101A BX=1018 B0 HX-102A BX-1028 BX=102C 8%-103C

Technical Parameters:

Model

Specification

BX- BX- BX- : BX- BX-
101A 101B 10181 102C 103C

Monocular Head Inclined At 45° L] .

Dual Observation 45 *,-90° Inclined .
And Vertical 360° Rotable
Sliding Binocular ~ead Inclined At
Viewing Head 45
Compensation Free Binocular
Head Inclined At 30°
Sliding Free Trinceular Head
| Inclined At 45° | | |
Nosepieca Ball Baating Quadrupla Nosepieca  ® . . L] L] L] .
| Eyeplaca WF10X18mm L] L] L] . . . .
Achromatic

Oblecive. s 10X, 40X(SHOIX(S,O) ] 8 d y p % "

Double Layer Meshanical Stage
Staga ME5*1256mm Moving Range . . . - . - -
30X50mm

Abby NA1.25 condensar With Iris
| Condanser Diaphragm &Fiiter, Rack&Pnion L i . ° L] . .
Adjustable
Build=in lluminatizn,Halogan
Lamp&V/20W,Power Supply 220V

Each Set In Styrcfoam, To Cartoon
For Safety

lumination

Package

Optional:2,0,2.0 or 5.0 Megapizel, CMOS electronic eyepiece
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Inverted Microscope
-

)

) . S NIB-100/XDS—403

Technical Parameters:

Viewing Head Trinocular Head Inclined Al g stance 48~-75mm

Eyepiece High Point Extra Wida Field Evepiece EVMA0X/22

Infinite Plan Objective  4X/0.1,WDr8mm
0X/0.25 WDOrmm
200/0.4 WD5Amm
Objective A0X0.6,WD2.6mm
Infinite Plan Phase Objective PH10X/0.25 WDA0mm
PHZOX/0.4,WD10mm

PHAOK/0.65 WDO.35mm
MNosepiece Quintuple Nosapisce
Condanser ELWD Candensar NAD3 LWDT2mm(Without Condenser 150mm)
Centering Centerng Telescopa (@30mm)

10X =20X,40X Pre-Adjustable Phase Arnulus Plate

i
e 10X-20%,40 Adjustable Phase Annulus Plata

Plain Staga 160*250mm

Giass Insert
Stage Altachable Mechanical Stage,X-Y Coaxial Control Moving Range 120°78mm

o Auxitary Staga 70*180mm

@38mm Petr Dish Holder

@54mm Shide Glass Holder
Focusi Cosptal Coarse And Fine Adjustment, Vertical Objective Movemant

i Coarsa Stocke 37.7mmi Pet Rotation, Fine Strok 0.2mm Par Rotation
Hiurmination Hailogen Lamp 8VI30W
Filter Diamater 45mm,Blue,Green, And Ground Glass
| Lnverted Fluorescant Attachment

ACCEsSSoNes

Video Adapter With C Mount
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Fluorescence Biological Microscope

XJD=100 xyY—1 WY —:

Technical Parameters:
Technical Parameters: r r

= Model T Compensation Binocular Head Inclined At 45° ,  Compensaton Trinocular Head Inclined At 45°, ' ®
Specification Viewing Head
XJD-100  XJD-200 ¢ 3 | Intempupillary Distance 55~75mm, Interpupillary Distance 55-75mm, Q
Wida Fieid WF10XH18 Eyepiace .
Monocular Haad Inclined At 45° L] Eyepieca
| 1 | | | P16X Eyeplece |®
Sliding Binocula~ Head Incined At 45° L] N ’ Backward Quadruple Nosapiece .
Viewing Head I i I I Backward Quintuple Nosepiece la
Sliding Tri lar Head Inclinad At 45 L4
ot AN s s b | Achromalic Objective 10X, 20X, 40X(S}, 100X (S, Cil) .
Compensation Free Thnecular Head Inclined At 30* . b Semi~ Plan Achromatic Objectiva 10X, 20X, 40X(S}, 100X (S, OF) o
Nosspiece Ball Baating Quadrugle Nosepiecs le e . . T Plan Achromatic Objective 10X, 20X, 40X(S), 10048, of) [2
! | Infirite Plan Achromatic Objective 10X, 20X, 40X[S1, 100X (S, Oil) o
Evertiona WF10XWF12:5% I ) i . Stage | Double Layers Mechanical Stage:140X140, Moving Range:75X50mm L
dh WF10X20mm . Condenser | Abbe Condenser N.A.=1.25 With Ins Diaphragm And Filters .
Motaliuraical Obiectives 10X 40X 100X(S O I . I - . Focusing System | Coaxdal Coarse & Fine Adjustment, Fine Division 0.002mm, Moving Range:24mm .
tallurgical Objectives 10%,40X,100X(S,0il) | | | A High Brightriess Callector .
Objective T E - &
Infinity Metallurgical Objactives 4X,10X,20X(S),40X . IeniecIkimiaton Wit e Dispheony |
| | | | | Hormiet ACZ20VM0V, 6V20W, Halogen Lamp, Brightness Adjustable. =
Double Layer Mechanical Staga 2424172mm ACEZ0VA10V, Super Light LED Lamp, Brightness Adjustable. =]
Moving Range 75*50mm 2 Filters Grean And Blue Filters a
s o —
Daouble Layer Machanical Stage 135*140mm Moving Ehorascant AiachHmmits . . .
Rangs 7050 L . - L ey, B(Bhug), B(Grean) Exciting Light Fiiter Systam, O Ordinary Light System .
nge ™ Fluorescent llumination e R e T
T X = - = g T | Uiraviolet), ViViolet) Exciting Light Filter System, O Ordinary Light System e
F :oamaAInCo:rsl.e 8‘:1'”9 Frm.:sar;g Al:gustrnf-:rlt ;V“h i " i ~ INurmination | 100W Uitra Hi-Voltage Spherical Mercury Lamp .
Qeticihg breyar e e el sl S Profact Barrier | Barrier To Resist The Ultra Violet Light 0
: ! Power Supplier Power Supplier AC110/220V, Digital Dispiay And Timer e
iminaior Build=in liumination,Halogen Lamp6V/20W Power | - - - Fluorescent Free Objective | 10 20X 40X 100% .
Stpply 220V | | | _ Optional Parts High Resolution COMS Digital Gamera 5.00MF, 8.0MP With Software P
Fittar Blue,Green, Yellow " . L o Note: ® Standard Outfit; @ Optional
144 145
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Digital Microscope

l

BATV-1

Technical Parameters:

Viewing Head

MNosepiece
Eyepiece

Objectiva

Stage

Condenser

Humination

Packaga

[\

BXTWV-14A

Specification

Sliding Trinocukar Head Inclined At_dE'

BXTV-1B

Model
BXTV-1 BXTV-1A BXTV-1B BXTV-IC BXTV-1D BXTV-1E

Comnensatibn Free Trinocular Head |

Inclined At 30*
10'LCD

: Ball Baating Quadruple Nosepiece
WF10*18mm {
Achromatic 4X102,40X(SH00X{S,01) |

Plan Achromatic

AXN0K, 40X (ST00X(S, Ol
Double Layer Mechanical Stage

135%140mm

Abby NA1.25 Condenser With Iris
Diaphragm &Fijiter Rack&Pinion
Build=in Mumination, Halogan

LampEVI20W,Powear Supply 90-230V |

Each Set In Styrofoam, To Cartoon

For Safety

Image Sensor

Signal Systam

Scanning Frequency

Horizontal Resolution
Mirt llumination

Powear Consumed
485/N Ratio

146

1/3SONY CCD

| PALINTSC

Horizontal:15.625KHz

| Vertical:50Hz
| ABOTV/520TY

F1.2 0.5LUX
0.01LUX

| 73mABSmA

50db AGC

BXTV-IC

Video Output

| Backlight Compensation

Electronic Shuttie

| Camera Interface

Balance

: Gain Control

Power

—

BXTV-1D

BNC 1.0VP-P.75

| OFFION

AUTC IRIS EE

cs

Auto

Auto.

pc12v

BXTV-IE

Stereo Zoom Microscope

SZMAS SZM-45T SZMT04S ST-20
Technical Parameters:
Model SZM=-45 SIMAST
Viewing Head Binocular Head Inclined At 45° | Trinocular Head Inclined At 45°
Eyepiaca Eyepiece:WF10*20mm
Objective 0.70%~4.5% Continuous Magnification~Vanatle Objectives
Magrification TH~B0X, 3.5X~180X (Auxiliary Objectives)

Interpupiliary Distance | 54~75mm
Wisibifity Adjustment Double Visibilities Are Adjustable

Work.ing Distanc-e Of

Objeciives .100mrn

Murnination Upside: 12V,20W  Downside: 12V, 20W

Model ST=-20 ST-40

Viawing Haad Binocutar Head Binocular Haad
Sl il Straight inciined At 45°

Eyepieca | WF10X

Objective X, 24, 3K, 4

Magnification !

Interpupiliary Distance | 54=75mm

Visibiity Adjustment Double Visibilities Are Adjustable

Waorking Distanca of |

Objactives s

[iumination | Natural Light A A

Downside: 12V,20W

+ Biobase Meihua Trading Co.,Ltd.

ST-40 ST-80

XTL-T7045

Trinocular Haad Inclined At 45°

ST-60

Binocula { Trinocular )
Head Inciined At 45°

| WF10*20

0.70X~90X, 3.5%~180X
(Auxillary Objectives)
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Thermostatic Water Bath

Features:

1. t adopts new design structLre, which could avoid the leakage of steam,

2. There are pointer type temoerature controller and Intellectual type temperature contraller for selecting. The
intellectual temperature contraller has high lightness digital display and touch operating button, which is easy fo
operate. It has high precision an controliing the temperature.

3. Stainkess steel chamber and Upper cover.

T e W "
v e
nE o= -
e : -
- _ K v T
w085 , V7 Pn e 1
(Rl =~ -
S =
2 ——
pIOBASE

Technical Parameters:

SY=1L1H SY-1L2H SY-1L4H SY-1L6H SY-2L4H SY-2LBH SY-2L8H
| Pawer Supply 220VH10V; B0I60HZ
| Consumption{W) 400 500 1000 1500 1000 1500 2000

| Temp. Precision('C ) =05

| Temp. Rangs(C ) Room Te.+5 - 100T

Temp. Sansitivity('T} = +1

Transparent Water Bath

Features:

1.Adopt new design structure, effectively prevent leakage of steam.

2.Inteligent temperature contral, digital display with high brightness, high precision temperatura control,
3.All made of transparent acrylic sheet, can clearly see objects that are heated.

Technical Parameters:

+ Biobase Meihua Trading Co.,Ltd. ———

| Display Error{C ) =125

|Chamber Size e N = . |
(emWDH) 168YBS2 25M6EZ G5IBEN2 WASERMZ 32532542
Products Size %

5424% + . 13*24%21, 5*38%1
(omWDH) e N e e R
|Packing Size a5 |sa s . *
(emWr DT [rsasaness [inman iATS 2 SN
|Net Weight(a) 3.5 |45 7 8 (7
| Gross Weight(ka) 4 5 8 10 B
148

48*32,5M2 | 63.5732.5M12

677389 | 82.5*38%19

72%48%23.5 |87*48%235

8 8.5

95 11

Model
Capacity BL
Powar Supply 220V50Hz
Consumption(W) BOOW
Temp. Fluctuation(T ) . +0.5
Temp.Range(T ) RT+5 - 100
Tamp. Sensitivity('T ) 041
Chamber Size { mm){W*D*H) 280°220"50
Packing Size{mm)(W*D*H) 450%350%270
Net Weight(Kg) 35

: &

Gross Weight(Kg)
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Constant-temperature Water Tank

Features:

1. Cold-rolled sheet spraying exterior; stainless steel inner chamber and roof cover.

2. Choice of pointer type temperature controller or intelligent temperature controller with PID program, digital fube
display, and light toliching operation key; and with function of timing and over—-temperature protection,

3. Functions of temperature setting, heat preservation, digital display and accurate temperature control,

Technical Parameters:

WT=424A WT-428 WT-60A WT-608B
Power Supply(V) 1220V/10V, 50/60Hz
| Gonsurmption(W) 50010% 11000410% | 750410% | 200010%
[ Temg. Fluetustion(C ) 0
Termp Rangs(T ) [RT+5 - 100
| Chamber Size(em) (W'D'H) | 42"18*14 4241814 60°3020 |60°30°20
| Product Sizalom) (WD'H) | 672327 | 75735%36
|Packing Sizelom) (W'D'H) | 65'30°31.5 6530315 84%41%35 8474135
Nt Weight (Kg) 's 85 T 18
| Gross Weight ( Kg ) o5 10 l19 20
Notes:

1. Arefers to constant temperature water tank.
2. B refers to tn—purpose electro-thermal constant - temperature water tank.

150

Thermostatic Shaking Water Bath

Features:

1. Cover is made of high—transparency materials for direct observation of the samples inside.

2. Shaker uses stepless speed regulation

3. A fan Is installed inside the working chamber to force convection within the chamber. This promotes a betier
heat mixture and temperature uniformity within the chamber.

Technical Parameters:

Model

Vibration Amplituds 30em | 24em 30cm
External Sze{L*W*H)(cm) - 714643 ‘ T0*46*45 . 71%46%43
Internal Size{L*W*H)(cm) . 46*39"15 50*41*17 ;46‘39"15
Package size{L*W*H){cm) . 82*64"51 .85*64'52' ;&2*64’51
Copsumptiorn . 1550W . 1300W .1550W
Vibration Frequency(rimin) . 50-280 50-220 ;50~280

Notes Rotation oscllation, Timing .T‘::_h;n, Oscillating back and forth, ;f;s"?'::hng back and fortt,

Temp. Range RT+3TC ~100T
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Low Temprature Thermostatic Water Bath

Features:

® Temperature is raised or lowered indirectly by passing preheated or precooked water through the tank.
® High insulation is achieved with polyurethane foam stuffing between the inner and outer casing.
@ Micropracessar controller with seif-adjustment of tank displayed temperature and temperature.

Technical parameters:

Temperature Confrol Range |10 ~ 99T ~20 - 99T
T_eleGramrs Uniformity ' 10.515 D Cee—— -
Temperature Fuctuation |s05¢
Heating Consumption 1000w
Gooling Gonsumption 200w 00w
itemaiSza  300%260°220mm -
152

TB-1 Super Thermostatic Water Bath

Features:

® Inner and outer casing is made from stainless steel plates,

® Temperate is controlled using a glass mercury thermometer,
® Control circultry uses silicon—based components and
contactless switchas

Technical parameters

TempRange

Temp Fluctuation

Circulation Pump Flow Rate
Caeie e

NetWeightiGross Weight  155/30K

TB-2 Super Thermostatic Oil Bath

Features:

® |nner casing is made of stainless steel plates.
@ Data control and display uses microprocessor controller
and digital display.

Technical parameters:

Power Supply 1220V 410%. 50/60Hz

Temp Range RT+5C~ 300T l
Temp Fluctuation 41T |
Intermal Size  450*280*300mm I
External Szo | 565'386°605mm :
PackageSize 675485 705mm

Circulation Pump Flow Rate > 10U/min

Net Weight/Grass Waight 2338k |
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Hotplate Magnetic Stirrer

Features of BS-2H/3H

— Die—casting and stretching roof cover; fabrication
processed exterior fo prevent lzaking,

— Heating and stimng can proceed simultaneously.

- Enclosed heating plate with characteristics of flame
protection, fast warm—up and durability,

— Heating power and stirring speed is steplessly adjusted.

Features of BS-4H/4HC

— Stretched shell and cover prevent leaking.

— Heating and stimng can proceed simultaneously.

— Enclosaed hot plate with flame protection, fast warm-up
and durability,

— Heating Power and stiming speed is steplessly adjusted.
— Max. Temp. to 380 degree, max. Speed to 1600 r.p.m.

— With the adjustable PT100 sensor rack and Stainless
Steel Rods.

Technical Parameters:

BS-2H/3H

BS—4H/EHC

Modeal

112020mm

|Wark Plate Siza

EWork Plate Material :ah.rmimrn

Maix. Stirring Capacity 2L 5L
Spead Range QO0=2000mm

I Heating Temp. :330‘0

:Cunsumption 20w . 500
Powar Supply ;‘104?220\-'110%, 50/60Hz
Exlemal Size (WD*H) 5200'120“%11m

|Packing Size (W*D"H) | 265"185*190mm

' .Net Weight :.Gkg | 2.2kg
Gross Waeight .3kg :3.41}{9
154

470%70mm

250*180*120mm

| 280*210*150mm

180*190mm

| pEramic

-380C £10%

| B0OwW

300" 210" 126mm

400" 240° 220mm

;55@
| Bkg

Hotplate Magnetic Stirrer

& &<

MyYP11-2

MYP11-2A

+ Biobase Meihua Trading Co.,Ltd. ———

HO1-1A

SHOG-36G

Technical Parameters:

Work Plate Size

Wark Plate Material
Maz. Stirring Capacity
Motar Typa

Maotor Output

Speed Range

Digital Display

Cantrol

Heating Cutput
Heating .Temp. Ranga
Safety Temp.

Temp. Precision
Timing Range
WSupf;iy

Size (W'D*H)

Waight

2.7ka

Brushlass DC mator

15W

50~1500rpm

Spead, temperature, time

Button Knob + Button

GOOW

|RT-320C

350T

£0.5C

1-8899min  1-280min

1220V, 50/60Hz

280MB0*80mm

Button

x85-2

HO1=1A

$175mm
| Stainless steal

0~1500rmpm

XKBE-25

s ‘Speed

|RT-250C

| 280M784145mm | 330190*130mm
5.3kg |4.6ka

| Knob

Conductive thermometers

250*150*138mm
3.8kg
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Ambient Termp. 5-40°C
Relative Humidity . 80%
Consumplion . 1050W 1030W S50W 530W 515W
Power Supply . HO220V £ 10%, 50/60Hz
MS7-HBS0-Pro  MS7-H550~5 MS=H-Pro+ MS-H280-Fro Siza (WDH) . 215*360*112mm 160*280*85mm 150*260*80mm |
Welght . 4.5kg : 2.8kg . 1.8ka

Technical Parameters:

Work Plate Size
.Work Plate Material
| Max. Shirring Capacity
Maotor Type
| Motor Input
: Motar Output

Spead Range
: Spead Display
. Spead Display Precision
| Heating Output

Heating Temp. Ranges

| Control Temp. Pracision
:Sa‘!ety Tamp:
. Temp. Display
| Display Temp. Pracision
. External Temp. Sensor
. Max. Magnafic Bar
: Waming Temp.

Timing Range
. RS232 Interface

Protection Type
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MS7-H550-Pro MS7-

184*184mm

Glass ceramic

| 20L

| Brushless DC
| motor

18w

10w
1 100~-1500mm
|LCD

+1pm

1000w
RT-580°C,
| Increment 1

| 4q(<100°0)
£ 19%(>100°C)

580°C

LCD

20.1°C
| PT1000

80mm

50°C

Yes

P21

10L
Shaded pale
~maotor

15W

1.5W
0~1500rpm
Scale

{

RT~550°C,

increment 5

x10°C

LED

21°C

MS=-H=Pra+ MS-H-Prot

D135mm

20L

Brushless DC mafor

BW

. 10w

: 100~1500mm
. LCD

| +1rpm
-BOUW

RT~340°C, ineremant 1

+1(<100°C), +1%(>100°C})

1360°C

LCco

+0.1°C

{ 1-5988min

Yes

|IP42

| Stainless steel with ceramic coated

DC motor

0~1500rpm
Scale

RT~340°C

350°C

Scale

MS—H280-Pro

| Brushiess DC
BW
aw
100~1500rpm

LED

RT~280°C,
increment 1

| £1(<100°C)
+1%(>100°C)

J20°C

LED

=1°C

PT1000

50mm

50°C

Magnetie Stirrer

Ms-PB

| Work Plate Size

Work Plate Material

Max. Stirring Capacity

Motor Type
Motor Input

Motor Cutput

| Speed Ranga

Speed Display

Max, Magnetic Bar

| Ambient Temp.

Relative Hurmidity
.Protection Type
-Cmswnclu'on
-Power Supply

Size (W*D*H)

| Waight

Technical Parameters:

MS5~5
135mm
200 8L
i?[ifmss 2 DC mator
1w sw
. 10w . 3w
. 0-1500rpm - 100~1500rpm | 0~1500rpm
. Scale . LED -Scale
| B0mm - 50mm
. 540G .
| 80%
. P42
. 30W 15W 0w

NO220V £10%, 50/60Hz
160*280*85mm 150*260"80mm

2.8kg 1.8ka
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Magnetic Stirrer

T b= |
rgo. :E" "1‘,' r__.‘." Tva ‘
- -—),-v f - -}- < -
98-2 Ho3-A B5—1 85-1A 85-2A
| | — i
® = [ o = _a <255 -~ W
- ir’ = i N > & L g ;‘;_
401 a0-18 961 Hoi-2

524G

Technical Parameters:

80-18 86~1 HOY-2
Work Plate Size
| Working Plate =
Material e sick) Work Piate Material
: Max. $thg 451 a1 aL 5L 201 5oL Ma. Stirring Capacity .
Capacity
| Mator Type
Mator Type | Brushless DC motor Speed Range
Speed Range | 0~2000rmpm 0-1500mm | 0-2000mm  B0~2000rpm Coptrol
; | I | 1 f I Heating Output
Digital Display 3 Spead It ! ! ! | Speed |/ | Speed |
| ; Heafing Temp. Range
Caontrol .Knob Safaty Temp.
Consumption 15W 4w aw HOW 40w 100w Ambient Temp.
Power Supply | 220V, 50/60Hz Relative Humidity
| 1 T Power Supply
Siza (WD*H) | 260160 12107210 120M30 210130 | 245%145 305%300 | 410400 |
. | *110mm | *M05mm. | *65mm *685mm *100mm *105mm *15mm Siza (WDYH)
Weight 4. 2kg 3.7kg 1.2%g 2kg 3.2kg 6.5kg 10:5kg 110.7kg Waight
158

MS-M-510

84-1{6 positions)

Technical Parameters:

MS-M-510

“80450mm

Stainless steal with siicons Fiim

0.4L"10 0.4AL*10

Brushless BC motor | DC motor

| B=1100rpm

Scale

7 470w

I RT-120C
I doc
540 '

1220V, 50/60Hz

82562
*G5mm

3.2kg

MS-H-S10 B4-1(4 posiions) 524G

1.5L74

Multi-Position Magnetic Stirrer

84—1(4 positlans)

====2
g l?f!@*é »
»

HM-=1D

84-1(6 positions) HO1-1D

& 145mim

Stanless sieel Aluminum alloy | Stainless steet

3L*

15 aL'e
Brushiess DC motor
|0~1500rpm
. Kot Button Knob
It 14°B00W 'r | 6+360W
I RT50C |/ RT-150°C
It 3s0°C I 350G
200°280 1280°380 420300 110087230
| *80mm | *4mm | *80mm | *50mm
5.8kg 12.2kg 9.2kg 21kg

o

Craft Scientific Ltd. www.craftscientific.com, info@craftscientific.com Phone: 604-467-6321 Fax: 604-467-6300

+ Biobase Meihua Trading Co.,Ltd. ————


http://craftscientific.com/

—=» Biocbase Meihua Trading Co.,Ltd. ————

Index P HOME
- [ icespage | _rowe

Overhead Stirrer Electric Stirrer !

Features of MYP2011 series

— Brushless DC motor drive penetration type stirring shaft
0540-5/020-5 08405/ 020-5 0540-Pro/0S20-Pro 0540-Frol 0S20~Pro

MCU closed-loop cotrol,
— Constant and stabla rotational speed.
LED Overhead Stimer witn Universal plate stand LCD Overhead Stirrar With Lniversal plate stand

- Digital display and speed setting, rotary encoder operation.

Features of D series

— Brushiess DC motor drive.

- Digital display rotation speed,

Technical Parameters:

Technical Parameters:

" MYP2011  MYP2011  MYP2011  MYP2011 ' k, y
Modal 0S40-5 0S40-Pro 0S20-Pro Model &b i |'on LA s D2004W D2010W D2015W  D2025W
Max. Stiming Capacity | 40L 201 | 40L 201 et
! L i | £ | Maw. Shl'l"ll'lg !
Motar nput 1200 BOW 1200 BOW Capaciy 20L 50L 100L 200L 18L 50L 100L 2000
Motor Dttput 100W 50W 100w 50W i
I i i Motar Type | Brughjiess DC motor
| Speed Ranga 0~2200rmpm 50~2200rpm | " : -
|Speed Dispiay [LeD LoD ' Motor Torque  200mNM  450mN.M  6OOMNM 1M 200mhM | 450mNM  BO0mNM  AN.M
_ Speed Display Precision | ) £3rpm £ 3rpm | SpeadRange | 60= 500/60~2000rpm
Speead Display Stirring Rod .
Fluctuation 2rpm Lot 350mm
| Max. Torque BONGm 40MNcm BONem A0MNem v |
| | | Stirring Raod | x y :
Torque Display / LCD Matarial E Stainkess steel PTFE Stainless steel
Overoad Protecfion LED flicker, mafor automatic stop Pola Lanatt | 200mim
: Motor Protaction LED flicker, motor automatic stop T
| 1 Chuck Range
Max. Viscosity 50000mPas 10000mPas | B0000mPas 10000mPas Diameler $1.5~13mm $1.5~10mm 41.5~13mm
Chuck Range Diamater | 0.5~10mm T 1
IE : i Digital Di |LCD LED
Protection Type IP42 caan )
Ambient Temp. 5~40T Contraol Knob
Relative Humichty (8% o [80% _ Consumption | 50W 100W 150W 2500 40W  100W 1500 250W
RS232 Interface ! Yes Yes |
> i t t Powar Supply 220, 50/60Hz
Consumption 130W TOW 130W oW | !
Power Supply TO220V £ 10%, S0/60H2 Siza (WD*H) | 380°82°210mm (main body) ﬁ*?\'ﬁﬁmﬂm {main 390"5}}3‘1aﬂmm {main
I | bad
| Size (W*HD) B3*220*1B6mmM | | 2 I ¥
Waight 2.8kg 2.6ka 2.8kg 2.6kg Weight 12kg 12.3ka 12.5kg 12.6kg B.dkg 12kg 12.5kg 13ka
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BDV-S and BDV-N Series Digital Viscomelers

BOV=1S BOV-9S

BOV-58/8S BDV-N Series

Features:

BDV-S series digital viscometer

@ |t adapts 16 bit MCU as central control circuit,

® It features as follows: gearless driving, LCD.

@ Optional accessories: Printer and RTD temperature probe.

162

BDV-N series digital viscometer

® Measuremeant is more larger than BOV-5 senes.

® Rotating speed i1s improved to non-polar shift,

® RTD temperature probe can timely monitor the temperatura of the sample.
@ Optional software: Data Collecting, Analysis and Plot Software

Technical parameters

Model BDV-85 BDV-55 BDV-85 SNB-1N BDV-2ZN

—= Biobase Meihua Trading Co.,Ltd. ————

BDV=3N BOV=4N

e 50 ~
80,000,000 10,000,000

04 =899 (04~200

4 types
(21.27.28.29)

g::::m Ho- - = 1~ 1=  los=
(mPa - s) 100,000 6,000,000 100,000 | 2,000,000 600,000 6,000,000
0.1, 03,08, 0.3, 08,
Rotation Speed | 6,12,30,60 (15,3,6,12, 6123060 153,86, |1-~60 04~ 999
30, 60 12, 30, 60
Number of
= e
Soi 4 types(L1 - L4) 4 types(L1 — L4)
+5% +3% +1%
r;fsumm‘ (Newtonian  (Newtorian | (Newtonian
ki Fluid) Fluid) Fluid)
Repeatability £0.5% (Newtonian Fluid)
Power Supply Special power adapter (100 ~ 240V, 50/60Hz)
Opticnal LO
Spindle
Measure Range |1 ~ 100 1 - 600 1=100 1 ~2000 1-600 06-6000 6-60,000 3~ 60,000
(mPa.s)
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BDYV Series Viscometers BKU-1 Digital Viscometer

BDV Series

Features

® |t adapts 16 bit MCU as central control circuit and is driven by high resolution step motor,

® RTD temperature probe can timely monitor the temperature of the sample.

® LCD can display all information,

® Optional software: DV Program Control Download Software & Data Collecting,Analysis and Piot Software

Technical Parameters

Model

| BOV-1A BOV-IB BOV~IC BDV-2A BDV-2B BOV-2C
' | ' Technical parameters:
_{‘:?::‘f';ﬂﬂ”“ 112~AM B0-40M BA0-320M  (6-BM  40~40M 320-320M P
it i it non—potar b it
| Number of Spindla A (L1 6 (R2-R7) BIRZ-RT) 4(L1-Ld) B(R2-RT) BR2~RT)
| 40-141KU
| Measurement Accuracy £1% [ Newtonian Fluid } Measure Range 32-1099gm
|~ - 27-5274cP*
Spsataily | £0.5% (Newlonian Fluid ) |
[ g Measurement Accuracy =1% (Newtonian Fluid)
| Power Supply Special power adaptar (100 ~ 240V,50/60Hz) i
| Gptional L0 Spindi 1 Repeatability . = 0.5%( Newtanian Fluid)
i :ue:sur)e Rarigs |0.6-6000 6-60000 50-500000  0.3-6000  3-60000 | 25-500000 Rotation Speed 200rpm
mEa.s i
| OptionalR1 Spindle Powear Supply Special power adapter (100 ~ 240V,50/60Hz)
| Measured Range _ 20~100000 160~800000 — 10100000 BO~-B00000
|{mPa - s) Mote: cP Is for reference, not for calibration.
164 165

BKU series

Features

® BKU series viscometer is specially applied to sample like paint, coating, etc.

® |t adapts 16 bit MCL as central control circuit and is driven by high resolution step motor,
® |t can recycling show the units of KU, gm, and cP.

Craft Scientific Ltd. www.craftscientific.com, info@craftscientific.com Phone: 604-467-6321 Fax: 604-467-6300
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RE-2010 Rotary Evaporator

Features:

1.Double sealing with Teflon ard Viton makes vacuum as high as 399.9 pa.
2.High rate of evaporate and recavery.

3.Series module design and highly expandable.

4 Easy assemble and disassembly, simple operation and easy maintenance.

] !'- | Condenser

- - Spin steaning host

Charging valve Angle adjustment handle

Rotary bottle

Revyeling botle ]‘[‘_ﬁﬁ

clamp

Reeycling bontle
A

Handle wsed o lin

/// e Comtrol panel

Enging base

Technique parameters:

Model RE-2010

Rotary Bottle iL
| Collecting Bottle T
| Rotary Speed 10~180 rimin
| Rotary Motor 30w
Aeohol Evaporating Speed | 20 mifmin
Temperature Range . RT~99/RT-189 C
| Gonsumption 1EKW
Elevating Stroke ' 400-150 mm
| Vacuum Sealing . Double sealing rings made of Teflon+Teflon and Te‘ﬁon-r\:‘lton materials
Voltage/Freauency | 220Vi50Hz
166

RE 100-Pro Rotary Evaporator

Features:

1.Easy to read large digital LCD screen displays heating temperature , rotation speed and timing,

2. 5L large water—oil neating bath with heating temperature range from RT to 180°C .

3.Speed range from 20 to 280 rpm.

4.Heating bath with precise temperature control and adjustable safety circuit.

5.Designed a detachable operating panel allows remote contral,

6.Patented condenser (cooling surface 1500 cm?®) with excellent cooling effect.

7.Motorized lift with quick-action,automatic release evaporating flask to top position in case of power failure.
8.Adjustable final position recognition to protect operator and sample against breakage.
8.Evaporating flask with an ejector,convenient fo remove.

10.Available with timer function to precise control processing.

11.Chemical-resistant double PTFE system and patented pressure spring provide excellent sealing.
12.PC can control and document all parameters via RS232 interface (USB),

Technical Parameters:

e~
Frsquen_c;y | 50/60 Hz i
Consumptianr 1 1400'W P
Motor Principle . DG brushless motor &
Spaed Range 20~280 rpm =
Spsed Display LoD =
Revarsible Direction of Rotation \Yes

Heating Temperature Range |RT-180 T

Heating Contral Accuracy [21¢

Heating Output 1300 W

Temparatura Display |LCD

Lt Motor

Stroke 1150 mm

THTIEf : Yes

Timer Dispiay ILco

Timer Setiing Range(min) 14-909

Overall Dimensions(W*D*H ) 1400*420*580 mm

Weight 20kg

Parmissible Ambient Temparatura [5-q0¢C

Permissible Relative Humidity | 80%

Protection Class acc.To DINENGOS28. 1P20

RS 232 Interface |es

167
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ExRE Explosion-proof Rotary Evaporator

Technical Parameters:

Features:

1.Ex-motor

2.Ex-frequency inverter

3.Ex—auto temperature controfler

4. QHHAD-2005 standard

5.PTFE seal,good performance in seal,non—corrosibllity
£.Electronic classless speed regulation,smooth running
7.Clear display of date and controlling information,running
speed digital display

B.Handwhesl lifting,stainless steel and anticorrosive bath
9.0ual-reflux,integrative standard joints for cooling coils and
ground glass receiving flask

10.Valve feed pipe cover connecting tetrafluoroethylens pipe
11.5tainless steel and Al alloy structure

12.Bath quickly auto liffing,stable and durable

# Optional auto-lifted bath

Rotary Bottle

Gollecting Bottlo
Running Speed

Macuum

| Evaporating RB‘tB{Lﬂ-IzD)
Temperature Range
Mator Power

Baith Power
Voltage/Fraquancy(V/Hz)
Size(mm)

ExRE-1002 ExRE-2002 ExRE-5003
1oL | 20L | 5oL
5 0L 200
| 0=110 rimin
-0.098 Mpa
=6 =10 =18
RT-209°C = .
1120w 120w 180w
(B 15 RW {TorSKW
| 220/50 220/50 | 220/500r380/50
10505801950 110060012100 13004720%2300

RE-2000A/2000B/2000E and RE -52A/52(/5299 Rotary Evaporator

F :
|
l &
' u - bt |y Sa -8
y & L
é 1 - Fey ¥ b 4%
e i ’ '; _ B - e
RE=20004A RE-2000B RE-2000E RE-52A RE-52C RE-5299

168

SHUBIE

uonenBuog  jeuogounS

Aosseooy puondo

Cantrol Panel
Glass Material

Sheif Matenal

Pat Matenal
Rotary Bottie
Reom\nng Flask
Collecting Botlle
Vacuum

Rotary Power
Fiunnmg Spaed
Raotary Speed(r/min)
E\rapu'allng Rate
(L/H:0)

Heating Power
Baih Temp.
Control Range
Témﬂ,. Range
Temp.

Control Accuracy
Mator Power

Bath Power
Lifting Power
_I_;rRing'Dis_iance
Pawer Supply
External Size{mm)
Packing Siza(mm)

Packing Weight

Speed Adjustable Mode |
Temp. Display Mode

Temp.Control Mode
Sealing Way
Lift Way

Condenser
Continuous Charging
Heating Model

Bath Pot Material

Anti-splash Device

RE-2000A RE=-20008

{ Temperatura
Temperature dSPRY | speed dspley
| GG-17
| Aluminum alloy

Teflon composita pot fully sealing heating
1L 24¢standard size

H L 24#standard size

1L 354 ball mil mouth

~0,098 Mpa

40w
|0~198 rpm
| 0-180rpm
=1
15KW
l0~88C
|RT-89°T
1T

laow

1EKW

15 W

120 mm

| 220V/50Hz

6&0‘420*830

| B30*560°540 0 A9m°

26 Kg

| Elactronic classless spaed control
PT100 Sensors, Digital display
Intefligent control

Teflon seal

:"I-iosl Jift automatically

| Vertical condenser 85*430mm
104

: Oil bath 0-400T

| 304 stainless steel

| Bath with a transparent cover

RE-2000E

LCD display

RE-52A

|

| Coating anti-corrosive
| Pot shell material :Coating
| anficorrosive 250*365*150mm

| Stainless steal 240*120mm

It
[0,5L 24gstandard size

|30 W

!

|0~120 rpm
1 Kw
|RT-99/RT~299 T

|30W
|1 kW

| 700°440°1005
5804607460 0.12m°

£lhg

CUS0 Sensors, Digital display

Four fluarine components saal

By manual

| Vertical condenser B5*460mm

29#standard size

0-4007TC

Craft Scientific Ltd. www.craftscientific.com, info@-craftscientific.com Phone: 604-467-6321 Fax: 604-467-6300
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RE-201D/301/501 and RE —1002/3002/5003 Rotary Evaporator

Technical Parameters:

SUB|UEIEY

Model

Glass Material

Shelf Material

Pot Shell
Materialimm)

Paot Material
{mm)

Plate Size{mm)
Rotary Bottle
Receiving Flask
Collecting Bottie
Vacuum

Rotary Powar

Rotary
Spead(r/min)

Evaporating
Rate{L/H,0)

Heating power
.Bath Temp.
Temp. Accuracy
Mator Power
Bath Power
Lifting power
Lifting distance
Voitagel

Frequency(V/Hz)

External
Sizelmm)

Packing
Size(mm)

Packing Weight

170

RE-201D RE=-301
GG-17

Stainless steal

Coating Coaling
Anti= Anfi—
Corosive COMmose
270*270"195 | 290%296"240
Stainless Stainlass
steel steel
250*140 255*170—
280%330 3507330

1L 24# standard size

1L 24# standard size

1L 35% ball mill mouth

-0.098 Mpa

30w 40W

0~120 rpm

=1 =15
L 15KW 2Kkw

0~400 T

- 75

30W 40w

1.5 KW 2 KW

15W

120 mm

220V/50Hz

700"440835 | 660*330%970

590*460%260 1000460450
042 m’ 021m?

21 kg 38 Ko

RE-501

Coating

Anti-
Comosive
310%320*240

Stainless

steal
280*170~

40w

4aow
2 KW

T00%335%1008

104076207410
0.26m*

.33}{9

RE-1002 RE- 2002

RE-5003

Coating anﬁ—corrasive Pot shell material :Coating anfi-

corrosive 250*365%50mm

Coating Coating
Anti-corrosive Anti-corrasive
T10*620° 700 630°534*638
Stainlass steel Stainless steel
507320 450250
534*504 A74474

20 L 935 flange diameter

10 L @95 flange diameter

0.5 L 24# standard size

120 W

0~110rpm

=85 =10
| kW | 5 kW

120W 120W

FKW 5 KW

!

180 mm

970"480*1850 | 1170*540%2200

1350%350°400 | 1370700680 or
1280'670'660 | 705000740
067117

100 Kg 123Kg

Coating
Anfi-corrosive
490*430*540

Stainless stasl
350%220

5507320

=18

| BKW
_380V/50Hz

180 W

| TorBKW

1520°'620"2470

e

or
150"840°660
or
790"730%790

| 1347

170 Kg

uoneinbyuoD [euonoaLn.

fiossanay [BuondD

RE-201D

Speed
Adjustable Mode

Rotate Spesd
Display Mode

Temperaturs
Display mode
Temperature
Control Made

Sealing Way
Lift Way

Condenser

Confinuous
Charging

Vacuum Display
Mode

Anti-axplosion

Framework
Lifting Mode

Caollecting Device

Spray Prevanted
Device

Bafth Pot Material

RE-301

Electronic classless spead control

Digital display

I Sansors,digital display

Intelicent control

Four fluorine components seal

Hest lift by manual

Vertical Vertical Vertical
condenser condenser condanser
E5*460mm 100*510mm 100*580mm

19# Standard size

By yacuum form

Anti-explosion inverter, Anfi-axplosion motor
EX40W

Plastic or PTFE
i

Bath mates & fransparent cover

204 stainless steel

+ Biobase Meihua Trading Co.,Ltd. ————

RE-1002 RE-2002 RE-5003

Frequency control of motor speed

Verti,::al Vertical efficiency e
;ar:ﬁcomr;ﬂy thres reflow ;fﬁdsmy
rea reflow res reflow
condenser
e Main condenser | Sordanser
Main condenser i Mairt condensar
120640 = sgom 160°840
Deputy coid 160530 Deputy cold
135%470 160530
Check valve control
Anti—explosion
Anti-explosion invertar, Anti— invartar, Anti—
explosion motor EX120W explosion motor
EX180W
Automatically
Double collect botties
171
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Intellectual Ultrasonic Wave Cell Disrupter

Intellectual ultrasonic wave call disrupter is a
multi=function and multipurpose equipment
utilizing the cavitation effect of Ultrasonic waves
in liquid. It s used in cell breaking of various
animals and plants, viruses, bacteria and
also can be Used meanwhile n emulsification,
separation, homogenization, extraction,
defoaming cleaning and chamical reaction
acceleration, etc.

This machine has already been used widely
in the education, scientific research and
production in fields such as biochemistry,
microbiology, pharmacology, physics, zoology,
agronomy, medical science and pharmacy, efc.

Technical Parameters:

LCD L seres

LR e
mm i m |

UCD senes

Consumption{W) Random(®) Optional Broad Pole(®) Brokerage Capacity(ml)
|ueoisoL 150 6 12,368 0.5~100
UCo2s0L . 250 : & 23810 | 0.5-200
: UCDEs0L . 650 ! GorB . 23,6,810,15 . 0.5-500
: UCos0oL | 800 . 10 2,3,6,815.20 | 0.5-600
IU!f313120'l21L :1200 .15 or20 .10.15,20.25 550~1000
UCDI1BOOL . 1800 . 25 . 15,20,25 | 550~1200
: Ucoiso | 150 . 6 | 2368 ‘ 0.5-100

uco2s0 . 250 & ! 23,810 - 0:5-200
.UCDESD .650 .ﬁora .2,3,5,8,10.15 .O.&SOD

j UCDs00 . 400 ! 10 2,3,6:815,20 | 0.5-600
TL.ICI::HZ‘J'D .1200 .15 or 20 .10.15,20,25 .50~‘IOOD
. LCD1800 . 1800 ! 25 ! 16,20,25 . 550~1200
172

Duty Ratio

0.1~g0.9

0.1-90.8
| 0.1~g9.9
| 0.1~90.9
| 0.1~¢0.9
| 0.1-98.9
-0.1-99,9
| 0.1-98.9
| 01~e8.9
| 0.1~89.9
| 01~e8.9
| 0.1-89.9

Mini Compact Peristaltic Pump

Features:
1.With 42 stepper motor drive.

2.0LEDVLED screen display the current mator speed, direction and

working state.

3.Mask keypad/Togdle switch and digital knob control operation.

4 External control interface.

5.Embeddad design, small volume, sultable for installing In other

instruments, (only for MPP-EM series).

6.304 stainkess steel housing, resist carrosion.(only for MPP-SP series)
7.Suppart RS485 with MODBUS protocol, convenlent to connect with

PLC.
8.Low power consumption.

Technical Parameters:

MPP-EM1 MPP=SP1
Drive_ I S’:"-MlniPmp
Pump head MiniPump 0
Channel 1
Tubing 13% 142 164

—» Biobase Meihua Trading Co.,Ltd. ———

MPP-SP senes

MPP-SP2
MriPump 02

! 2

7 21 2.5

Flow rate( miimin) | 0.0024~8,28 | 0.0112-33.88 0.0394~114.31 | 0.0652~190.00 | 0.005~15.01  0.018-54.63 | 0.0256-76.84

Flow rate range | 0.0024~190mi/min
Speed range | 0:1~300rpm, reversible
Speed precision. | 0-trpm

Flow rate precision  0.01ml

Motar type 42 steppar motar
Display | OLED |LED X
Confrol mathod Mask keypad i Tmuogge switch and diital
|0~5V, 0~10V, 4-20mA; :
Sxtomal confel | Rs4gS communication iterfacs, MODBUS profocol
Consumption € 15W
Power supply 24V DC, with power adapter
. i Eqvironment temperature:0-40T
orsnaEdtion | Redative humanity : < 80%
Drive size | 110*20*120mm 136"113*108mm
Drive waight {28k {186
IP rate P31

OLED LED. 3
Ese ';i;?tg:eki‘ggm and

(11042020mm  136*113*108mm
[0 190k

173
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Standard Peristaltic Pump

Features:

1. 3.2 LED display the current speed.

2.Mask keypad control the start/stop, speed and direction.

3.Load shedding memory function,

4,60 test function, can set the repeat numbers for simple

dispensing.

5.The key of full fempty help you to quickly discharge the air fram tubing
and fill the fluid.

B.Indicator display the external control working mode and direction.
7.5upport RS232 and RS485, the pump can be connected with PC to
reach dispensing and filling function.

8.Special for laboratory use.

Q)

. (_/‘ 9 e
e s
DG-DE12 MC1-MC12 YZ1516X YZ2516X

Technical Parameters:

Spead Range Pump Head Tubing Size
YZ1518% 138,142,199, 168,254,174, 184
YZ2515% 158, 24#
|BT100N 0.5-150rpry | 1D:0.13-347mm,
Mcdchicis Wall thickness: 0.8~1.0mm
SN25M5 14%, 164, 258
YZ1516% 13%.142108, 16¢,25¢ 17#, 18
YZ2515% 154, 24%
| BT300N 0.5-350rpm 1D:012-347mm,
MeirMcta Wall thickness: 0.8~1,0mm
SN25MS 148, 168, 252
YZA515% 138,144,197, 164 25¢17¢, 18%
YZ2515x 154, 244
BTBOON 0.5~600rpm I2:0.43-347mm,
MCITMat: Wal thickness: 0.8~1,0m)
SN2EHE 148, 15¢, 25¢

174
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SN15. SNZ6

Flow Rate { miimin)
0.035-570
0.85-435

0.00034~45

1012-376
0.035-1330

0.85-1016

0.00034-45

012~875

0.035~2280

0.85~1740

0.00034-45

10.12-1500

Technical Parameters:

Model SFPP1 SPP3

Driva BK-BT100N BK-BTS00N

Flow rate range 0.00034~570mimin 0.00034-1330mimin
Spead range 0.5-150rpm 0.5-350rpm

Speed precision 0.9mpm, revarsibla

Display LED

Conftrol method Mask keypad

Start/stop control: TTL level
0~5V, 0~10V, 4~20mA signal;
RS232, RS485 communication interface

External conftrol

ACTIOV £10%, S0Hz/B0HzZ

PSRRI AC220V+10%, 50HzI60Hz

Drive size 18IMFB4mm 183131*194mm
Dirive weight 4.02kg 4.02kg
Consumphion < 45W

Working condition z&nm;mmfz&&mt

Output pressura 0.3Mpa

IP rata P31

SPPB

BK-BTE00N

0.00034~2280mUmin

0.5~600rm

208*131*184mm

4.94kg

—» Biobase Meihua Trading Co.,Ltd. —
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Basic Peristaltic Pump

Features:
1. Dual GPU control, separating the drive and control, quick

operation speed, stable work and high precise transfer,
2. Acceptable pump heads: YZ1515x, YZ2515x%, SN senes, MC

series and DG series. /s
3. Digital knob control speed. Easy to operate with high control - -
precision, and long—term service life. Ensure high accuracy of
PG1-DEI2 MC1-MC2 YZ1516X YZ2516X
transfar fluid.
4. High torque and low power loss, connect many pump heads
in senes or Install muitichannel pump head for satisfying the different application situations.
5, Load—-shedding memory function. Technical P t
7. Choose frea external control madule; 0=5Y, 0=10V and 4-20 mA. Three signals all can control remotely ecnnicayaramelers .
rotational speed of pump, and also contral start and sfop of pump by the switch signal, Model BPP1 BPP3 BPPE
8. R5485 communication intertace with MODBUS protocol reach external control,
Flow rate range 0.00034-570milfrmin 0.00034~1330mlmin 0.00034=-2280mbrmin
Speai precision 0.9pm (1-100rpm range) ; rpm ( 100~600rpm ranga). Reversible.
Technical Parameters: Display LED
_— . Cantral method Digital knob and toggle switch
Speed Range Pump Head Tuhing Size Flow Rate { mifmin} |
YZ1515% 134,144 19%, 16%,26¢A74, 8¢ 0.07-570 ' Starl/stop.control: TTL evel
: : | Extarnal control =5V, 0-10V, 4~20mA signal;
YZ2515% 154, 24% 1.7-435 RS485 communication ntarface
BT100M 1=150rpm 1D:0.43~347mm i
MC1~-MC12 P s 0.00067~45 ACTOV £10%, 50Hz/B0HZ
Wil thicki : 0.8~1.0 Polwar 5
pi s ALl | _ supply AC220V = 10%, S0Hz/B0Hz
SN25A5 4%, 168, 25% 0.24-375 T
| i i i A ) "
YZ1515x 13#,14¢,19¢, 16#,25¢,174, 164 0,07-1330 i il Vi i
YZ2515x 154, 244 1.7-1015 Drive waight 3.64g 4.54kg 4 B4kg
(ETRO0RA" hI-EB0m ID:043~317mm, : ! :
MC1-MC12 Wall thickness: 0.8~1.0miai 0.00067-45 Consumpbion | < 45W
SN25H5 148, 168, 252 |0.24~875 ' Environment temperature 0-40'C
YZ1515% 13%,14%,19%, 16%,26%.17#, 18% 0,07-2280 Werking zondition
- - | Retative humidity < 80%
YZ25156x 154, 24% 1.7-1740 |
BTE00M 1=600mm IE:043-347mm, Quiput prassure 0.3Mpa
MGt Wall thickness: 0.8~1.0mm PHERIEAT |
SN25M5 14#, 164, 26% 0.24-1500 1P rale, P31
176 177
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Intelligent Flow Rate Peristaltic Pump

Features:

1.4.3 inch color LCD display, touch screen confrol,
dynamic display working status, display the flow
yvolume and motor speed in the same screen.
2.Inteligent calibration function, it can callbrate the flow
rate and dispensing valume, ensure the flow accuracy,
suitable for high accuracy transferming liquid.
3.0n-line micro adjust function, it can adjust the
flow rate during production progress, to avoid the
filing errors because of tubing fatigue and elasticity
decreased.

4.Accurate angle control technology, to meet high

precision metering and dispensing.

5.Fixed volume measuremenl function: After turm on
this function, the peristaltic pump will measure the liquid
valume automatically, it will stop automatically after the volume reaches the set value, During this process, the
flow rate can be changed. It is suitable for laboratory liquid dosing and chemical reaction process.

6.Fixed time and volume function: After turn on this function, the peristaltic pump will transfer preset vollime
within preset time. It is suitable for liguid dispensing in laboratory and industrial production.

7. Timer start and stop function: Can set the pump start and stop time freely, reach autemation canitral,
B.Load-shedding memory function, store the running parameters in tme, safe and reliable.

9.Fast fluid—filled function, canwash the tubing and also fill fiuid in the tuting.

10.High torgue and low power loss, it can load several pump heads or multichannel pump head, meet different
application requests.

11.3 measurement modes; fixed volume measurement, fixed time and volume, timer start and sfop,

ME-ME12

YZ1REN YZ22515X

SM1B, SMN25

Technical Parameters:

Model
Dirive
Spead range

Pump head

Tubing size

Flaw rate
{ milfmin)

Flow rate range
Spead precision
Flow rata
pracision

Back suction
angle

Output pressure
Display

Control method

External control

Power supply

Drive size
Drive weight
Consumption
Warking
condifian

1P rate

FERt FPP3

v V3

0.1-150rpm 0.1~350rpm

Y2 (Y2 M SN Yz ¥z |Mca
1515x | 2515x | ~MC12 2615 1515 | 2515x (~MC12
138, 134,

144 |1D:0.13N 144, 1D:0.13~
194 1 347mm, 4%, 194, 347mm,
66 r wal ®4, (6%, S0 Wal
25%, |thickness: 25& | 25#, thicknass:
17#, | 0.8~1.0mm T4, 0.8~1.0mm
18# 184

0.007 | 047 |0.000067 0.024 0007 047 |0.000067
-570 -435 |~45 =375  ~1330 -1015 ~45
0.007~570mifmin | 0.007-1330mimin

0.01 rpm

0.01mil

0~360°

0.3Mpa

4.3 inch~Indusfrial grade~Trua color LCD screan
Touch screen and mask keypad
0-5V, 0-10V, 4~20mA

Passive switch signal, such as : foot padal.
Activa switch signal: 5V, 12V, 24V for option.

RE232, RS485 support MODBUS protocol (RTU made)

AC220V 210%, 50Hz/60Hz (standard),
ACTHIOV £10%, 50Hz/60Hz (optional)

213"152*235mm
5.02kg
< 5OW

Environment temperature: 0~40C
Relative humidity: < 80%

1P3

SN

25H5

14,
16%,
25#

FRPE
V&
0.1~B00rpm
YZ N2 (MGI=
1515¢  2515x |MC12
b D043~
14#,
101 317 mim,
15#' 158, |Wall

A 24% | thickness:
254,

0.8~

17#, 10
184 .Omm
0.007 047 | 0.000067

0.024
~875

~2280 ~1740 |-45

0.007-2280mifmin

Craft Scientific Ltd. www.craftscientific.com, info@craftscientific.com Phone: 604-467-6321 Fax: 604-467-6300

-+ Biobase Meihua Trading Co.,Ltd. ———

0.024

~1500

179


http://craftscientific.com/

[idex page | rowe

BIOBASE’

Industrial Flow Rate Peristaltic Pump

Introduction :

It is the first choice for high level indusirial sites, large flow rate, high
precision and intelligent contral liguid transfeming,

Features:

1.Imported 4.2 inch — industrial grade - true color LCD screen.

2.Serve motor drive, precise control, strong power, low vibration and low
noise.

3.BIOBASE-V-CIR circuit system, use imported chips, computing speed
fast, reliable performance, workng stable.

4.BIOBASE-V-EMB operation system, embedded software desiar,
powaerful function, frendly interface, attention to users’ experience.

5. Intelligent calibration function, can calibrate the flow rate or dispensing volume, ensure the flow rate accuracy.
Suitable for high precision transferming liquid,

6. Fixed volume measurement function: the pump will measure the iquid volume automatically, it will stop
automatically after the volume reach the set value, During the process, you can change the flow rate frealy. It is
suitable for laboratory liquid dosing and chemical reaction process.

7. Fixed time and volume: the pump will transfer fixed wvolume within set tme. 1t is suitable for liquid dispensing In
laboratory and industrial production,

8. Timer start and stop function; Can set the pump start and stop time freely, reach automation control.

9.0nline micra adjusting function: During the production process, if the tubes fatigue or abrasion, you can use the
online micro adjusting function to adjust the flow rate withaut stop the pump.

10. Unigue accurate angle control technology, achieve high accuracy diszensing and dosing.

11.Fast fillling function, not anly can be used for washing the tubing, but alsa can fill lquid to the tubing fast.
12.Automatic temparature control system, reducing the fan noise effectively.

13.Pawer down memaory function, store the running parameters in time, safe and raliable.

14. Strong anti-jamming feature, wide voltage design, suitable for complex power supply environment,

15.Circuit board spray with three paint, anti-dust, anti-moilsture, anti-stafic, resist corrosion.

16, 304 stainless steel housing, comply with pharmaceutical GMP certificate requirement,

17.0Z25-3L, DZ25-6L and YZ35 pump head, aluminum alloy matenal, 204 stainless steel roflers, strong rigidity,
high accuracy, raliable performance, excellent quality.
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Technical Parameters:

Moael

Driva
Pump head
Tubing

Flow rate (millmin)

Flow rate range
Spead rangs
Speed precision
Flow rate precision
Accuracy

Back suction engle
Output pressure
Control method

External control

0211~ 0.385~ 0.508~
800 1800 3000
0.211-3600mlmin

| 0.1~600 rpm, reversiole
.0.01 pm

.0.01m|

. < 20.5%

0-360"

0.3Mpa

0.6~
| 3600

Touch sereen and mask keypad

0-5V, 0-10V, 4~-20mA

|ve-6L
DZ25-6L
154 246  3BE a6E

035 [085= 0.8 1.0~
1800 3300 4800 6000

0.3~B000MImin

External control start/stop and - Passive switch signal, such as : foot padal switch
Activa switch signal: 5Y, 12V, 24V for option.

direction

Communication mterface

Ouiput interface

Power supply

Dirive size
Dnve weaight
Consumption

Waorking condition

P rate

RS232, RS485 support MODBUS protoeal (RTU mada)

Output maotar working status (Open-Collector output)

ACZ20V =109, 50Hz/60Hz (standard;,

ACHIOV £10%, 50Hz/60Hz (optional)

223*152*200mm
5.05kg
< BOW

Environment temperature: 0-401T |

Relative humidity: < 80%

P31

283™82*218mm

T
fie

< 180w

+ Bicbase Meihua Trading Co,Ltd.

ViE-12L

YZ35

T3¢ B2
A23~ [ZD=
7400 12000

1,23-12000mi/min

3024223 278mm
13:14kg
< 300W
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Dispensing Peristaltic Pump

Introduction:

It is suitable for non—polluticn and high precision
liquid dispensing. The filing accuracy is 0.5%—1%.

Features:

1. Imported 4.3 inch — industrial grade— true color
LCD sereen. Dynamic display dispensing status, The
dispensing volume, dispensing time, pause time,
copy numbers and system setting also displayed in
the same scraen,

2.Accurate angle control technology, high precision
filling.

3.Intelligent callbration function, it will calibrate the

filing velume before proaduction to ensure the filling

accuracy, help you ta improve the working efficiency.

4.The online calibration and online micro adjusting function, to make you convenient to callbrate or micro adjust
the filing unit during the production progress. It can avoid the filling errors because of tubing fatigue and elasticity
decreased.

5. Real-time maonitoring, dynamic display the rasults of the monitoring. With alarm function, ensure the safety In
production.

6. The filing system can store 60 common filing modes, save users setting time, and improve working efficiency.
7. Back suction angle (0-360° ) setting avoid liquid drop off when the pump stop working.

B.The pump can connect with foot switch to control the start /stop. It can be also controlled by the host computer
when working in filling line or receive stop signal when missing bottles.

9. Automatic temperature control system, reducing the fan noise effectively.

10. Power down memory function, store the running parameters automatically.

11.Fast filling liquid function can be used for washing tubing, also can fast fill liquid into the tubing.

12.5trong anti-jamming feature, wide voltage design, suitable for complex power supply environmeant.

DEI-DE12 MCI=MmC12 YZIGI5X YZ2515X SN15. BN25

182

Technical Parameters:

Maodel

Drive

Pump head

Tubing size

Flow rate
mifmin}

Flow rate
rarge

-+ Biobase Meihua Trading Co.Ltd. ———

DPPY DPP3 DPPE
F1 IFa F6
YZ YZ MGi= SN Yz |Yz  (Met- SNo V2 Y2 e s HEN
515K (25184 MC12 2515 1518x  2515% MO12 265 1616x 2515k 25115
. 134, 134,
Soray ;E:?rrlfn‘ 148, 10:0.13~ 144, ID:013~
= . "4, 194, 2A7mm, 148, 194%, 1 3.57mm, 144,
19%,16¢ 154,  Wal 15%, 15¢,
sl B BB i B o 166, (168, o |Wal 168,
L one 25k (258, thokness: (258 | 25¢, | hickness:  25¢
e 17#, 0.3-1.0mm 174, 10.8~1.0mm
! 184 184

0.07 17 |0,00067 |0.24~ 0,07~ |1.7- |0.00067

=570 =435 |~45 375

D.00067~570mimin

Speed ranga  1~150rpm

Spead

precision
Display

Control
method

Extemal
control

[ OArpm, reversible
4.3 inch LCD scraen

Touch screen and mask keypad

1330 |15 | -45

| 0.00067~1330mi/min

1=350mm

Start/stop, direction confrol; Switch signal { 5V, 12V, 24V

ACI0Y £10%, 50Hz/60Hz

POWSTSUPRIY. 5 o0\ 1086, 50HZROHz

Dirive size

Drive waight

213M52*235mm

5.20kg

Consumption < 50W

Working
condition

Output
prassura

1P rate

Environment temperature: 0~40°C

Relative humidity: < 80%
0.3Mpa

1P31

0.24 (007~ 1.7~ |0.00067 0.24
~875 [2280 (1140 ~45 ~1500

0.00067~2280mimin

1=600rpm
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Industrial Dispensing Peristaltic Pump

Introduction:

This pump suitable for large flow volume, high efficiency and high accuracy
filing. Such as: filing 500m|, tha efficiency is 15 botties per minute. Accuracy
is £0.5%.

Features:

1.Imported 4.3 inch — indusirial grade — true color LCD screen, cear
picture quality, more guarantes quality. Dynamic display dispensing status,
dispensing velume, dispensing time, pause time, copy numbers and system

setting in the same screen,

2.5erve motor drive, precise control, strong pawer, low vibration and low noise.

3. BIOBASE-F-CIR circuit system, usa imported chips, computing speed fast, reliable performance, working
stable.

4.BIOBASE-F-EMB operation system with unique accurate angle cantrol technology, achieve high accuracy
dispensing and dosing.

Intalligent callbration function, can calibrate the fliow rate or dispensing volume, ensure the flow rate accuracy.
Suitable for high precision liquid filling,

6. Oniine micro adjusting funotion. During the production process, if the tubes fafigue or abrasion, vou can use
tha online micro adjusting functon to adjust the flow rate without stop the pump.

7. The pump can store 80 common filing modes, save users setting time.

8. Back suction angle setting, avoid liquid drop off when the pump stop working.

9. External control start/stop function, it can connect with foot pedal switch The pump also can be controlled by the
host computer when working in filing line.

10 Automatic temperature control systam, reducing the fan noise affectivaly.

1. Power down memary function, store the running parameters in time, safe and reliable.

12. Fast filing function, nat only can be used for washing the tubing, but also can fill liguid to the tubing fast,

13, Strong anti-jamming feature, wids voltage design, sultable for complex power supply environment,

14, Circuit board spray with thrae paint, anti-dust, anti-moisture, anti-static, resist comrosion,

15, 304 stainless steel housing, comply with pharmaceutcal GMP certificata reguirement. Meantime, Uuse seamless
welding technology, avaid accidental spilled liquid on the housing Infilirate inside, to protect the inside circuit
board,

16. DZ25-3L, DZ25-6L and Y235 pump head, aluminum alloy materal, 304 stainless steel rollers, strona rigidity,
high accuracy, reliable performance, excellent quality.
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Technical Parameters:

Model

Drive

Pump head
Tubing

Flow rate (mifmin)
Flow range
Spead range
Speed precision

IDPP3 IDPPG IDPP12
FE-31 FE-6L Fé-12L
DZ25-31 DZ25-6L YZ35

5% (248 35¢  sBF 158 24e 73 (B2
24~ (385~ |5og~ 6~ |8~ |55~ Mo~ 123~ 20-
|00 {800 3000 3600 (1800 3300 4800 6000 7400 12000
211-3600miimin 3.0~6000mifmin 12.3-12000mifmin

Sl
7

1~600 rpm, revarsible.

0.001rpm

Dispensing flow rata range. 0.1~8899.99ml

Flow rate precision
Dispensing tima
Pause fime

Timea precision
Copy numbers
Back suchon angle
Agccuracy

Control methord

Extamal control

Communication nterface
Output intarface

Output pressura

Power supply

Drive size

Drve weight
Consumption
Warking condition
1P rate

0.0mmi
. 0.5~9990.995
| 0.5-9999.99s
-0.01 H]
| 18699, 0 means unfimited cyde,
| 0-360°
| =0.5%
| Touch screen and mask keypad

Passive swilch signal, such as ; foot padal switch
Active switch signal: 5Y, 12V, 24V for optian.

RS232, RS485, Support MODBUS communication protocol.
Dutput motor working status (Open-Gollector output |
0.3Mpa

AC220V = 10%, 50Hz/G0Hz (standard;;
ACTIOV £10%, S0HZ/B0HZ (optional)

. 223*152°200mm 283ME2*218mm . 302+223*275mm
5.08kg 7.85kg 13.14kg

< BOW < 180W < 300W
.Envimnmant'temoerature: 0~40°C ; Ralative humidity: < B0% .

=
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Hematology Analyzer Micro—soil Disintegrator

Automatic Hematalogy Analyzer mainly used to detect the parameters of the series of red blood cells and hemaglo
bin, platelet and leukocyte in the blood.

It Is a vitro diagnostic equipment which is applied to quantitative analysis of blood cells of clinical and laboratary.
The machine is mainly used for the quantitative measurement of the blocd In the 19 parameters and 3 histograms:

1 The total amount of WBC WBC

2 The amount of Lymphocyte Ly#

3 The amount of Monocyte MO#

4 The amount of Granulocyte GR#

5 Lymphocyte percentage Ly%

& The percentage of mononuchkear cells MO%

7 Granulocyte percentage GR%

8 The total amount of red blood cells REC

9 Hemoalobin HGE

10 Hematocrit HCT

11 Mean volume of red blood cells MCV Model: MSD=102

12 Mean corpuscular hemogloabin MCH

12 Mean corpuscular hemoglobin concentration  MCHC

14 Red blood cell volume distribution width Coefficient of variation RDW-cv Uses:

15 The standard deviation of red blood cell volume distribution width RDV-sd It is the special instrument for sall analytical study. It is used for all kinds of soll crushing.

16 The total amount of platelat PLT

17 Mean platelet volume MPY

18 Platelatorit PCT Characteristics:

19 Platelet distribution width PDW 1, Rotary disintegratar, which works by the action of rotary rotor and cutter.

20 White blood cell distribution histogram WBC Histogram 2. Featured by confinuous working time, high efficiency and excellent crushing effect,blade space can be

21 Red blood cell distribution histagram RBC Histogram adjusted according ta soil fineness.

22 Platelet distribution histogram PLT Histogram

Technical parameters: Technical Parameters:

Model Structure and Function Product e
Model ;:;:; Conzumption T.Srlmgri. Grinding ;:‘mi::_l Working 512‘9. 3 L‘ﬁ;ghl :;m;;”
Bicasnon 10.4-inch 640*480~TFT color LCD display, panel-type thermal printer, mask button, buit~ vy W S e S Y] R bt tka)  (ka)

in comman sampling and dituting (store 20000 data) mm}

| BK-6100 | B-inch BOO*E00-TFT color LCD display, panel-type tharmal printer, :EE;D- 220 250 1400 [30-200 | 05MA.5 | contnuous |300*MB5*290 |350%240%285 15+0.5 165
mask butten, built-in common sampling and diluting (storage10,000 data)

| BK-6100A B-inch 640¢480~TFT color LCD touch screan, panel=type thermal printer, bulit-
| in common sampling and dilubng {store 20000 data)
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Disintegrator

1.Microphyte Disintegrator

MPD—102

Features:
1. Grind by the action of rotating disk and fixed disk; the ideal equipment for grinding olliness and fiber products.
2. Featured by lightweight, small volume, compact structure, continuous working time,

attractive appearance and high efficiency. Space between blades is adjustable according to material fineness.

Technical Parameters:

Product Packing
Power Consumption Speed Grinding Size Size i Fruss Mesh Size Working
Consu ] . . Size Size Vigs re Working
ly i . : ol ol o . Weight W :
Supply 1) (roml  (Mesh)  (W'D*H) (wepeH) 'Velaht Welght ooy Time
(V) \ (Ka) (Ka)
{mm) {mm) ’

MPD= 1550 250 1400 |ap~izo (200160240

02 g0 590 15£05 |16.5 0.511.5  continuous

2.High—speed Universal Disintegrator

3.Pharmaceutical Mill

Features:

1.Excellent air-tightness, stable performance, continuou-s
working time, time and cost saving.

2.Casting steel grinding system, which is durable and efficient.

3. Convenient to clean, easy to operate, and reliable.

Technical Parameters:

ROWER | lion Speed  Warkl Gri P t Si Packing Si e
‘ " onsumption opaa orKing Elgiglaligisg roauc ze acking Size
Mcas) ?\;J?F'V (Kw) (rfmin)  Time (mesh) (W*D*H)}mm) (W*D*H)(mm) ( :v:ei;;ht
) WKl
PP 2201380 15 15800 |confinuous B0-200 490°380+700 |530%S0°750 |57 |58

4,Herbal Medicine Disintegrator

Features:

1. Stainless steel smashing chamber ensures high
crushing accuracy.

2. Air-cooled high-speed electric engine enables all kinds
of soft and hard herbal medicing smashing.

3. Convenient to clean, easy to operate, and high efficient HMD=135
with excellent grinding effect.

Technical Parameters:

Power . e . MNet Gross
Model Capacity Suppl Consumpfion Speed Grinding Products Size Packing Size Weight Weiaht
i {g) SUBBY. () (rfmin) (mesh) (W*D*H)(mm) (W*D*H)(mm) | cam Wed
(V) (Ka) (Kg)

4 HSD-801
Technical Parameters: .
S Consumption Speed Smashing Product Siz Packing Size et i
= Sonsu on Spes Smas| oduc | - Size 3 ot
Supply g (rimin)  (mesh) (W*D*H)mm) (W'D*H)(mm) | elght  Weight
(V) (Kg) (Kg)
HSD~80 220 200 10000 | 60~200 | ®130%280 30016080 4+0.3 4.5
HSD-100 | 220 460 24000 | 60~200 ©140°250 325*180*190 3+0.3 3.5
HSD-B0-1 220 400 21000 | 60~200 1104260 300"180%190 33 '35
188

-l

HMD~135 | 200 1220 800 24000 |60~200 |200%220%330 | 250*250*400 6.5

HMD-177 | 400 220 1200 /24000 |BO~200 200°240*360  250°250%430 8.5 10.4
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BIOBASE Auto ELISA Reader

The product can be widely used in the fields of 2 -
hospital clinical diagnosis,immune pathology =
testing, microbial antigen and antibody y
detection,parasitic diseases diagnosis,

blood disease diagnosis,endocnne disorder
measure, plant diseases and insect pets
Studies and ather fields.

BIOBASE-EL10 BIOBASE-EL10A

Technical parameters:

Model names BIOBASE-EL10 BIOBASE-EL10A
Type Sarmi atito | Full auta
| Pratetype Any format | 48-nole B6~hole micropiates or bars.
Single light scurce, Halogen tungsten Lamp,with
| Light source an average life expectancy = 5000 hours
Detector Photomultiplier Tube | Silicon photogal
| Wave length 400rm=700nm | A00Rm=750nm
lABial Standard 405,450,492,630nm ,other wavelengths can ba
Optical Filtar anbianal
| Absorbance range | 0.000-4.000Abs
| Measurament Manlial single-wavelang | Bingle-,dual-wavelength automatic
| moda (vertcal singla-optical-channei ) | measurement
Cuaiitative [ S/C0. PIN. N/P. | : 3
| Galculation mode Inhikitory rate, etc ) and i gﬁfgﬂgﬂ'ﬂ%ﬁmw
Quantitative analysis 4 5
Repaatability CV = 21% CV =0.3%
| Stabity = +0.003Abs
| Resolution 0.001AbS
| Reading speed = Bs/86well plate,single wavelength
| Vibration 5 sirangth(from weak to strong) can ba sat tims 0-240s
| plate mode adjustable
Display LED and Membrane keypad [ SamenLE denaviah
| Interfaca USB printer interface ,RS232
Printar Eluilt=in | [Optional)External wide-line printer
| Power supply ACZ2OVH0V £10% 5060Hz
190

BIOBASE-EL10B Fully automatical ELISA Reader

Advanced optical system

1. 8 channel optical fiber system enables 5 secs' reading for 26 well plate

2. Auto position function, ensures accurate results

3. Bichromatic measurement, Multi-calculation methods include ABS, Cut—off , Linearity and Log.
4. 405nm, 450nm, 492nm, 630nm, 4 free positions

Intelligent software

1. Big LCD, guestion and answer mode for program, humanity design, easy to operate
2. PC controlled, Elisa WorkStation Function

3. Seli—test enables normal condition for any operate

4, Plate shaking modas editable, enables excellent mixing, giving the reliable resuits

5. Mutti=test Methods, qualitative and Quantitative Test

6. Critical value analysis, quantitative analysis, quality control efc

7. Large storage capacity for 28 test programs

B. Intelligent Operating software, able to communicate with PC

Specifications

1. Plata Type: 96 or 48 well plate or strips
2. Reading Speed: 5 second for 56 well plate

3. Light Source: Cold light source

4, Wavelangth Range: 340-750nm

5. Filters: 405nm, 450nm, 492nm, 630nm, 4 open positions
6. Linearity range: +1%(0.000-2.000Abs)

7. Measure Mode: Monochromatic , Bichromatic

B. Plate shaking . Time &Speed adjustabla

8. Display: 240"28LCD

10, Interface: Bi-directional LIS interface for data transfer and handling
1. Power supply: AC220VA10V £ 10% ,50/60Hz

12, Dimension: 440(L )mm*305(W)mm™154(H)mm

13. Net weight: 7kg
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Automatical Microplate Washer BIOBASE-MW9621/9622

Features:

1. It can be adapted to the 96— and 48-well Microplates.

2. Regulates rinse position of cleaning head according to
user requirements.

3. Chooses to set washing parameters for different effects.
4. External programming/downloading available through
RS-232 ports.

Technical parameters:

BIOBASE-M\
| Microplate Types 48-wel, 96-wel
|Washing Autormatic washing 5 weys

|Waahtnglhe row number of microplate |1 row per time 1= 12 rows

BIOBASE-

48~well, 95-well

Automatic washing 5 ways

2 row per fime 1- 12 rows

| Average Residua 2ul per well | 2ul par wall

IDisDensercisiun .sB%CV ?3%0\"

i Shaking 5 wazs 5 wa?rs

| Memary, 100 programs 100programs

\Wash Cycles 120 120

i Seak Tima | Programmable in seconds, up to 20 Programmable in seconds, up to 20

minutes.

l Ant-overfiow

Working Environment:

1. Environment:
a) Operating Temperature: 15° Cto30° C;
b} Relative humidity: = 80%
©) Range of atmosphernic pressure: 86.0kPa — 106.0kPa
d) Surrounding environment: Non-corrosive gases, no
mechanical vibration
and no strong magnetic field interferencea,
2. Electrical: 220+22Volts AG 50+1Hz
3.Power: = 80W

192

Excass fiuld is automatically dischargeo.

minutes.

Accessory:

Power Cord, Fuse Tube, Wash Bottle, Waste
Bott e, Pass Needle, Silicone Tube, Cleaning
head, Manual, Warranty Card

Excess fluid is automatically discharged.

Automatical Microplate Washer BIOBASE-MW9623

Specification:

Flexible and easy to use

1. Large and high brightness LCD display, inteligen
t software, easy to operate

2. Pre~washing function to avoid tubes plugging

3. Self calibration and trouble alarm function

4, New protection design,no liguid spilling

5. Two groups of needlies on washing head to mini
mize carryover

6. Large memory to store up to 100 programs

7 A0different shape piates acceptable

8. Several washing channels for use

Advanced washing system and intellige
nt software:

1. Residual volume = 2ul, ensure excellent washing
2. Flat, U or V-battom plates and strips washing

3. Multiple modes for washing, low air bubble

4, Strong washing function, battam washing and two
positions aspiration make completad washing effect
5. Automatic monitoring of vacuum and pressure,
automatic rinse cycle

6. B—channel or 12 channels optional

7. Plate shaking and soaking function, time of speed
I adjustable

B. 5 positions of neadles are adjustable,

fit for multi-kind of piates

Parameter:

o T " =

BIEIE!

¥

Plate: 48/96-well

microplate and trips (U,V, Flat bottom)

Residual Volume: = 2ul

Dispensing volume: Adjustable from 50 to 900 Ul
Wash cycles: 1-16 optional

Mode of wash: From 1 to 12, row and rank, selectable
Soak time: Up to 990 seconds adjustable

Shake time: Up to 980 seconds adjustable

Display: Large LCD

Channel: 1 washing channel, ona distiled waker chan
nel, one waste liquid

Memory: up to 100 programs can be stored
Interface: RS232

Dimension: 440(L) mm = 305(W) mm % 154 (H) mm
Met Weight: 7.5kg

Power Supply: AC220V £10%, 50/60Hz; AC110V £10
%, BO/B0HzZ
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Pre-processing of Bio—samples
Homogenizer

Features for HG-24 Homogenizer
1. "3D Rotating High Speed Mation” for quick disruption of those fibrous tissues and resistant cells
2. 50 Pragrammahble memaory settings and user optional condition settings

3. Awide range of rotation spead settings from 4.0 m/s to 7.0 m/s, increment 0.05 m/s

4. Brushless mator realizing no brush particle generation and ho brush replacement

5. Easy to remove sample tube halder and easy to fix sample tubes with the turn of the central knob
6. Easy to monitor the disruption process through the clear lid

7. Simultanecusly homogenize either 24x2mi/ 1.5ml / 0.5m or 6x5ml tubes
8. Disposable tubes ensure na threat of cross—contamination

9. Most samples can be processed in 35 seconds or less

Typical Samples

— Human, animal, plant cells

- Micro—organisms

— Soll and sediments

— Swabs and feces

— Drugs, palymers, lotions, etc.

Technical Specification for HG-24 Homogenizer
HE-24

1. Speed Range: 4.0 mis — 7.0 m/s (in steps of 0.05 m/s)

2. Cycle Duration: 1 — 90 s (in step of 1s)

3. Pausa Time: 0 — 2 minutes 8. Display: Organic—LED, High light and no visual angle limit
4. Acceleration: = 2s 9, Number of Samples: 1-24 samples (24=2ml / 1.5ml / 0.5ml)
5. Deceleration: = 2s or 1-6 samples (5ml tubes)

6. Programmable:50 Saved Programs 10, Running Nolse: < 68db

7

. Mumber of Cycles: 10 11. Weight: 25kg
12. Compliance: CE Compliance
13. Dimensions: 280° 360*385mm (W*D*H)

Overview of the HG-24 procedure

1.Prepare lysis tube 2, Process about 30 seconds 3. Centrifuge to pellet debris 4. Transfer cleared lysate

Sampl about a minute
Buﬂ‘ar\ DNA
l QWE s
Protein
194

Semi Automated Plate Sealer

Features

1. Formiat diffarent micro well plates and heat seals

2. Adjustable Sealing Temperature: 80 — 2007C

3. OLED display screen, high light and no visual angle limit

4. Precise temperature, timing and pressure for consistent sealing
5. Automatic counting function

6. Compact footprint: only 7.0 inches (17.8¢m) wide

Control

The PS-2 Semi Automated Plate Sealer allows optimal
settings for all types of plates and sealing material. Sealing
time and temperature can be set using the contral knob

1. Sealing Temperature in 1.0° C Increments
2. Sealing Time in 0.1 sec increments
3. Automatic Counting Function

Specification

1. Display: OLED

2. Adjustable sealing temperature: 80 = 200T 5. Compatible Plate Materials: PP (Polypropylene)

3. Temperature accurate: 1.0T PS (Polystyrana)

4. Seal time: 0.55 = 103, increased by 0.1 sec, PE (Palyethylene)

8. Input power:-300W 10. Compatible Plate Types: Standard Assay Plates,

6, Dimension(D*WH*H): 370mm* 1 78mm*330mm Deep—Well Plates

7. Weight : 9.6kg PCR Plates including skirted

8. Seals plate height: 9 to 48mm high

Accessories

96~wall PCR plaie adapter

Weighted sealing fiake

Standara plate adaprer
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Denaturation & Hybridization System

Features for HS—500 Hybridization System

1. User programmable settings
1) Touch screan allows for easy o read and easy programming
2) 92 user programmable settinas
3) Four opearation modes: denaturation/hybridization, hybridization, custom, In—situ PCR
4) Can be used as a fixed temperature slide warmer
2. Easy louse
1) Eliminates manual steps and reduces hands—on fime during FISH procedures
2) Slides do not nead to be fully lnaded to maintain temperature accuracy
3) Slide guide keeps slides in place and allows for one hand remaval
3. More stringent temperature control
1) Rapid temperature ramp—up and accuracy of £1T
2) Superior temperature uniformity across all slide positions
3) Programmable system, it zan be runned In—situ PCR expariments
4. Ideal for humidity control

1) Perfact lid seals tightly will maintain uniform temperature and ensure humidity across all slide positions

Specification for HS-500 Hybridization system
1. Temperature Control Range RT+5C-1007T

2. Temperature Accuracy: 11T

3. Temperature Uniform: £1C

4, Processing Timer: 1min~22h52min

5. Heating Time (37T 0 95C |} = 3min

6. Cooling Time (95°C 10 45T ): = 7min

7. Temperature Control Programmable: 30T ~100T
8. Capacity: 12 Slides

9. Overall Dimensions (L* W * H): 420*225*143mm
10, Net Weight: 5.8kg

1 Touch screen, easy to read and use
2 12 slides with superior temperatura uniformity
13 Heating lid and lid seals tightly will maintain Hs-500 alsa

uniform temperature and humidity
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Thermo Shaker Incubator

Specification for TSI-100 Thermo Shaker

1, Temperature Satting Range: 0T =100C

2. Temperature Control Range: 0T —100T

3. Timing Range: 1 min=89h59min

4. Mixing Speed: 200rpm~1500rpm

5. Mixing Crbit: 2mm

6. Temperature Control Accuracy: < = 0.5

7. Display Accuracy: 0.1 T

8. Heating Time: = 20min (from 20 T to 100 1T )
9. Cooling Time: = 25min{from ambient to ambient — 20 1T ) = 15min(from 100 T10 20 T)
10, Cooling depth:

1) The block temperature can be descended to 0C if the ambient temperature ts 20T

2) The block tempersture can be descended to 4T if the ambient temperature is 25T

3) The block tempersture can ba descended to 10T if the ambient temperature |s 30T

11, Cooling and Heating Parts: TE Madule

12. Supply Power: AG220V 50/60Hz or AC120V 50/60Hz
13, Dimension ( L"W*H) mim: 30022075

14, Met Weight: 8.5 kg

TSI=100

Features for VM—-100 Multi-Tube

Vortex Mixer

1, Can handke 50 samples

2. Two modes: continuous type of work or
Programmable pulsing mode

3. Microprocessor confrol Technical parameters
4. LCD display, and easy to use the panal Speed Range: 500-2500rpm

B; Tfae vanab.le speeq chro?rocesslor contral Spesd Accuracy: + 10rpm (at 2500rpm detection)
provides consistent Lniform mixing action 5 L
Timing Range: 1min=100h

6. Independent LQD displays f(?r speed and time Working Diamater: 3.8mm
allow operator ta view both settings at ance Maximum Load: 4.5kg

Dimensions: 250*426*480 mm
Weight: 21.5kg
Specification MS—4 Microplate Shaker Power: 230V or 120V, 50/60Hz, GOW

1. Speead: 3001400 rpmimin — Standard
300-1000 rpmimin — Deapweall

2. Timer: 52h99min

3. Orbit: 3mm

4. Weight: Tkg

5. Power: 100~-240V 40W

6. Dimensions: 280*270*10mm

VMO0

ME-4
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Dry Bath Incubator
Features for Dry Bath Incubator

1. Exceptional temperature uniformity and accuracy — due to advanced temperaure control combined with high
quality, precision engineered bock providing excellent thermal contact

2. Wide range of interchangeable aluminium biocks

3. Heat to 105T |, optional external temperature probe

4. Blacks available as accessories for all applications — tubes, vials and microplates

5. Block exdraction toal is supplied, allowing blocks to be removed easily

6. 2-years wamranty as standard

1.Specification for DBI= | Dry Bath Incubator
1. Temperature Control Range. RT+5T - 105
2. Stability @ 100C : £0,4T

3. Uniformity: within the block @ 37C ; £0.2°C

4, Heating Time (257 10 1007 ): = 15min

5. Display Accuracy / Display: DAT /LED

6. Timing Range: 1min— 99h59min

7. Block Quantity: 1

8. Dimensions L*W*H (mm): 250*190*130

10. Waeight (kg): 2.5

2.Specification for DBI- I Dry Bath Incubator

1. Temperature Control Range. RT+5T ~105T

2, Stability @ 100C : 04T

3. Uniformity: within the block @ 37T £0.2T
Across similar blocks @ 37C: £0.3T

4, Heating Time (257 to 100T ): = 15min

5. Display Accuracy [ Display: DAT /LED

6. Timing Range: 1min—99h52min

7. Block Quantity: 2

8. Dimensions L*W*H (mm]: 355*210150

10, Weight (kg): 4.5

3.Specification for Dry Bath Incubator DBI- 1l

1. Temperature Control Range' from 5C above ambient to 100T

2, Time Required For Temperature To Increase From 20C To100C - = 15min
3. Temperature Control Discresancy: = +0.5T

4. Display Discrepancy: +01T

5. Homogeneity Of Block Temperature: = + 0.5C

6. Maximum Heating Power: 130W

7. Maximum Temperature: 105T

8. Time Range: 99 h 59 min DBI-
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4. Specification for Dry Bath Incubator DBI- [V
1, Temperature Control Range: =10T ~100C
2. Timing Range: 1mmn~99h59min
3. Temperature Control Accuracy: = +0.3C
4.. Display Accuracy: 01T
5, Heating Time: = 15min (from 207C to 100T )
6. Cooling Time:
= 20min (from 20°C 10 -5 ) if the room temperature is lower 30T
= 15min (from 20°C to =10 ) If the room temperature is lower 25T
7. Heating And Cooling Parts: TE Module

DB IV
B. Dimension (LxWxH): 300x220x170 mm
9. Net Weight: 5Kg
™
5.Specification for DBI- V Dry Bath Incubator | Y
1. Temperature Control Range: from 5° C above ambient to 80°C ; \.k E‘l |

2. Timing Ranae: 1min-299min or 1sec-99%9%sec \\
3. Temperature Control Accuracy: = + 0.3C i

4, Display Accuracy: 2.1T

5, Heating Time: = 10 min {from 20C to 80T )
6. Heating Parts: Heater

DBi-V

6.Specification DBI- VI Dry Bath Incubator

1, Temperature Control Range: from 5°C above ambient to 1507

2. Time Required For Temperaturae To Increase From 40°C To 1507 : = 30 min
3. Temperature Cont-ol Discrepancy: = £0.5C

4, Display Discrepancy: 01T

5. Homogeneity Of Block Temperature: = £ 0.5T
6. Maximum Heating Power: 2000

7. Dimension: 280 x 240 x 110 mm

8. Time Range: 29 h 38 min
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Sample Concentration

Features:

1. High precision and wide range of temperature control
2, Blowing a large number of samples at one time

3. Blawing each sample indepandently

4. Amount of airflow can be adpsted

5. Easy operation; safe and relable to use

Specification for SC- | Sample Concentrator

1, Temperature Range: RT,+5~150T
2.Temperature Control Discrepancy: = £0.5T (RT+5T ~150T )
= £1C (100C ~150C )
3. Low Nitrogen Consumption Of 230miimin/sample
4. Time Required For Temperature To Increase From 40T to1507T @
= 30m minutes
5 Maximum Input Power: 200W
6. Temp. Control Discrepancy: + 01T
7. Dimensions: 280W*24005004
8. Net Weight: 6Kg

ventiated hood
10. Needles Lenagth; 150mm

Specification For SC~ Il Sample Concentrator

1. Temperature Range: room temp. +5-150C

2.Temperature Conirol Discrepaicy: = 21T (RT+5T~100T)
= +1,5T (100C -150C )

3. Low Nitrogen Consumption Of 320ml/min/sample

4. Time Required For Temperature To Increase

from 40T to 150°C ; = 30m minuies

5 Maximum Input Power; 400W

6. Temp. Control Discrepancy: + 01T

7. Dimensions: 280W*2400*5004

8. Net Weight: 7Kg

ventiated hood
e 10. Needles Length: 150mm
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9. All units will fit and are recommended to be used in a banch—top,

9. All units will fit and are recommended fo be used in a bench-tap.

Biological Indicator Incubator

1. Features For BIN— | Biological Indicator Incubator

1. LCD display, with 12V power for ease of portability

2. Operating Temperature Range: From 5°C above ambient fo 30°C

3. Time Range: 1min ~ 39h59min

4. Temp.Contral Accuracy: = £0.5°C

5. Display Accuracy: 0.1°C

6. Heating Time: < 6min (from 20°C to 57°C)

7. Temp.Control Accurady @57°C: = £0.35°C

B. Dimensions: 110(w)* 150{D)*80(H) mm

Specification

1, The Incubator has many wells for placemeant of the biclogical indicatar
vials and the wells can be custom-made. User can set the incubating
temperature,

2. Matersials: Alumin um block

3. Well Diameter: According to custom—making

BiN— |

2. Features for BIN-3724 ID-Card Incubator

1. Incubator for 24-Gel Cards in racks at 37°C

2. 2 independent incubation zones with a capacity for 12 Gel cards
3.Digital interface screan for control and visualization of remaining
incubation time and real temperature for each zone.

4, Fixed pre—set temperature of 37 degree

5. Pre—set incubation tima of 15 minutes, which can be adjust by the user
6. Audible programmatle alarm to notify end of incubation period

Specification for K37-24 |D-Card Incubator

1. Capacity: 24 Gel cards
BIN=2724 2. Temperature: 37°C

3. Timer: 15min (Variable)
4. Power: AC220V or AC120V 50-60Hz, 300W
5. Dimensions: (D*W*H)=380*220"115 mm

3. Specification For BIN-600 Headspace Sampler

1, Heating Temperature Range: RT+5T <100T

2. Variable Injection: Up to 2.5ml

3. Temperature Accuracy: +-0.5T

4. Holds Up To & Vials Of: 2,10,20ml

5. Stabilization Tirme From 25T ta 70T With 1mi Syringe And 6Empty
20ml Vials: Bminutes BiN-B00
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Deck Mounted Eye Washer

Materials: Solid thick brass

Coating: High gloss epoxy powder, resistant to chemicals, UV fading anc heat.
Sprayer head: Soft rubber, softenad water spray for eye protection

Dust cap: PP, removed automatically when eye washer is operated

Switch: Automatic trigger locking for easy hand—free use

Valve: None—return valve, shut off automatically

Hose: Length 1.4m, PVC with stainless steel net

Max.Working pressure: 7Bar

!
EW-DMm2 EW-DM1 EW-DM3

Removable Eye Washer

Installing: Desk &wall mounted, can be also drew out.

Body: Densely PP material. The valve can close automatically, safe seal.

Sprayer head: The eye washer head, softer water spray for eye protection; the dust shield cap can be removed
when eye wash operated.

Function:0n the basis of the water pressure, the valve for flow contral can be adjusted in order to adapt for the
eyes.

Switch: Automatic trigger locking for easy hand-free use

Soft Pipe: length 1.5m, pp material. Water static pressure Max. 7Bar.

EW-R2 _ EW-R3

Wall Mounted Eye Washer

Matenal: 304 stainless steel | Epoxy coating
stainless steal

Eve washer bowl: stainless stegl / PP bowl,
water bore is made of PP{ABS shield cap),
safe green,instaling conveniently,
Finish:Exquisite polished/high gloss epoxy
powder resistant to chemical&UV.
Sprayer head : Water bore has been
treated with; make the water more mild and
abundant.

Switch: the sign of operation is near by the
knaob, operate simply

Wall Mounted Shower Eye Washer

Sprayer head : The flux of spray head shower&washer is ample, installing conveniantly, saving space.

Tube:The body of tube is made of stainless steel; make sure the products firm and high quality, be resistant ta
the chemicals.

Switch: The sign of operation is near by the knob, operate simply.

T4 4

S-Whz SCM-3 SEW-WN
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Combination Emergency Shower Eye Washer

The whole body is made of stainless steel,which will be accord with the lustration grade, firm and resistant
chamical.

Eve washer 15 suitable for cleaning eyes, face and hands, the spray head can be used for washing the whole
body.

Switch of the spray shower is controlled by the top of the handle, the flow is steady and ample,

Height of the bowl is condign, couple water bores humanistic design, the heigh and angle design is according to
the proportion of the face.

3

SEW-C1 SEW-C2
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Bacterial Colony Counter

The Bacterial colony sounter is a digital displayer for counting the germs.

It is made of counter, pen, counting cell,

The counter Is made of CMOS Integrated electric, LED Nixie tubs.

The word high Is 12mm , it Is clear and brightness, work in private use

pen, itis sensitive and accurate, there are two kinds of light source, and it { ’
is adjustable. -

This equipment could less the experimenter’ s labor intensity, Increase

the afficiency and quality.

It is widely used for bacilli inspection of food, drink, medicine, biolagical,

make—Up, health products, Water for drink, domestic sewage, and

Industrial water,

It is the required equipment of all kinds' health station, environmental —
manitoring centre, food hygiene, testing centre, hospital, Institute of

biological products, laboratory far the contral of drugs, Commodity

Inspection bureau, the made—up factary, the laboratory of university and

scientific research institutions.

Technical Parameters:

Model Specification
BC-A It is made of counter, pen, counting call, Suitable Pelri Dishes: 50, 880mm
BC-24 | tis mada of counter, pen, counting call, Suitable Petr Dishas: a90mm

BC-5I It is made of counter, pen, counting cell, Suitable Pelri Dishas: a90mm

| Autormatic, Optical amplification 5 x 10 %, reflection and transmission ilumination
BC-6 Counter range: 1-989
| Buitable Petr Dishas: @50, 890m

| Autormatic spaech to read count results

| Optical ampiification 5 x 10 », reflachon and transmission llumination
Counter range: 1-999

| Suitable Patn Dishes: 850, 890m
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Gas Generator

Hydrogen Generator—-Conventional

Application

1. Fuel gas and carrier gas for GC {Gas Chromatography).

2. Reaction gas for ELCD (Electrolytic Conductivity Detector).
3. Reaction gas for AED (Atomic emission detectors).

Features and Advantages

Features and Advantages

1. Adopt the world's leading SPE/PEM technology to produce

hydrogen by electrolyzing pure water.

2. No longer need to use dangerous and expensive hydrogen

cylinders.

3. High purity hydrogen (9%,999%~089.9999% ), stable output

fiow, safe and convenient to operate, various alarm devices (over

prassure alarm, water shortage alarm, water accumulated alarm).

4. Easy to operate, safe and rellable, generating hydrogen through
electrolyzing pure water, switching power on ta produce gas

(available for several sets of gas chromatography).

5. High electrolysis efficiency. Gas purity and output flow will stay

regular Under continual use.

6. High reliability, easy to mainiain.

7. Mateh with all kinds of GC.

8. No carrasion and pollution.
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Technical Parameters:

Model HGC-150 HGC-300 HGC-500 HGC-1000

Qutput Flow(mi/min) 0 =150 10 - 310 0 - 510 0~ 1020
Output Pressure { MPa | 0.02 ~ 0.4MPa.02 — 0.7MPa (under stable prassure)
Hydrogen Purity (% ) > §9.898

Consumption (W) <60 <150 <200 <500

Power SUPD{&'-( V) -ﬁm =10%, 50/60Hz

Extemnal Sizel L*W*H ) mm 12420*227'352 | 458230380
Water Requirement .Walef resistivity = 1MO/om

i'lelWE.ithkg:' -<-15 <20

Hydrogen Generator

Features

1. Easy to operate, safe and reliable, adding lye only far ona
time, only replenishing distilled water, switching power on to
produce gas(available for several sets of gas chromatography)
2. Device for preventing backflow of lye.

3. Drum—shaped electrolysis cell, high—-grade stainless stesl
316L used as material for electralysis cell.

4. High electrolysis efficiency, Gas purity and output flow will
stay regular Lnder continual use.,

Technical Parameters:

Model HG=300 HG-500
Output Flow ( mirmin ) 0-300 |0-500
Output Pressure ( MPa ) ;0-0.4 .

Over pressure Protection ( MPa ) | 0,45

Hydrogen Purity (%) 500,099

Power Supply (V) 101220V £ 10%, 50/E0Hz
Consumption (W) | <150 <300
External Size { L'WH) {mm) |420°227°352 :

Net Weight ( Kg) <15 |7

< 60

+ Hiobase Meihua Trading Co.,Ltd. ————

HGC-3000

0 - 2020 0 - 3050

<1000 <1500

5004507800
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Nitrogen Generator

Features:

1, Nitregen generators supply ideal ultra pure nitrogen for GG(Gas Chromatography), LC/MS(Liquid
Chromatograph/Mass Spectroscopy) and Thermal Analyzer.

2. Continuously generate ultra pure nitrogen through Pressure Swing Adsorption (PSA) technology.

3. Mo longer meed to Use inconvenient and dangerous high pressure nitrogen cylinders in laboratory.

4. Compact structure. Take up very littie laboratory space.

‘s%g
o K°)
Technical Parameters:

Type Mitrogen Generator

| Moda| MNG=300 NG=500
Output Flow { mimin } 0-300 | 0~-500
EOutpu! Prassura ( MPa ) 0-0.4 .

: Purity (%) : 99.99

F'ower Supply(V) 110/220V £10%, 50/60Hz

. Surrounding Requirement : 0-40°C , no dust and corrosive gas

Consumption (W) <180

; Nat Weight { Kg 35

iExlemaI Size (L*WH ) Cmm) .460‘290*?50
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NHA Series Nitrogen & Hydrogen & Air Generator

Features:

1. It can replace traditional high pressure cylinders. N2, H2 and air are generated separately or togather,
Iintermittently or continuously. The purity of gas will nat decay for long time use.

2. Easy to operate, switching power on to produce gas, regular output flow, completaly automatic tracking
equipment.

3. Generate nitragen through werld"' s leading Pressure Swing Adsorption (PSA) technology, which réplaces the
traditional electrolyte separation technoloay.

4, It Is safe and convenient to operate, has no corrosion toward instrument and supplies gas for 24 hours.

5. Generate hydrogen through world leading SPE (PEM) tectnology. No longer need to add ve. Without alkall
revarsion,

6. It' s powered hy whole sealing silent air compressor. After purification, water, oil, dust and Impurities are
removed. Through pressure stable system, pure and silent air is finally produced under stable pressure.

~ o~
2aa'm

BIBASE |
| = = ‘
-
-
Technical Parameters:
Model MNHA=-300
CasTType [N ] A
Output Flow{mlmin) |0-300 | 0-300 0~1000
Output Fressure ( MPa | 004
Three-level Purification
Purity(%) 99.89 59.999 C0::0.039%
Oil: 0.54ppm
Consumphion (W ) <350
Powar Supply(V) 1101220V +10%, S0/60Hz
Net Weight ( Kg ) 55
External Siza ( L“W*H ) {mm ) AB0*440°4B0
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Electronic Temperature Regulation Resistance Furnace

Features:

1. Cold-rolled steel spraying exterior of anti-corrosion and durability.

2. Electronic temperature regulation device with dual functional switch for stepless temperature and power
regulation, which can adapt to different heating needs,

Technical Parameters:

Standard 1=join 2-joins | 4~joins B-joins 1=join

Power Suppiy(V] 220

Consumption( KW ). 1 . 24 . 4" . 61 .2
Hotplate Siza(mm) 125125 155155
Extornal Sze(mm) 15018040 | 30580*140 610180140 GI0MBOMAO 1852204160
_{F;nafn"]'“‘; Siza 2680°200°22¢ 335216230 660"220%225 950+210°225 2807200220
NetWeight(Ka) 1.3 3 53 a2 25
|Gross Weight(Kg) |21 A g1 124 32
210

Chamber Muffle Furnace

(1) Ceramic Fiber Muffle Furnace (Ceramic Innar Chamber)

Features:

1. Imported high density ceramic fiber.

2. PID two digital screen controller or programmable controller as requirement,

3. Controller has the function of timing and over—temperature protection.

4. Dual Ceramic Inner Chamber, hollow heat Insulation and good ventilation ensure that outer shall is not hot and
the inner shell can cool down guickly

5. Equipped with cooling fun ensure the cooling rate up to 5C min

Note: 3~5 is only for MCF series

Technical Parameters:

internal Consumption Powear Rated Temp. Rising External Teamp.
Size{mm) (KW) Suppiy(Vv) TempA'C) (Empty/min) Skzetmm) Precision{ 'C )
|MC2.5~10 125 1000 15
| 200*120780 T | 500%240M70
MC2.5-12 25 1200 20
| ! ! 220 !
MC4-10 4 1000 15
-300%200*120 - T 600*360*210 | 1
MCE-12 5 1200 20
MCE-10 '8 1000 15
4002507160 - 380 T 7207380270
MC10-12 10 1200 20
MCF2.5-12 |200%120%80 |25 1200 20 | GO0*390*E40
1 1 aa : £ =1
MCF5-12 | 300*200"20 |3 1200 20 | BEO*S20°660 | +1
MCF10-12 | 400*250™60 8 380 1200 20 Q508601120
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(2) Box-resistance Furnace ( Fire Brick Inner Chamber )

Features:

1. Cold-rolled steel spraying exterior; open—side door enables easy on/of,

2. Medium—temperature furnace adopts enclosed fire pot. The spiral electric alloy wire coil as heating component
coiled on the furnace walls. It is efficient and durable.

3. High—temperature tubular resistance furnace adopts heat resistant combustion tube and takes elema as
heating component to fix on the fireport exterior,

4, High-temperature box resistance furnace takes elema as heating component to fix inside the firepot.

Technical Parameters:

Consumplion Rated Temp, Power Supply Temp. Rizing Internal External Size
(W) (t) (v (Empty/min) Sizelmm) (mm)
MB2.5-10 25 | 220 =60 |200*120*80 595*410*467
|MB4-10 4 1660 220 = 80 300420020 | 790*500*527
i MES-10 8 380 =980 400%250*160 0600635
| ME12~10 12 380 =100 500%300%200 | 1100720675
|MB2.5-12 2.5 1220 =100 20020*80 | 595410464
|MB5-12 B 1200 220 =120 1 300%200M20 | 790%500°527
|MB10-42 0 380 =120 400*250"60 | 0600635
| MEL4-13 4 0~210 =240 250*150*00 |
| 3 T I 650*510%485
|MEL5-13 5 0-210 = 240 250150100
MELB-13 8 1300 |0-350 = 350 500278180 965*570"600
| MST2-13 2, 0-210 =45 & 30™180
| i I T i | 450*270%360
|MDT2.513 25 1 0-210 =45 2-@22"180
212

Chamber Muffle Furnace

Economic type product

ME-10/12/13GJ series chamber muffle furnace, as
economic product, adopts traditional split type structure. Its
controller is selected with LCD Temp.controlied instrument,
mare personalized design, easy to install and operate,

energy saving.

Technical Parameters:

MEZ.5-10/2.5-12G) ME4-10/5 5 MEB=10110-12GJ ME4~13GJ
Chamber Size (mm) 200%20°80 3007200120 A00*250*160 250*150*100
Capacity(L) .2 .7,2 .‘Iﬁ -4
Rated Temp.(T ) . 1000 “1200 . | 1300
Temp. Control LGD PID Temp.control
Temp.Precision(T ) . 21
Heating Rata . = 15T Min
Heating Elament .M[iimme neater strip Straight silicon sartde rod
Pawer Supply(V) . Single-phase 220 . Three-phase 380 - Single-phase 220
Consumption ( KW } . 25 45 . 810 . 4
External Sizelmm) . 4007300%400 ! 500400500 . 800500600 . 500400500

Fundamental type product

MF-=G senes chamber muffle furnace, as fundamental product,
adopts madern integrated structure. lts hearth is made of traditional
fireproofing materials, broad range of application and high cost
performance.
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MF-T senes chamber muffle fumace is made of new type fireproofing matenal—-ceramic fiber, fast rate of Research—based type product

Temp.increase, great thermal nsulation property, energy saving, environmental protection, and long service fife.

Technical Parameters:

MF2.5-10GIT MF4-10GT MF8=10G/T MF12

MF2.5-12G MF5-12G MF10-126G

| Internal Size (mm) | 200"120*80 300*200*120 |400*250™60 | 500%300*200 200*120°80 | 300%200™120 400"250™60

Capacity(L) 2 7.2 16
|Rated Temp.(T) | 1000
| Temp.Cantrol PLC cantrol system

Temp.Precision(C ) | =1

| Heating Rate G senes = 60C /Min, T senes = 15T /Min

Heating Element Aludiroma heater stnip
Power Supply(V) | 220 380

Consumption{kKW) |25 4 8

30 2 7.2 30
1200
Single~ £,
phasa 220 Singla- phase 380

12 25 5 10

External Size(mm) |580*400"620 | 650*620°670 | B10*570*760  B30°700*860 480°400°570 590°520°620 730*570*720

MH-16TP/GP Series high temperature furnace

Technical Parameters:

Intermal Size(mm)
Capacity(L)
Rated Temp.(T )
| Temp.C‘._ontrol
Temp.Precision(T )
J . Heating Rata
| Power Supply(V)
I Haafﬂg.Elemenl
: Cu'Lsu.ri'lption(KW)
| Extfarrlal_ Size{mm)

214

MHB-16TP/GP  MH12-16TP/GP MH1B-16TPIGP

300450420 | A00°2004180 500200180
|64 |13 18
400C ~1600
PLC controt systam
= :

|G saries = 10T Min, T serias = 40°T /Min
Single-phasa 380

U shapad solcon aluminum bar

8 12 18

7A0M000°950  840M1050°910  950°850°700

MR=121TTP series chamber electric furnace, as research—based product, adopts modern integrated double—
layer furnace body structure. lts hearth is made of new type fireproofing matenal-———-ceramic fiber, fast rate of
temp.increase, great thermal insulation property, energy saving, environmental protection, and long service life.

J,IU

!'.-
MRE—12TH series

MR—17TP series

Technical Parameters:

5~12TP  MR5~12TP MRE-12TP MRB=12TP MR4=17TP MRB=ATTF

Internal Sizefmm) 200712080 300200120  300*200°200  4007300*300 | 160MS0™50 | 25015050

Capacity(l.) 2 T2 12 36 3.6 5.8

Chamber Materal Imported high thermal density ceramic fiber
Rated Temp.(TC ) 1200 400-1700
Temp.Contral PLC contral systam

Temp.Precision(T ) =3 |

Heating Rate = 60T /Min
Heating Elemant Aludirome heater strip \J shaped solicon aluminum bar
Consumption(KW) 25 4 4 8 4 ;]

External Stze{mim) 590*300'640 | 690*520°660  690*520%780  B50*720*920 | 590%620%900  5BOMGZ0°920
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TopPette-Mechanical Pipette q MicroPette Plus Autoclavable Pipette

Features for TopPette r Fully Autoclavable

® Light-weight, comfortable, ergonomic design, easy to press I The MicroPette plus pipettes can be fully autoclaved and withstood steam stenlizes at 121°C, 1 atm for 20 minutes.
® Digital display The pipettes can be autoclaved without special preparation. After autoclaving the pipette must be cooed down
@ Yolume range from 0.1 ul to 5000 ul I and left to dry over 12 hours,

@ Easy to callbrate and maintain It Is recommendad to check the performance of the pipette after each autoclaving, It is also recommanded to

grease the piston and seal of the pipette after each 10 autoclaving.
Features for Multi-channel Pipette ="
® 8 and 12 channel pipettes are available for standard 96—well plate l
@ Dispensing head rotates ensure optimumn pipetting convenience
@ Individual pistontip cone assamblies allow easy repair and maintenance

® Compound material tip cone desian allows visual seal vertification
@ Can be used with universal style pipette tips !

TITUVUUUUUTT Features for MicroPette Plus s

® Fully autoclavable / | .

@ Light—weight, ergonomic design, easy to press
@ Digital display

MicroPette Mechanical Pipeue @ The pipeftes cover volume range of 0.1 ul to 10ml
® Easy to calibrate and maintain
Features for MicroPette q I
@ |ght-weight, ergoriomic desian, easy to press = r Features for Multi-channel MicroPette Plus
® Digital display ® 8 and 12 channel pipettes are avallable for standard 96-well plate
@ The pipettes cover valume range of 0.1 ul to 10m| [ ® Dispensing head rotates for optimurn pipetting convenience _?
® Easy to callbrate and maintain ® Individual piston and tip cone assemblies allow easy repair and maintenance _l
® The low part is avallable for autoclaving I ® Compound material tip cone design allows visual seal venfication

® Can be used with universal style pipette tips
Features for Multi-channel MicroPette
® 3 and 12 channgl pipettes are available for standard 96—well plate 3
® Dispensing head rotates for optimum pipetting convenience | L
® |ndividual piston and tip cone assemblies allow sasy repair and maintenance

® Compaund matenal tip cone design allows visual seal verification m'-r'-“-rm

® Can be used with universal style pipefte tips
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Technical Parameters:
TopPette/MicroPetta/MicroPetre Plus Mechanical Plpettes{Adjustable and Fixed Volume)

—» Biobase Meihua Trading Co.,Ltd.

B-channel Adjusiable Volume Pipaftes

Single-channel Adjustable Volume Plpeties

Maximume Permissible Systematic| Maximume Parmissible

| Volume Range Increment Tes! Volume Ertor (facsurao] B c e Err  Emmslrass)
250 250% 0.062541 2.00% 10054
|@4-25 0.05u 1250 3.00% |0.08754 |3.00% 10,0376
026l 112.00% 0031 | 6,00% |0.015
10l [1.00% (01l [0.80% (0,084l
|65=10u 04w 54 1.508%6 ‘00750 11.50% 10075
Tl |250% 0,025 1.50% 0015w
204 | 0,90% 0484 |0.40% 10,084
220 0.5 100 14:20% 024 |1.00% 10 ul
20l 13.00% 006k | 2.00% 10.04u
|50 10,60% 03 |0.30% (015
550 050 25 0,90% 02250 | 0.50% 015
5l 2.00% 0l | 2.00% loau
100 4 |0.80% 0.8 |015% |015u
10-100 u 1ul 50 1.00% 0.5 [ 0.40% [o2ul
104 13.00% e [150% 1045
200 0,60% 424 045% |03
|20-200u Yl 100 | 0.80% 08l | 0.30% l03u
200 '3,00% 0.8 1.00% lo.20
2004 |0:60% 124 01.15% [0Bul
|50-200 u Ayl 100 ol |0.80% 0.8 |0.30% 1030l
50 4 14.00% 05 |0.40% |a2u
1000 ol |0,60% Bl |0.20% f24
1001000 50l 5004 |0.70% 354 |0.25% 1250
100 4l 2.00% 24 |0.70% |07l
1000 4 | 0.60% B 10.20% (23
200-4000 u 5 500 ul [0.70% 354 10.25% 11254
200 4l {0.90% 1,8 |0.30% |06
5000 | 0.50% 25 |015% 7.5
1000~E000 ul 500 2500 10,60% 5 10.30% [7.50
1000 4l 0,70% 7w 10.30% 34
10miw |0.60% 160 4 | 0.20% 204
2-10mi 0.4ml Sl [1:20% Bou [0.30% 15ul
Zmid 3.00% B0 | 0.60% 112wl
218

Volume Maamume Parmissible Systematic Error  Maximume Permissible Random Emor
Range Incrament Testialum ({Inacsuracy) [ Inaccuracy )
10 1,60% T 1.50% 0454
05100 04u Sl 2.50% 04254 250% (0126
Tl 4.00% 0.04 ul 4.00% 0.04
504l 1,00% 050l 0.50% 0250
5-60u 0.5 {25 150% 03754 1,.00% |0.25u
Bul 3.00% 045l 2.00% [01u
1300 0.70% 214 10.26% 075
50-3000 5l 1804 1.00% li54 0.50% 075
1504 H,50% 0.75 4l 0.80% O.dul

12-channeal Adjusiable Volume Pipetias

\olurme Maximume Parmissible Systemahic Ermor  Maxmumes Permissible Random Emror
Range sl Teetyauime {Inaccuracy) { Inaccuracy )
10 1.50% 015 1.50% | 0454
D5-0W 04l 5l 250% 01250 12.50% 10425
1l 4.00% 0,044l 4.00% 0044
50ul 1.00% 0.5l 0.50% [ 0:25u
5-50u a5u 25 150% 08751 1,00% |0.25u
Bl 3.00% 0715 2.00% 04w
300wl 0.70% 214 0.25% 0754
0-3004l 5l 150 ul 1.00% 150 0.50% 0754
50,4 1.50% [0.75 ul 0.80% (0.4l
Wolume Maximume Permissible Systematic Error - Maximume Permissibla Rendom Emror
Range jnsciesib [Tty dnore {Inaceuracy) { Inaccuracy )
5l = |54l 13% 0.085 ul 2% L0.060
10 - 10 0.8% 0.084 08% 0.08u
20ul = 20l 0.6% 02w 0.5% 0.1 ul
25 B 250 [0.5% 01250 03% 00754
S0ul =] 50l 0.5% D.25ul 10:3% 0450
100l = 100 0.5% 05ul 0.3% 03w
2004l = 200l 0.4% 108yl 0.2% |04
250, = 1250 ul 0.4% .04 10.2% 05w
5004 - 500 0:3% 154 02% 10w
10004 - 100001 0.3% 3,04 0.2% 204
20004 = 20004 | 0.3% 604 0.15% |2.0u
Booosl |- 50004 0.3% Bl 0.16% 75w
219
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StepMate Stepper

Features:

— Light-weight and ergonomic oesign

— One—hand operation

- Factory calbrated

— Volume range of 1 gl to Sml

— With durable tip insertion lever

— With seven sizes of disposable, polypropylene syringes from 0.5ml fo 50m|

|

|r — Use the adjusting wheel to set the required volume

k4 Select the Dispensing Volume
p—— | = Find the required dispensing volume

— Select and inserting suitable tips
— Confirm the maximum dispensing steps

Technical Parameters:

Dial satting

Number of Steps 48 23 15 il 8

\Synnge Volume(ml)  Sampia Volume(ul) ; A% |p%
0,05 e 2 3 a 5 le25 <50
050 10 20 o 40 e 208 <07
51.25 25 50 = 100 Fizs [s08 |=<05
|250 50 1100 b= 1200 loes 208 <04
500 00 200 P P TIR e e T i T
l12.50 1250 500 Fiea [006 |2z0. |03 |<0a3
|25.00 500 lageti " Barer 068 oee fEEZ (28R
5000 [000" 2000  |agq (4000  leson (%02  |=02

Note: The first and last dispensing liquid should be discarded or back into container vessel.
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DispensMate Bottle-Top Dispenser

Features:

— Excellent chemical resistance

— Fully autoclavable at 121C

~ Four ranges of botile—top dispenser cover a volume range from 0.5mi
to 50m|

— Easy to clean and maintain

— The optional fiexible discharge tube with safety handle permits fast
and precise dispensing

—Made of PTFE. FEP. BSG. PP

— Vapor pressure Max. 500mbar, viscosity max. 500mm’/s, temperature
max. 40°C , density max. 2.2g/cn®

- DispensMate plus is supplied with 540, GL32, GL38, GL25, GL28
sized adaptars

Technical Parameters:

Volume Range Graduation

(ml) (mi)

1.0-10 02 0.5 50 0.1 10
2.5-25 0.5 0.5 125 0.1 25
5.0-50 1.0 0.5 250 01 150

A = Accuracy: CV = Coefficient of variation

Craft Scientific Ltd. www.craftscientific.com, info@craftscientific.com Phone: 604-467-6321 Fax

Accessories:

540, Adapter, 4540mm
GL32, Adapter, 45/32mm)
GL38, Adapter, 45/38mm
| GL25, Adapler, 32/25mm
GL28, Adapter, 32/2Bmm
Reagent Bottle (Brown, 1L)
-Fillng tuba {m)

Discharge tube (m)

: 604-467-6300

\..I’_\\ r %
4

-» Hiobase Meihua Trading Co.,Ltd.
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Automatic Glassware Washer

Main Characteristics

1, Perfect cleaning for glassware axternal and inner surtace (top and bottom are amranged rotary spray arm with
many nozzles to achieve cleaning all range angle; top nozzle and cylinder fan—shaped incision desiagn, 360°
cleaning vessel inner surface.

2. Independent air heater with circulating fan, improve the drying efficiency, the drying temperature can be set
50~90°C.

3. Fully stainless steel structure (SUS304 or SUS316).

4, PLC control system, stable and reliable performance; Double temperature contral for water and air
temperature; Automatic fault diagnosis function,

5. Electronic security door lock; double protection for water temperature and air temperature, over temperature
protection,

Standard Washing Procesure(can be self-designed by the user)
Pre-cleaning — Washing with alkaline cleaner — Washing with neutralization Rinse — Washing with hot
water — Drying with hat air

222

All cleaning racks can be removed completely, convenient to washing rack pipeline

Standard rack Flask rack

Fatri tisn rack Wide~mouth botile rack Pipette rack

Technical parameters:

Model BK-LW120 BK-LW220 BK-LW320 BK-LW420
ExternalSize ( L'W™H ) 980°740*B50 | 710°680*1750 710*680*1900 HO0*900+2000
Capacity . 1200 220L 320L . 4201

Water Consumption/cycle . 0L . 15L . 18L . 250

Inkat Water Pressure . 0.2-0.8(Mpa) “ . .

Max Noise . = 50(dBa) = 55(dBa) | = E5(dBa) . = 60(dBa)
Power Supply .220\1". 50HZ ISSKN‘ 50/60HZ .

Consumplion | B KW 17 KW 19 KW 22 KW
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BG1000OA Electrolyte Analyzer

11. Exempt of routine maintenance, this areatly lightens the burden of operators; In—side software self-checking
can suggest users el minate the malfunction in time,

12. Advanced and relable fluid position examination technology can save reagent.

13, Adopt buili-in operating system leads to a reliable performance. Users can modify each setting to meet
different requiremants

14, The guality-contral Inspecting function can track the accurscy of the instrument.

Technical parameters:

Test Object Linearity Repeatability(CTv) Stahility Accuracy

K =0.3mmoli {=10% +0.2mmoliLin +0.3mmoll.
Na” = 3.0mmaoliL =1.0% +2.0mmaliLh +3.0mmollL
Features:
1. It can measure the concentrations of K+, Na+, CL—and Ca++ and PH values. G A Crnoi S Rt S Aml .
2. Applies ISE (lon Selection Electrode), which gives the instrument the advantages of minimum maintenance, ca oGl <30% el LGt
easy assembly and disassembly, as well as stable and reliable measurements. ! ! |
3. Working Mode; Normal mode: autornatic calibration; this mode adapts to large and middle scale hospital with poH e =1.0% £0.02h
large sample volume; Sleep functions which can save reagent, !
Saving mode: 24 hours reagents consumption (s anly 7ml when it does not measure. Standard Ca’" and Total Ca™(calculating value)
This mode adapts to hospital with small sample volume. —
4. Each test channel can be closed separately, So it is convenient to do emergency measurement.
5. MOmm*60mm LCD display, automatic screensaver, fnendly interface, and easy to operate. Sample: Serum, Whole Blood, Plasma, and Diluted Urine
€. Minl thermal printer can pnnt repeatedly at any moment. it is convenient to feed paper. And the print is very Sample Volume: 100ul
clear. Testing Time: = 60s
7. Revising dates automatically to ensure the accuracy of data. LCD display: 110mm*&65mm
8. It can savet1500 test results. data will not be lost even If the power is cut off, Users can Inquire or print at any Temperatura: 10T =30C , Humidity: = 85%
momeant, Fower Supply: T1OVI220V £10%, B0/S0HzZ
9. The instrument s equipped with 8 RS232 serial port, which can be connected to computer. It may collect, Package Size(W*D*H): 380*345*435mm
manage and print measure result by relevant software. Gross Weight: SKg
10, It has electrode—checking function. Users can do corresponding maintenance according to checking result
224 225
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Storage Safety Cabinet
Introduction:

According to international praztice, there are four colors of common used materials storage safety cabinet to
store various hazardous materials.

Generally, the yellow cabinets are used for storing flammabie materials,

the red for combustible matenals, the blue for weak corrosive materials (Strongly corrasive materials can only be
stored in PP (polypropylens) matenal storage cabinet, such as sulfuric acid, nitric acid, hydrofluoric acid and other
strongly corrosive materials), and the white are used for storing the toxic materials.

The color is for distinguishing different type materials in storage and comnvenient using. The common effect of the
each type safety cabinet is for fire prevention, heat insulation and secure storage.

Advantages:

+ OSHA standards. Static grounding conduction ports are designed on the cabinet body for convenient
connection with static groundirg wire.

* Double-layer fire—resistant steel structure, Insulation layer is located between two steel plates,
* Storage sink to collect waste liquid,

* Professional and normative warning label,

+ Equipped with dual vents.

+* Three linkage type door lock, two keys.

* Unique spill-proof type shell, adjustable height of shelf is Gcm

* More than 50 times of door opening and closing tests will be done for sach safety

cahinet befora delivery from factory

+ The locking bar of each safety cabinet is connected by Scm connecting rod,

* Extemnal epoxy paint, waterproof, dustproof, corrasion proof, anti—fire and anti-static.
* OEM service is available

Technical Parameters:

Model BK-4-CS BK-12-CS BK-30-CS BK~ CS BK-60-CS | B
|Capacity 4gallon (15L) | 12gallon (45L) 30gallon (113L)  45galln (170L) | 60gallon (226L) |90gallon (340L)
i_SelB_di?e_oqiors Yallow, klue, red, white (not avalable for PP material cabinat)

| Steel plate | Thickness over 1.0cm

[Insulation layer | Thickness 38cm

(e oranee  Hepht ooy :

|Doar Singie Singla |Double Double Doble Double

| Material | Cold-rofled steal with epoxy pairt, PR i N i

e Sl S——s ; =

Extemal size (H'W'D) |56'43'43em  89'59°46am | 1121100%40cm  185*10246cm  165°86"86cm | 165*10986om
Package size (H*W*D) 76*58'68cm  108*74*6lcm |132+124°650m | 185M24%61cm  185401%01cm | 185M24*0%em |

N, 30KG B0KG 100KG 138KG 1B5KG 190KG
oW, _ AOke  [78KG  [120KG  [169KG  [190KG | 225KG
226

Yellow cabinets Red cabinets
for flammable materials: for combustible materials:

E l”

Blue cabinets White cabinets
for weak corrosive materials: for the toxic materials:

PP (polypropylene) storage cabinel |
for strong corrosive materials:
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BK-3358 Semi-automaltic Microtome

BK-3358 Semi—automatic m crotome is new model. This model adcpts advanced, modern histopathology
research technology. It has stable performance, ergonomic concept. Main spare parts are imported from
overseas. This model stand for advanced technology and new development direction of histopathology research,

BK-3358

Features:

® Advanced driving systems, functions of section, timming, fast forward, backward etc

® LCD screen shows section and trimming thickness range, numbers of section and trmming
® Exchange between section and tnimming mode can be finished by controlling systems

® Hand-whee! can be locked af any position to assure user's safety

® Large waste tray is easy to clean and unload

® Universal cassette clamp and standard specimen clamp; Emergancy stop systems

Technical Parameters:

@ Section thickness range: 0.25 -~ G0um
0.25=1um Increment 0.25um
1=10um Increment 1um
10 =20um  increment 2um
20 -60um incremant Sum

® Trimming Thickness range:0.25 = 60um

® Minimum Setting value: 0.25 um

® Object Feed: 28mm

® Verfical Stroke: 60mm

® Maximum Specimen Size: 50* 50mm

® Precision; 5%

® Power Supply: 110/220V £10%, 50/60Hz

@ Power:150VA

® External Size:520*430*330mm

® Net Weight:24kg

228

BK-2258 Manual Microtome

Features:

® Ergonomical conception of devise, trouble free operation Lnder any conditions
® Good section whenever use by Standard Steel Knife or Disposable Blade

® Specimen clamp positionad at 8 X/Y precision orentation system

® Hand-wheel system allow the hand—wheel locked at any positicn

® Specimen block can be changed easlly and conveniently

® Blade holder can be moved in horizontal or vertical direction

® Disposable blade holder and steel knife holder

® Large waste tray is easy to unload

Technical Parameter:
® Section Thickness Range:0.5 ~ 60um
® Setting Value:
05=2um increment 0.5um
2~10um  incrament Tum
10 ~20pm  increment 2um
20 -80um increment Sum
® Trimming Thickness Range: 1 ~ 60um
® Minimum Setting Value:0.5um
® Precision Emor: £5%
® Maximum Specimen Sze:60*50mm
® Object Feed: 28, Vertical Stroke: 80mm
® Speciment Return Range: 0 = 28mm
® External Size: 500*460*300mm
® et Weight: 23.3kg

BK-2258

BK-2508 Manual Microtome

Technical Parameters:

® Section Thickness Range: 1 = 25um,1 - 35um
® Minimum Setting Value: 1um

® Precision: £5%

® Maximum Specimen Size: 60*40mm

® Low Profile or High Profile Disposable blade

® Steel Knife Holder or Disposable Blade Holder

® External Size: 450*320*320mm

® Net Weight: 19kg
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Air Shower

Air shower is a necessary passage for person entering clean room In order to minimize the amount of particulate
contaminant, achieve workplace strict clean purification standards. Personnel move through the air shower while
particulate contaminants are blew off by the clean high speed air. So theduct can’ t be brought into clean area.

Features:

1. Photoslectric sensor, automatic blowing.

2. Designed with circulation wind to ensure the cleanness of shower area under non—shower status.
3. Double doors with electnc interiock.

4. LED display with adjustable slowing time (0 ~ 88min).

5. HEPA Fiiter, Class 100 cleariness.

Technical parameters:

| Extarnal Sze(W*DrH) 1300100042050 11500*1000*2050mm 1600°2000*2050mm
|Shower Area Size(W'D'H)  800°8501930mm 1B00°890*1930mm B00"1B90*1830mm
HEPAFiter 99,099%effiiency at 0.3um ' '
Spraying Wind Speed 25mis

| Ar Shower Time |0-99 min (adjustabie)

| o.of 5 Nozzles [z = 116 18

|Fluarescent Lamp | 20WH 20W* | 20W*2
Consumption 1000w 1500W 20000W

! 1. Full cold=rolled steel with powder coating.

| Cabinet Matenal (Optional) 2. Internal stainless stellexternal with cold-roded steal

- 3. Full Stainiess Steel.

| Doar Material 1. Cold=rolled steel with powder coating.

|(Optional) 2. Stainless Steel

|Chassis Stainless Steel

| Power Supply C 110/220V,50/60Hz - B

230

Pass Box

Pass Box is used to transfer goods between rooms of different clean levels of clean room, It can reduce times of
opening door, prevert the air convection between different rooms and minimize the pollution extent.

Technical parameters:

Pass box Air shower pass box

Maodel PB-01 |PB-D2 PB~03 ASPB-( ASPB-02 | ASPB-03
External size(W*D*H)mm 660*500*580 760°600%680 860°700°T80 6605001400 7B0°G00*M500  860°T0O0™G00

Internal size(W*D*H) rm  500°500*500 600*600*600 7OO*700*T00  500°500%500  G0O0G00*G00 700700700

Materal Stainless steel

Interlock Electronical

;J\" Lamp - 30WH

HEPA Filter . KO | Efficiency = 99.999% at 0.3um
Clear air speed NO 0.36~0.54mv's

Power supply .1104"220: 10%; 50/60HZ
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Reference pictures
Laboratory Furniture (Customization Available)

What we can offer

A. Laboratory Planning, Designing, Production, Intearation, Installation, Gonsultation & Project Management.
B. Lab Fumniture Designing, Development, Manufacturing, Installation. Commissioning & Service.

C. Storage System

0. Ventilation System/Exhaust System

E. Laboratory Specialty Gas Pipe and Gas System

F. Comprehensive Supply of Lab Accessories.

Different kinds of structure and material for biology lab furniture choices, as follows:
1. Full Steel series

2. Full Wood senes

3. Steel & Wood seres of C/ H shape-Frame

4, Steel & Steel series of C/ H shape-Frame

5.Stainless Steel Workstation Laboratory Furniture

6. PP series
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